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Abstract
The CERN accelerators deliver a wide spectrum of secondary beams to the Experimental
Areas. These beams are composed of hadrons, leptons, and heavy ions that can vary
greatly in momentum (1GeV/c to 400GeV/c) and intensity (102 to 108 particles per
second). The proﬁle, position, and intensity of these beams are measured using particle
detectors. However, the current systems show several problems that limit the quality of
this kind of monitoring.
The aim of this doctoral thesis is to investigate the best detector technology that could
replace the existing monitors and build a ﬁrst prototype of it. A review of the existing
detection techniques has led to the choice of Scintillating Fibres (SciFi) read-out with
Silicon Photomultipliers (SiPM). This detection technology has the potential to perform
better in terms of material budget, range of intensities measured, and active area size.
In addition, it has particle counting capabilities, which could extend its application
to momentum spectrometry or Time-of-Flight (ToF) measurements. Its resistance to
radiation damage oﬀers good potential for longevity of use.
A ﬁrst prototype of a SciFi-SiPM monitor has been successfully tested with diﬀerent
particle beams at CERN, giving accurate proﬁle measurements over a wide range of
energies and intensities. It has only shown problems during use with lead ion beams,
whose origin is believed to be crosstalk between the ﬁbres.
A Geant4 simulation of a single scintillating ﬁbre has been performed to estimate its
signal generation. This simulation is veriﬁed by real measurements of the light yield of
scintillating ﬁbres. Similarly, another Geant4 simulation of a full SciFi monitor has been
developed to characterise the perturbation of the beam by the monitor.
The future beam instrumentation for the Neutrino Platform at CERN is also described
here, which is being developed as a continuation of the work conducted during this thesis.
Key words: CERN, Experimental areas, Secondary beam, Beam Instrumentation, Profile
monitor, Charged-particle tracking, Scintillating fibres (SciFi), Silicon photomultipliers




Les accélérateurs du CERN délivrent une grande variété de faisceaux secondaires aux
Zones Expérimentales. Ces faisceaux sont composés de hadrons, de leptons et d’ions
lourds, présentant de grandes variations tant en quantités de mouvement (de 1GeV/c à
400GeV/c) et qu’en intensité (de 102 à 108 particules par seconde). Le proﬁl, la position
et l’intensité de ces faisceaux sont mesurés en utilisant des détecteurs de particules.
Cependant, les systèmes actuels présentent plusieurs inconvénients qui limitent la qualité
de mesure.
Le but de ce travail de recherche est d’étudier la meilleure technologie de détection
qui pourrait remplacer les capteurs existants et d’en construire un premier prototype.
L’examen des techniques de détection actuelles et récentes a conduit au choix des
Fibres Scintillantes (SciFi) lues avec des Photomultiplicateurs en Silicium (SiPM). Cette
technologie de détection oﬀre de nombreux avantages en termes de ’material budget’,
de gamme d’intensités mesurées et de taille de la zone active. En outre, elle permet la
détection de particules individuelles, ce qui pourrait étendre le champ d’application à la
spectrométrie et la mesure de temps de vol (ToF). Sa bonne résistance aux radiations est
une garantie pour des années de fonctionnement.
Un premier prototype d’un moniteur SciFi-SiPM a été testé avec succès sur diﬀérents
faisceaux au CERN, ce qui a permis d’obtenir des mesures de proﬁl précises sur une large
gamme d’énergies et d’intensités. Seuls des problèmes attribués à la diaphonie entre les
ﬁbres ont été rencontrés avec des faisceaux d’ions plomb.
Une simulation sur Geant4 d’une seule ﬁbre scintillante a été réalisée pour estimer le
signal généré par celle-ci, dont le résultat a été conﬁrmé par une mesure réelle de la
lumière produite par des ﬁbres scintillantes. De la même manière, une autre simulation
sur Geant4 d’un moniteur SciFi intégral a été eﬀectuée pour caractériser la perturbation
des faisceaux due au moniteur.
La future instrumentation pour les faisceaux de la Neutrino Platform au CERN y est
également décrite, laquelle sera développée comme une prolongation de ce travail.
Mots clefs : CERN, Zones expérimentales, Faisceaux secondaires, Instrumentation pour
accélérateurs de particules, Moniteurs de profil, Traçage de particules chargées, Fibres
scintillantes (SciFi), Photomultiplicateurs en silicium (SiPM), Spectrométrie de faisceaux
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This chapter introduces the CERN experimental areas and
the secondary beams. It serves as background for the objective
of this research work: the development of a new profile mon-
itor for those secondary beams. An overview of the CERN
accelerator complex is outlined, which helps to understand
some of the characteristics of these particle beams. A brief
description of the monitors currently used is also given.
1.1 The CERN Accelerators
The European Organisation for Nuclear Research (CERN) is one of the largest particle
physics laboratories in the world and has as main mission to provide the necessary
infrastructure for research on high-energy physics. Among other facilities, the laboratory
counts with several particle accelerators that deliver beams of diverse types of particles
over a wide range of energies and intensities. As can be seen in ﬁg. 1.1, the major active
accelerators are the Proton Synchrotron (PS), the Super Proton Synchrotron (SPS), and
the Large Hadron Collider (LHC); these machines have a broad history and have paved
the road for signiﬁcant discoveries in particle physics.
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Figure 1.1 – Diagram of the CERN accelerator complex in 2017. (Copyright: CERN).
1.1.1 The Accelerator Complex
In the present conﬁguration, the PS, the SPS, and the LHC form an accelerating chain
where the beam is injected from one machine into the next one, in order to increase its
energy. The PS is the ﬁrst and oldest accelerator in this chain, dating from 1959. It is
composed of almost three hundred conventional electromagnets forming a circumference
of 628 metres. It receives protons from the Proton Synchrotron Booster (PSB) or heavy
ions from the Low Energy Ion Ring (LEIR), for the purpose of accelerating them to
25GeV/c/Z. Once the particles reach that momentum, they can be injected into the
SPS or be extracted to several experimental facilities. Among these facilities, there are
the Antiproton Decelerator (AD), the Neutron Time-Of-Flight installation (n-TOF), and
the East Area Experimental Hall.
The SPS is a circular accelerator of 6.9 km length that accelerates the particles received
from the PS up to 450GeV/c/Z. In the past, this machine has worked as a collider,
but now its beams are injected into the LHC or extracted to experimental installations,
like the High Radiation to Materials facility (HiRadMat), the Proton Driven Plasma
Wakeﬁeld Experiment (AWAKE), and the North Area.
The LHC is the last and largest accelerator, designed to serve as a collider. Its 27 km
long circumference is mainly composed of superconducting magnets, allowing a maximum
design energy of 7TeV/c/Z per circulating beam, thus making it the most powerful
particle accelerator in the world.
2
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1.2 The East and North Experimental Areas
This manuscript is focused on the East and North Experimental Areas (EA) [1], since
the main objective of this research project is to develop a new beam proﬁle monitor
for these installations. These facilities host a multitude of ﬁxed-target experiments and
test beams used for research on high-energy physics, detectors R&D, education, and the
study of the eﬀects of radiation on materials and electronics, among others.
The most common type of beam delivered to these facilities are secondary beams. A
secondary beam is composed of particles produced in the collision of high-energy protons
with certain special targets, principally beryllium. As a result, diverse hadron and
lepton species are created with lower energy and a wider momentum spread. Thereupon,
they can be selected by systems of magnets and ﬁlters, and be sent to the experiments
(ﬁg. 1.2).
Depending on the requirements of the experiment, a second target can be added to the
beam line in order to create tertiary beams, which have lower energy and intensity than
the secondary beams.
Under some special conditions, attenuated primary beams formed by particles directly
extracted from the accelerator can be also delivered, such as protons, lead ions, or other
ion species.
Figure 1.2 – Schematic of the creation of a secondary beam in the EA.
To produce a secondary beam, around 1013 high-energy primary protons are collided with
the target during an extraction. However, the creation of secondary beams is not very
eﬃcient and only a maximum of approximately 108 secondary particles can be harnessed.
The ﬁnal energy and intensity of the beam can be selected by the users, making these
beam lines very versatile.
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1.2.1 The East Area
The East Area Hall comprises four beam lines making a total length of 300m (ﬁg. 1.3)
that are used by ∼ 300 scientists in a year, working in many diﬀerent experiments
(ﬁg. 1.4). Its secondary beams have a range of momenta from 1GeV/c to 15GeV/c and
intensities between 103 to 106 particles/extraction. The extractions last 400ms and there
is typically one every 33.6 s.
Figure 1.3 – Aerial 3D image of the East Area Hall showing the PS extraction on the
left-upper part.
Figure 1.4 – Experimental layout of the East Area in 2009.
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1.2.2 The North Area
The North Area is the largest experimental area at CERN with six beam lines that make
a total length of 5.8 km. It dates from 1978 (ﬁg. 1.5) and nowadays it accommodates
numerous experiments where more than 2,000 visitor scientists work throughout a year.
Figure 1.5 – General view of the Experimental Hall EHN1 in the SPS North Area, 1978.
Photograph kindly oﬀered by CERN (copyright CERN).
The North Area is divided into three experimental halls, as shown in ﬁg. 1.6: EHN1,
EHN2, and ECN3 (respectively, Experimental Halls North 1 and 2, and Experimental
Cave North 3). Three primary targets, called T2, T4, and T6, provide secondary beams
in addition to protons and ions directly extracted from the SPS (ﬁg. 1.7).
Figure 1.6 – Experimental layout of the SPS North Area experimental facility.
EHN2 is the experimental hall of the M2 beam line, which provides ultra-high intensity
muon and hadron beams. At present it hosts the COMPASS experiment [2].
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Figure 1.7 – View of the target hall showing the targets stations, in brown at the back,
and the secondary beams towards North Area experimental halls at the front. Photograph
kindly oﬀered by CERN (copyright CERN).
Two beam lines end in ECN3, the K12 beam line that provides high-intensity beams of
kaons or muons, and P41 with attenuated primary protons.
EHN1 is the largest hall with four beam lines (H2, H4, H6, and H8) and several permanent
experiments and test zones (ﬁg. 1.8). The beam lines of EHN1 have a general purpose
and are highly conﬁgurable by the users.
Figure 1.8 – Layout of the EHN1 hall in 2009.
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1.2.3 Description of the EHN1 Beams
The beam lines of EHN1 (H2, H4, H6, and H8) have a general-purpose, serving from
detector R&D to physics research. They provide high-resolution secondary and tertiary
beams of charged particles, with a range of momenta within 10GeV/c to 400GeV/c, and
intensities from 103 to 108 particles per extraction.
Some of these beam lines can also provide lead ion beams (208Pb+82) directly extracted
from the SPS, with a maximum momentum of 400GeV/c/Z, and a maximum intensity
of 106 Pb ions/burst. In a similar way, under certain conditions they can also provide
attenuated proton beams, up to 450GeV/c, directly extracted from the SPS.
Table 1.1 summarises the diﬀerent particle species found in the EHN1 beams, along with
their typical momenta and intensities.
Table 1.1 – Common types of particles in the EHN1 beams, their ranges of momenta,
and intensities.




Primary p+ 400 - 450 107
208Pb+82 32 - 380 107
Secondary π+/π− 20 - 360 107
e+/e− 10 - 350 106




Tertiary π+/π− 0.5 - 200 104
e+/e− 0.5 - 100 104
The production of particles in proton-beryllium collisions at 400GeV/c is very well
documented [3], which allows to predict the composition of the secondary beams. For
example, ﬁg. 1.9 shows the fraction of diﬀerent hadron species in secondary beams as a
function of the momentum.
The users of the beam line can tune some beam line elements (magnets, collimators,
and secondary targets among others) in order to get a beam with the sought particle
composition and characteristics. By introducing secondary targets in the beam line, it
is possible to further change the beam composition, ﬁltering particles to produce purer
beams, or by creating new particle species. For example, almost pure hadron beams can
be obtained using polyethylene and copper targets, and pure electron/positron beams
can be produced by means of a Pb target.
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Figure 1.9 – Calculation of the hadron fraction of secondary beams as a function of the
beam energy. Source: [3].
Slow Extraction
The delivery of beams to the North Area is done slowly, in a process that commonly lasts
4.8 or 9.6 seconds. Such slow extraction is achieved by inducing high-order resonances in
the SPS which provoke that only a small number of particles per turn exit the accelerator;
thus, a slow extraction requires 200,000 or 400,000 turns to empty the machine.
There is typically one or two extractions every 40.8 s, although this number is determined
by the organisation of the SPS super-cycle (number of experiments requiring beams and
injection to the LHC). Hereinafter, a beam extracted to the experimental areas will be
referred indiﬀerently to as a burst or spill.
1.2.4 EHN1 Extension: The CERN Neutrino Platform
The experimental hall EHN1 is being extended to host a new test facility within the
framework of the CERN Neutrino Platform programme. This programme gathers an
international collaboration on neutrino research that is materialised at CERN, among
other projects, with protoDUNE: the construction of two large-scale prototypes of
neutrino detectors for the Deep Underground Neutrino Experiment (DUNE) [4] [5].
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The objective of protoDUNE is to investigate the feasibility of two diﬀerent technologies
for large liquid-argon time-projection chambers (ﬁg. 1.10). For that purpose, two detectors
(NP-02 and NP-04) ﬁlled with ∼ 700 tons of liquid argon will be characterised with
charged particle beams at CERN. The characterisation requires low energy and low
intensity beams: 1GeV to 15GeV and a maximum of 100 particles/s, which requires an
adaptation of the existing beam lines. In consequence, H2 and H4 are being extended to
provide tertiary beams to NP-02 and NP-04, respectively (ﬁg. 1.11 and ﬁg. 1.12).
Figure 1.10 – Assembly works carried on the external frame that will host the liquid-argon
chamber of NP-04.
Figure 1.11 – Layout of the EHN1 extension showing the future location of the neutrino
detectors and the beam line extensions.
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Figure 1.12 – Another view of the EHN1 extension. The beam trajectory is shown as a
thin white line that crosses the diﬀerent beam line elements and reaches the liquid argon
tanks.
1.3 Instrumentation of the CERN Experimental Areas
The quality of the beams in the EA is monitored by several types of particle detectors.
Some of them are specialised in measuring the position, proﬁle, and intensity, which are
the objective of this thesis work; others can provide particle identiﬁcation or measure
the beam energy.
There is a substantial diﬀerence between the monitors used in the EA and the monitors for
circular accelerators. In circular machines, the beam turns thousands of times per second
and, therefore, it is necessary to avoid any material standing in the beam trajectory.
If not, the integrity of both the detector and the beam are seriously compromised. In
the EA, however, the beam crosses only once and with an intensity several orders of
magnitude lower than the circular machines, which allows a monitor to stay in front of
the beam and recover information from a direct interaction. In consequence, the monitors
of the EA employ technologies closer to the particle detectors of high-energy physics
experiments.
1.3.1 Present EA Monitors
The following detectors have been monitoring the EA beam lines for several decades:
- Scintillator paddles (ﬁg. 1.14): these detectors consist in a large scintillator tile
coupled to a light-guide and a photomultiplier tube. They count the passage of
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every individual particle and they are used for beam intensity measurement and
the generation of trigger signals for other detectors.
- Multi-Wire Proportional Chambers (MWPC) [6] (ﬁg. 1.15): this type of gaseous
detector is composed of layers of micro-metric metallic wires that are alternated
with layers of ultra-thin conductive foils (ﬁg. 1.13). Wires and foils are biased
diﬀerently with a high voltage (larger than 1 kV), which produces a strong electric
ﬁeld that allows to detect the ionisation of the gas by an impinging particle . By
integrating the charge collected by every wire over a spill, the beam proﬁle is
reconstructed with a resolution of 1mm. These chambers do not work properly
with beams of intensity lower than ∼ 103 part/s.
- Delay Wire Chambers (DWC) [7] (ﬁg. 1.16): they are similar to MWPC, with
the diﬀerence that the conductive foils are replaced by another layer of transverse
wires, as can be seen in ﬁg. 1.13. Instead of integrating the charge on the wires,
the readout of the DWC employs the combination of a Signal Delay Line and a
Time-to-Digital Converter (TDC) that is able to infer the place where the ionisation
occurred. As a result, individual particle tracks are registered with a resolution
better than 200 µm. On the negative side, the delay line imposes a dead time on
the detector that prevents it from working eﬃciently above particle rates of some
kHz.
- Filament Scintillators (FISC) (ﬁg. 1.17): these detectors consist in a thin scintillator
ﬁlament that scans the beam thanks to a motor system. Two photomultiplier tubes
detect the scintillation light produced and the beam proﬁle is reconstructed by
correlating the position of the ﬁlament with the signals from the photomultipliers.
It can work on a fast or slow mode: in the fast mode, a full scan of the beam is
done in one spill by moving the sheet rapidly; in the slow mode, the scan is done
through several spills by slowly moving the sheet one step every spill. The larger
the number of steps, the higher the proﬁle resolution, with a limitation of 200 µm.
A disadvantage of these detectors is that they need a long time (several minutes)
to produce a proﬁle at low intensities (<103 part/s) or with high resolution.
- Threshold Cherenkov Counters (CET) (ﬁg. 1.18): these monitors do not measure
the proﬁle, but identify particles by counting the number of Cherenkov photons
created by a particle in a gas (the Cherenkov process is described in appendix A.2.4).
By changing the pressure and the gas type it is possible to identify several particle
species over a wide range of momenta.
- CEDAR Counters (ﬁg. 1.18): these detectors, based also on the emission of
Cherenkov radiation, have a complex optical system that processes the light,
allowing to recognise the characteristic Cherenkov ring pattern. This allows particle
identiﬁcation at high momenta.
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Figure 1.13 – Operating diagram of a MWPC and a DWC.
Figure 1.14 – Scintillator paddle with attached photomultiplier tube at the laboratory
(left) and installed in the North Area (right). Note: a DWC can be noticed at the back of
the right picture.
1.3.2 Need for New Monitors
The current proﬁle monitors have worked satisfactorily for decades, however there is a
need to renovate some of them, particularly the MWPC and the DWC, since they are
showing symptoms of ageing. The production of these chambers is cumbersome, especially
12
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Figure 1.15 – MWPC at the laboratory (left) and in a beam line (right). The monitor is
equipped with a motor system that allows removing it from the line when is not being
used.
Figure 1.16 – DWC at the laboratory (left) and placed in front of a dipole magnet (right).
regarding the positioning of the thin wires, and the expertise on their assembly techniques
has gradually been lost. Additionally, the present monitors have design limitations that
make them unsuitable for the upcoming extension of the North Area. The new beam
lines need an instrumentation with a large active area of 200mm× 200mm and capable
of detecting individual particle tracks (more information in section 7.1). The DWC
is the only monitor that can detect individual particles, however is limited in size to
100mm× 100mm.
Hence, the motivation of this PhD work is to investigate a new proﬁle monitor that
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Figure 1.17 – Interior of a FISC (left); the thin scintillator ﬁlament can be noticed in the
middle (transparent white), held by the motorisation system (the detector shown has an
educational purpose and only equips one photomultiplier tube). A complete system of
FISC on a beam line (two tanks, for horizontal and vertical proﬁle) can be seen on the
right image.
Figure 1.18 – Left image: CET monitor with gas pressure control system. Right image:
CEDAR installed in a North Area beam.
can fulﬁl the requirements of the EA and the EHN1 extension, and improve whether is
possible the performance of the present monitors.
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Review of Detection Techniques
This chapter defines the required performance and char-
acteristics of the new beam monitor. Thereupon, the most
common type of particle detectors meeting those requirements
are reviewed, which finally leads to the choice of one of them
for a first prototype of the monitor.
2.1 Requirements of the new Beam Profile Monitor
The speciﬁc requirements of the new monitor, according the characteristics of the EA
beams (section 1.2), are summarised hereafter:
- Sensitivity and eﬃciency: the detector should be sensitive to all types of charged
particles. A large detection eﬃciency is not needed when only a reconstruction of
the beam proﬁle is sought. Nevertheless, if the monitor is used for other applications,
such as spectrometry or time-of-ﬂight, an eﬃciency close to 100% is desirable.
- Spatial resolution: it should be ﬁne enough to resolve the beam size; a value of
1mm is typically suﬃcient.
- Maximum operating frequency: it is determined by the intensity of the secondary
beams, which can be as high as 7.5× 108 particles/s.
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- Dynamic range: the detector should have a constant response over a wide energy
region of 1GeV to 400GeV.
- Material budget: it has to be minimised to avoid beam scattering and energy
dispersion. Therefore, materials with low density and high radiation length are
favoured (further explained in appendix A.6).
- Active area: the EA monitors typically exist in two formats, 10 cm × 10 cm and
20 cm× 20 cm.
- Radiation hardness: the monitor has to withstand the passage of high ﬂuxes of
diverse types of particles at diﬀerent energies. A detector moderately radiation-hard
that could work uninterruptedly for several years is preferred.
- Robustness and maintenance: the monitors are expected to work without assistance
for months. Because the access to them is rare during beam line operation, they
should be reliable and have a low failure rate. The maintenance should be also
simple and not require a profound knowledge of the detector. A modular design
with easily replaceable parts would facilitate the maintenance and would also be
more cost-eﬃcient.
- Cost: typically, the higher the performance, the higher the cost. An optimum
compromise between performance and cost must be found.
2.2 Review of the most common Tracker Detectors
The new beam proﬁle monitor has to register the tracks of individual particles, whilst
minimising the perturbation on its energy and trajectory. Therefore, it resembles what
in high-energy physics is commonly called a tracker detector.
The most widely used tracker detectors in high-energy physics are founded on three
technologies: gaseous chambers, semiconductors, and scintillators.
2.2.1 Gaseous Detectors
The principle of detection of gaseous detectors is the ionisation of gas molecules inside a
chamber subjected to a high voltage. As a result of the ionisation, pairs of electrons and
ions are created and transported by electric ﬁelds to the readout electrodes.
Gaseous detectors for tracking applications can be divided in two categories: Wire
Chambers and Micro-Pattern Gaseous Detectors. The MWPC and the DWC currently
installed in the EA belong to the wire chamber classiﬁcation. Among the micro-pattern
detectors, the major exponents are Micromegas and Gas Electron Multipliers (GEM).
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GEM
The basis of a GEM detector is a thin foil of metal-coated polymer with a high density
of micro pierced holes (ﬁg. 2.1) [8]. The two sides of the foil are biased in order to create
a strong electric ﬁeld within the holes (ﬁg. 2.2). With such arrangement, the electrons
from the primary ionisations are attracted towards the holes, where the strong ﬁelds
produce an avalanche that greatly multiplies the strength of the signal. Multiple GEM
foil can be stacked, to further increase the multiplicative eﬀect.
Figure 2.1 – Electron microscope image of a GEM foil. The holes pitch and diameter are
140 µm and 70 µm, respectively. Image from: [8].
The avalanche electrons are ﬁnally collected by the readout electrode anodes, typically
strips or pixels (ﬁg. 2.3). Their size and pitch greatly determine the spatial resolution of
the detector.
The main advantages of GEM are their high gain, stability, robustness, and low-cost
production techniques.
The COMPASS experiment, installed in the North Area, is a pioneer in the use of
large area GEM (31 cm× 31 cm), for the tracking of high rate secondary beams (up to
105 part/s/mm2) [9]. Its performance strongly depends on the type of gas mixture and the
operating voltage, with typical values of 40 µm to 100 µm for the spatial resolution and
90% to 99% for the detection eﬃciency. The material budget of one detector, comprising
the GEM foils, gas windows, and support structure is kept around 0.7% x/X0. This
detector is relatively radiation-hard, being able to withstand accumulated ﬂuxes of ∼ 1013
MIP/cm2 before showing damage.
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Figure 2.2 – Electric ﬁeld lines in a GEM and multiplication of a primary ionisation.
Figure 2.3 – Pixelated readout of a GEM detector.
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Micromegas
The distinctive feature of Micromegas is a ﬁne micro-mesh that divides the gas volume
into two regions: a large one where the primary ionisation occurs and another one,
micrometric, where a strong avalanche multiplies the ionisation electrons (ﬁg. 2.4). The
micro-mesh can be a physical metal layer sustained by tiny pillars (bulk Micromegas,
ﬁg. 2.5) or be based on Kapton etching technology (microbulk Micromegas).
Similarly to GEM, the avalanche electrons are collected by a set of readout electrodes,
pixels or strips, that determine the spatial resolution of the detector. Micromegas also
show high internal gain, are stable and robust.
Figure 2.4 – Signal creation in a Micromegas detector. The image is not to scale for
illustrative purposes: the distance between the mesh and the anode readout is typically
micrometric.
A large area Micromegas of 26 cm× 36 cm has been also developed by the COMPASS
experiment for the tracking of secondary beams up to 3× 105 part/s/mm2 [10]. Like the
GEM, its performance is highly dependent on the operating voltage and the gas mixture.
Resolutions of 50 µm and eﬃciencies above 95% are reported [10]. The material budget
is greatly reduced to 0.45% x/X0, thanks to the design of a sophisticated epoxy support
and honey-comb structure to hold the detector. Its radiation hardness is similar to that
of the GEM.
A common problem of both GEM and Micromegas is the random occurrence of discharges
that can harm permanently the detector and shorten its lifespan. These sparks produce
microscopic breakdowns in the dielectric materials, making unusable that area of the
detector. The damage is almost impossible to repair.
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Figure 2.5 – Structure of a bulk Micromegas and its main components.
The phenomenon of discharges can be reduced by operating the detector at lower voltages,
although in exchange for detector performance. The probability of sparks also increases
with the particle ﬂux and for heavy, highly ionising particles.
2.2.2 Semiconductor Detectors
The working principle of semiconductor detectors is similar to gaseous chambers, with
the diﬀerence that the ionisation medium is a semiconductor instead of a gas. Therefore,
a crossing particle ionises the semiconductor, typically silicon, creating electron-hole pairs
that are transported by electric ﬁelds to the corresponding readout electrodes (ﬁg. 2.6).
Compared to gaseous detectors, the average energy required to create electron-hole pairs
is lower, resulting in an increased number of carriers per same amount of energy deposited.
Additionally, semiconductors have larger stopping power than gases due to their higher
densities (more on the stopping power in appendix A.3), which means that the particles
deposit more energy in comparison.
Despite the high number of primary carriers, these detectors have little internal gain
and low-noise preampliﬁers are required to process the weak currents produced by the
electron-hole ﬂow. These electronics are thus a critical part of the detector and must be
placed very close to it.
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Figure 2.6 – Illustration of the working principle of a silicon detector with strip readout
electrodes.
Performance
The detection eﬃciency of semiconductor detectors is mainly determined by the capability
of the electronics to discriminate signal currents from noise currents, the so-called signal-
to-noise ratio. The number of signal carriers can be augmented by increasing the operating
voltage, but at the expense of a higher leakage current in the semiconductor junction,
which is the major source of noise. The signal-to-noise ratio can be greatly improved by
cooling-down the detector; this, in fact, is necessary for most of the applications.
One of the major advantages of these detectors is their ﬁne spatial resolution, of typically
a few microns for both micro-strip and pixel detectors.
Regarding the material budget, the thickness of the silicon substrate usually ranges
between 200 and 500 microns, although the total detector ensemble must include me-
chanical support structures or even sometimes coupled electronics. For example, the
FE-I4 telescope [11], frequently used in the North Area beams by users that need a high
precision tracking, is composed of 350 µm of Si, plus a support structure of 100 µm of
aluminium and a certain quantity of ABS plastic to enclose the detector. This ensemble
yields a material budget around 0.5% x/X0.
The hit eﬃciency of the FE-I4 is close to 100% and its spatial resolution can achieve
10 µm. It has been successfully tested at rates of 104 Hz/mm2, although its maximum
design intensity is 106 Hz/mm2. Its active area is 2 cm×1.7 cm, which needs to be cooled
down to −75 ◦C by means of an oil cooling system.
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Semiconductor detectors are sensitive to radiation damage, being the main eﬀect an
accumulative increase in the leakage current that debilitates the signal-to-noise ratio.
LHC experiments typically require these detectors to work until integrated ﬂuxes of
1014 hadrons/cm2 have been reached.
To increase the radiation hardness, diamond can be used as ionisation medium in
substitution of semiconductors. However, diamond is a very costly material which makes
these type of detectors non feasible for large area applications.
Since preampliﬁers are often placed close to the detector, under the inﬂux of radiation,
they are also required to be radiation-hard.
2.2.3 Scintillators
Scintillator detectors have been extensively used in physics since the beginning of the
20th century. Their working principle is the emission of light as a result of the interaction
with an ionising particle and the detection of that light by a photodetector. There exist
several types of scintillating materials with diﬀerent properties that make them more
suited to a speciﬁc application. Due to their versatility, scintillators are largely utilised
outside high-energy physics.
In the recent years, a format of scintillator especially adapted to high resolution tracking is
attracting wide attention: plastic scintillating ﬁbres (SciFi). This product has properties
of both optical ﬁbres and scintillators: the core of the ﬁbre is made of a plastic scintillator,
covered by a thin cladding of acrylic material with lower refractive index. This design
allows a fraction of the scintillation light created in the core to be captured and transported
to the end of the ﬁbre by total internal reﬂection.
Plastic scintillating ﬁbres can be manufactured in diverse lengths, thicknesses, cross-
section shapes, and with speciﬁc optical and radiation-hardness properties depending on
the chemicals used. The versatility of the ﬁbres, and the large variety of photodetectors
available, allow for many various designs of SciFi detectors.
Performance
Scintillating ﬁbre trackers are typically composed of two or more planes of ﬁbres, posi-
tioned perpendicularly, or with a certain degree of rotation, in order to collect enough
information to reconstruct the track of the particles.
A common strategy to improve the performance of SciFi detectors is to stagger several
layers of ﬁbres within a plane (ﬁg. 2.7). This technique can increase the eﬃciency of the
22
2.2. Review of Tracker Detectors
detector and its granularity (and therefore improve the spatial resolution). For example,
the ATLAS ALFA experiment [12] arranges square ﬁbres of 500 µm width in 10 staggered
layers that are shifted 50 µm to each other. With this design, resolutions of 30 µm and
eﬃciencies higher than 90% are achieved.
Figure 2.7 – Left image: prototype of a ﬁbre mat for the LHCb SciFi Tracker (image
from: [13]). Right image: staggered layers of ﬁbres of an ATLAS ALFA module (image
from: [14]).
If the planes are formed by only one layer of ﬁbres, the proﬁle reconstruction resolution
would be equal to the thickness of the ﬁbre employed (typically 0.5mm or 1mm), and
the detection eﬃciency would be around 90% (being the main limitation the cladding of
the ﬁbre, which represents a dead area of the detector). However, ﬁbre planes made of
one layer of ﬁbres are notably less complex to build than staggered layers of ﬁbres.
Plastic scintillating ﬁbres have fast rise and decay times of a few nanoseconds, hence,
they can potentially handle particle rates up to ∼ 108 particles/second/ﬁbre. However, a
limitation in the maximum rate would be due to the photodetector and the associated
electronics. The COMPASS experiment has a SciFi hodoscope for beam tracking and tim-
ing measurements, composed of 0.5mm ﬁbres read-out by Multi-Anode Photomultipliers;
its maximum operating rate by design is 1012 Hz/mm2 [15] [16].
Scintillating ﬁbres are moderately radiation-hard, showing evident damage from accu-
mulated doses of 10 kGy (which translates into ﬂuencies of ∼ 1013 MIP/cm2). The main
eﬀect of damage in ﬁbres is manifested as a decrease in the light yield and a worse
transmission of light. Photodetectors can also be aﬀected to a lesser extent by stray
radiation from the accelerators, since they do not need to stand in front of the beam ﬂux.
The material budget of plastic scintillating ﬁbres is low because they have low density
and long X0. The analytical calculation of the x/X0 of a scintillating ﬁbre monitor is
done in appendix D.1. It shows that a ﬁbre monitor with a total thickness of 1mm
represents 0.24%, and a monitor of 2mm thickness, 0.48%.
ATLAS ALFA features a gluing technique that allows the ﬁbres to stay inside a primary
vacuum while the photodetectors are placed outside, at atmospheric pressure. A similar
design for the EA would allow an integration with the vacuum beam pipe in which only
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the ﬁbres stand in front of the particle beam. In such case, the use vacuum windows to
interrupt the line could be avoided; such windows, and the air in between, increment the
material budget of the beam line by ∼ 0.19% (calculated in appendix D.1).
2.3 Choice of a Detection Technique
The four type of detectors reviewed: GEM, Micromegas, semiconductors, and scintillating
ﬁbres are suitable candidates for a beam proﬁle monitor. All of them potentially have
an excellent performance, can handle high rates, and are radiation-hard enough for the
EA. However, the choice of one of them has to be optimised in base of the speciﬁc
requirements of the EA (section 2.1).
Silicon detectors show a superior performance, but their price per mm2 is excessively
high to produce dozens of detectors with an active area of 100mm × 100mm and
200mm× 200mm. In consequence, this technology can be discarded from an economic
point of view.
There has been a previous attempt to use robust versions of triple-foil GEM detectors
for the EA [17] (ﬁg. 2.8). Despite of having a good performance, the material budget
of this detector was excessive, which ﬁnally forced its disuse. Since Micromegas have a
similar material budget, they would show a similar disadvantage.
Figure 2.8 – GEM detector developed for the EA, currently used in the Antiproton
Decelerator at CERN.
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A low material budget version of GEM or Micromegas could be investigated, probably
by integrating these detectors in vacuum. However, this solution would require extensive
R&D, which favours other detection techniques, such as scintillating ﬁbres, as they can
be easily integrated in vacuum by following a similar design to ATLAS ALFA.
Scintillating ﬁbres seem to oﬀer several advantages that encourage their choice for a new
beam proﬁle monitor of the EA. A detector based on single layers of ﬁbres would fulﬁl
the requirements of performance, present a low complexity of construction, be easily
integrated in vacuum, and have a low cost.
The aforementioned performance of the GEM and Micromegas monitors of COMPASS
(section 2.2.1), the FE-I4 silicon telescope (section 2.2.2), and the ATLAS ALFA detector
(section 2.2.3) has been used to build the table shown in ﬁg. 2.9, which compares
qualitatively these detection techniques. It highlights the points in which they stand out
and their negative features:
- In terms of detection eﬃciency and spatial resolution, silicon detectors clearly oﬀer
the best performance.
- Due to the easy integration into vacuum, scintillating ﬁbres have an advantage in
terms of material budget.
- GEM, Micromegas, and SciFi are easily scalable to large areas, while semiconductors
are not.
- The maintenance of a SciFi monitor would be the simplest, since no gas installation
is needed, neither cooling.
Figure 2.9 – Qualitative comparison between the reviewed detection techniques, in terms
of the most interesting features for a beam proﬁle monitor of the EA.
A preliminary study with small setups of scintillating ﬁbres (described in appendix C)
served to learn the assembly techniques of ﬁbres, and lead the way to a ﬁrst prototype of
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a SciFi beam proﬁle monitor. The construction of this prototype is completely described
in chapter 5, and its test in the beam lines is presented in chapter 6.
The main advantages of a SciFi monitor are summarised hereafter:
- It could be completely produced and maintained in a workshop of the Beam Instru-
mentation group at CERN. Compared to gaseous detectors and semiconductors,
which usually require ultra-clean rooms to avoid microscopic dust that can harm
the detectors, scintillating ﬁbres can be easily handled in a common workshop with
the due attention to cleanliness. Its assembly do not require specialised machinery,
or skills, and could be learned by a technician.
- The production cost of such simple ﬁbre detector would probably be the lowest from
the reviewed detectors. Scintillating ﬁbres are relatively inexpensive, with prices of
a few thousands of CHF per kilometre of ﬁbre. On the contrary, photodetectors
can represent an important cost, specially if a large number of channels is required.
Nevertheless, the new generation of photodetectors, Silicon Photomultipliers, are
undergoing constant developments and reducing their production costs; at present,
devices with a price of a few tens of CHF per channel are available.
- Scintillating ﬁbres would easily allow a modular design of the detector in which
ﬁbres, photodetectors, and readout electronics are separate units. Such detector
would be easier to maintain and more cost-eﬀective on the long term.
- Scintillating ﬁbres do not require gas installations, cooling, or high-voltages, reduc-
ing therefore the cost and simplifying the design and maintenance of the monitor.
- The material budget of a ﬁbre monitor could be similar, or slightly better, than
the current monitors. The x/X0 of the MWPC, the DWC, and a SciFi monitor are
calculated analytically in appendix D.1. Such calculation yields 0.36% and 0.28%
for the MWPC and the DWC, respectively. A ﬁbre monitor made of two planes of
ﬁbres would have 0.24%, if it is made of 0.5mm ﬁbres, and 0.48% for 1mm ﬁbres.
- A ﬁbre plane made of only one layer of ﬁbres would have a detection eﬃciency
around 90%, and the beam proﬁle reconstruction resolution would be equal to the
thickness of the ﬁbre used (typically 0.5mm or 1mm). Nevertheless, in special
applications where a higher eﬃciency and a ﬁner resolution are needed, an upgrade




This chapter describes plastic scintillating fibres and the
physics behind their operating principle. Some of their issues,
such as optical crosstalk and radiation damage, are also
presented. Finally, two different models of fibres particularly
suited for a SciFi beam monitor are reviewed.
3.1 Introduction
The ﬁrst scintillating fibres were used in particle physics as early as the decade of 1950.
However, early after their discovery, they were abandoned in favour of other detection
mechanisms, principally bubble chambers and wire chambers. The interest for them
ﬂourished again in the decades of 1980-90, at the same time that the development of
solid-state photodetectors, being adopted by major high-energy physics experiments like
UA2 [18], CHORUS [19] or DØ [20].
At present, scintillating ﬁbres are employed, or will be employed, in many experiments,
among others ATLAS ALFA [12], LHCb [12] or Mu3e [21]; they are also used in instru-
mentation for particle accelerators, like the new spectrometer at the Mainz Microtron
[22], and there are ongoing investigations for their application in beam loss monitoring at
the J-PARC LINAC [23]; other various applications include nuclear waste management
[24], dosimetry [25], or cosmic rays balloon experiments [26].
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Scintillating ﬁbres are based on two principles: the production of light via scintillation
and its transportation trough the ﬁbre by means of total internal reflection. They can be
based on diﬀerent type of scintillators: inorganic crystals [27] (ﬁg. 3.1), organic liquids
[28], and organic plastics [29]. Nevertheless, the most widely used and developed are
plastic scintillating fibres (ﬁg. 3.1).
Figure 3.1 – Left: inorganic ﬁbres of YAG:Ce. Right: plastic scintillating ﬁbres.
3.2 Scintillation Mechanism
The core represents the bulk of the ﬁbre and is made of a polymeric material, typically
Polystyrene (PS1). When a particle interacts with the ﬁbre, the energy from the ioni-
sation excites free valence electrons of PS from ground state, S0, to higher electronic
and vibrational levels (ﬁg. 3.2). Thermal equilibrium to a lower state (S1) is rapidly
reached within 10−11 s, however without the emission of radiation. Thereupon, radiative
transitions from this state to ground states occur with a typical lifetime of 10−8 s to
10−9 s. Triplet states can be also populated (T1 and T2), which have delayed transitions
to S0, although their contribution is practically negligible.
However, polystyrene is a bad scintillator, having very poor light yield (Table 3.1) and
showing a high attenuation of its own emitted light. In fact, PS is practically opaque for
wavelengths below 350 nm as can be seen in ﬁg. 3.3, which shows its attenuation length
(deﬁned in appendix A.7.5).
3.3 Fluorescent Dyes
The dilution of a ﬂuorescent dye in the PS matrix can enhance the scintillating properties
of the ﬁbre. Such dyes must have an absorption spectrum that matches the emission of
PS and a Stokes shift (the diﬀerence between the maxima of the absorption and emission
1Hereinafter, PS will denote Polystyrene instead of Proton Synchrotron (employed in section 1.1)
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Figure 3.2 – Energy levels of PS and electronic transitions caused by the interaction with
an ionising particle that lead to scintillation.
Figure 3.3 – Attenuation length of polystyrene as a function of the light wavelength.
Source: [30].
spectra) that re-emits the light in larger wavelengths, far from the attenuation of PS;
the shift also helps matching the quantum eﬃciency of the photodetector. A high light
yield and a fast response are also sought properties of these dopants. The characteristics
of several common ﬂuorescent dyes are presented in Table 3.1, and the absorption and
emission spectra of some of them are illustrated in ﬁg. 3.4.
When the concentration of the ﬂuorescent dye is high enough, the molecules of both PS
and dye can be suﬃciently close (1 nm to 2 nm) to allow a special transfer of energy from
the PS to the dye known as Förster transfer. This energy transfer is mediated through a
non-radiative dipole-dipole coupling of the molecules, making it fast, in the order of ns,
and very eﬃcient. However, its eﬃciency strongly decreases with the distance between
molecules.
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Table 3.1 – Fluorescent properties of polystyrene and some common















Polystyrene 265 330 0.03 0.62
3HF 1 3 340 530 8.0 0.4 1.27
PMP420 1 300 415 3.0 0.88 1.11
PMP450 1 305 435 3.6 0.74 1.24
PBBO 1 330 395 2.1 0.79 0.62
p-terphenyl 2 275 340 0.95 0.93 0.86
PBD 2 300 360 1.0 0.83 0.69
POPOP 3 360 420 1.5 0.93 0.49
BBOT 3 370 425 1.1 0.74 0.43
TPBD 3 345 450 1.8 0.6 0.84
1 Typically used in one-component formulations.
2 Typically used as primary dye in two-component formulations.
3 Typically used as wavelength-shifter in two-component formulations.
The light yield of a ﬁbre increases with the dye concentration, due to a more eﬃcient
Förster transfer, until a saturation point is reached in which phenomena of self-absorption
begin to occur [31] [32]. Common concentrations are around 1%-2% by weight.
Some formulations use a secondary dye as a wavelength shifter to emit the light at
larger wavelengths, resulting in a higher light yield of the ﬁbre. However, due to the
low concentration of the dyes, the transfer of energy from the primary dopant to the
secondary is done via a radiative process, instead of a Förster transfer. As a result of
this radiation, the phenomenon of optical crosstalk between ﬁbres can occur, which will
be further discussed in section 3.5.
Most of the commercial ﬁbres are based on two-component formulations (such as p-
Terphenyl plus POPOP or TPBD), due to their high light yield, short decay times, long
attenuation lengths, and their emission in the blue (in fact, the exact combination of
dopants and their concentrations are kept secret by the manufacturers). For example,
the DØ experiment used a formulation of p-Terphenyl (1%) plus 3HF (0.1%), specially
investigated for radiation hard environments [33].
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Figure 3.4 – Absorption and emission spectra of common scintillators employed in plastic
scintillating ﬁbres. Source: [30].
3.4 Timing Properties
The conversion of ionisation energy into scintillation light is very fast, with rise and
decay times of a few nanoseconds (Table 3.2). Therefore, plastic scintillating ﬁbres are
fast scintillators. The distribution of the fast light pulses from scintillating ﬁbres is well
described by the convolution of a Gaussian with an exponential [34]:




being N (t) the number of photons created at a moment t, τ the decay time of the
scintillator, and f (σ, t) a Gaussian function characterised by a standard deviation σ.
A complete and exhaustive description of the physics of scintillation can be found in [35].
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3.5 Optical Crosstalk
In ﬁbres using two-component formulations, part of the photons emitted isotropically
by the primary dye can escape the ﬁbre without interacting with the secondary dye. If
those photons are instead converted inside a neighbouring ﬁbre, a phenomenon of optical
crosstalk between ﬁbres can occur. This results in the production of false signals that
can smear the resolution of a tracker detector.
There are several techniques to suppress the crosstalk. In the case of ﬁbres using p-
Terphenyl (the most common), the primary photons are emitted in the ultra-violet (UV)
and the following treatments are eﬀective:
- Deposition of an ultra-thin aluminium coating over the ﬁbres that reﬂects the
primary photons. Such technique is applied by the ATLAS ALFA experiment [12],
which has ﬁbres with a 100 nm aluminium coating (ﬁg. 3.5).
- Painting the ﬁbre with thin Extra Mural Absorber (EMA) that absorbs the UV
light. Some companies, such as Saint-Gobain, oﬀer the possibility of delivering the
ﬁbres with a 10 µm to 15 µm layer of EMA paint [36].
- When the ﬁbres are grouped in bundles, a UV absorbing powder, such as TiO2, can
be mixed with the structural glue that lies between the ﬁbres. This is the method
followed by the LHCb SciFi tracker [13].
Figure 3.5 – Plastic scintillating ﬁbres coated with a 100 nm aluminium layer. Note: it
can be appreciated how the coated fibres do not scintillate in the presence of ambient UV
light, in contrast with the uncoated fibres of fig. 3.1.
Due to the short absorption length of UV light of polystyrene (ﬁg. 3.3), primary photons
have a higher probability of escaping thin ﬁbres than thicker ones. Therefore, crosstalk




The mechanical layout of plastic scintillating ﬁbres typically consists in a PS matrix
covered by a thin cladding of Poly-Methyl Methacrylate (PMMA, also known commercially
as Plexiglas), which has a thickness of 2% or 4% of the ﬁbre width. The exact thickness
can vary depending on the ﬁbre model, as can be seen in Table 3.2.
Scintillating ﬁbres are fabricated from the extrusion of a highly puriﬁed PS+dye rod
that is enclosed in a PMMA tube. The ensemble is heated to the temperature in which
both materials soften and, thereupon, it is slowly pulled out as shown in ﬁg. 3.6. The
complete process requires a multitude of steps not described here to ensure the good
quality of the product and, in total, the fabrication of a batch can take several weeks.
Further details can be found in [37].
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Figure 3.6 – Fabrication of scintillating ﬁbres by extrusion. Image from: [37].
34
3.7. Light Capture and Transmission
3.7 Light Capture and Transmission
Light can be trapped inside a scintillating ﬁbre by total internal reflection at the core-
cladding boundary. Scintillation photons are emitted isotropically, however, only those
emitted within the critical angle are trapped inside the ﬁbre and can travel to its end
(ﬁg. 3.7). The critical angle can be easily calculated from Snell’s law:
ncore sin (θi) = nclad sin (θf ) , (3.2)
under the condition of total internal reﬂection: sin (θf ) = 1,
=⇒ cos (θcrit) = nclad
ncore
. (3.3)
As can be seen from eq. (3.3), ncore > nclad is required for the total internal reﬂection to
occur, and the larger the diﬀerence between them, the wider is the critical angle. In the
case of PS and PMMA, the refraction indexes are nPS = 1.6 and nPMMA = 1.49, which
yield a critical angle of ∼ 21°.
Figure 3.7 – Total internal reﬂection in plastic scintillating ﬁbres.
Similarly to multimode optical ﬁbres, light can propagate in two modes in scintillating
ﬁbres: meridionally and helicoidally [38]. Meridional rays follow pathways that can be
drawn on a single plane, while helical rays follow skew pathways near the boundaries of
total reﬂection, turning completely around the ﬁbre axis after several reﬂections (ﬁg. 3.8).
Figure 3.8 – The two modes of light propagation in plastic scintillating ﬁbres: meridionally
(left) and helicoidally (right).
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The trapping efficiency in one hemisphere of a round scintillating ﬁbre can be analytically








[1− sin (θcrit)] θcrit, (3.5)
which yield a total trapping eﬃciency:
















This eﬃciency is calculated for round ﬁbres; an analytical solution for square ﬁbres is
more diﬃcult to ﬁnd, although real measurements and simulations show that square
ﬁbres have a higher trapping eﬃciency than round ﬁbres [39].
3.8 Multi-clad fibres
A second cladding layer can be added over the PMMA to further increase the light
capture. This outer cladding is typically made of a ﬂuorinated polymer (FP) with a
lower refractive index than PMMA. In this conﬁguration, the PMMA just serves as an
interface between the PS and the ﬂuoro-acrylic, which are mechanically incompatible.
These multi-clad ﬁbres are superior mechanically and optically, trapping around 60%
more photons than single-clad ﬁbres.
Equation 3.6 shows why multi-clad ﬁbres are superior to single-clad in light capture,
since the refractive index of the ﬂuorinated polymer is smaller than that of PMMA
(nFP = 1.42 vs nPMMA = 1.49).
3.9 Core and Cladding Light
Hitherto, only the light trapped at the core-cladding boundary, or core light, has been










































Unfortunately, cladding light is highly attenuated due to mechanical imperfections in the
waveguide structure of the ﬁbre at the level of the external surface. These imperfections
can be caused by surface irregularities, such as bumps, dust, scratches, and ﬁngerprints,
among others. The total internal reﬂection at the surface can be also suppressed if the
ﬁbre is in contact with a material with higher refractive index, for example a glue.
3.10 Attenuation Length
Core and cladding light experience a diﬀerent attenuation length, as can be appreciated
in ﬁg. 3.9: core rays travels longer distances due to the better quality of the core-cladding
interface.
Several studies show also that the attenuation can be divided in two regimes, for short
and long distances [40] [41]. In the short distance regime (∆x <∼ 40 cm), helical and
cladding rays strongly contribute to the total light yield of the ﬁbre (helical rays are
highly attenuated due to the longer net pathways that they follow). The long regime
(∆x ≥∼ 40 cm) is dominated by meridional rays travelling in the core.
The total attenuation length in the short region is small, less than 50 cm, while in the
long regime is in the order of 2m to 4m, depending on the ﬁbre characteristics.
Figure 3.9 – Contribution of core and cladding light to the total light yield, as a function
of the distance. Measured for a Kuraray SCSF-81 ﬁbre. Source: [41].
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There are two fundamental processes contributing to the attenuation of light in scintil-
lating ﬁbres: absorption and scattering [42]. The self-absorption of light by the ﬁbre is
mostly due to the excitation of certain electronic and vibrational energy levels of the dyes
and the PS, resulting in an absorption dependent on the wavelength. The scattering of a
photon from its trajectory can cause the lost of the total internal reﬂection condition, thus
provoking its exit from the ﬁbre. This eﬀect is mainly due to Rayleigh scattering in the
PS and fabrication imperfections at the core-cladding boundary, such as an incomplete
adherence of the PMMA to the PS, or microscopic ﬂuctuations of the ﬁbre size.
The spectral attenuation length measured for a Kuraray SCSF-78 round ﬁbre of 250 µm
is shown in ﬁg. 3.10. It should be noted that, because its attenuation is larger for shorter
wavelengths, the output of long ﬁbres tends to shift towards higher wavelengths (ﬁg. 3.11).
Figure 3.10 – Measured spectral attenuation length of a Kuraray SCSF-78 round ﬁbre of
250 µm diameter. The orange arrows indicate two pronounced absorption peaks of PS.
Image from: [13].
3.11 Radiation Damage
Scintillating ﬁbres are sensitive to radiation damage in a dose-dependent manner. It
worsens the transparency of the PS bulk and damages the ﬂuorescent dyes, reducing
both the attenuation length and the light yield. Another eﬀect is the appearance of
colour-centres that absorb shorter wavelengths, favouring larger wavelengths.
A review of the literature shows that radiation damage in plastic scintillating ﬁbres is
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Figure 3.11 – Spectral light yield of a Kuraray SCSF-78 ﬁbre as a function of the distance
that light has travelled along the ﬁbre since the excitation. Source: [43].
a complex topic with inconsistencies between similar studies [44]. The origin of these
diﬀerences has been related to several factors:
- Dependency on both dose rate and total accumulated dose.
- Fibre temperature during irradiation.
- Time passed after the irradiation, since ﬁbres can recover from radiation damage
under certain conditions (annealing processes).
- Exposure of ﬁbres to certain gases that can accelerate the recovery processes.
- Mechanical stress and bending of the ﬁbres.
- Characteristics of the ﬁbre: content of dopants and oxygen, polymerisation time
during production.
- Storage conditions after irradiation: temperature, atmosphere, and darkness.
- Age of the ﬁbres.
A conclusion drawn from the variance of irradiation studies is that radiation damage
strongly depends on the measurement conditions. Despite this complexity, most of the
commercial ﬁbres retain around 70% of their detection eﬃciency for accumulated doses
of 10 kGy [45]. Figure 3.12 shows the results of a study of irradiation done with several
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models of square ﬁbres of 0.5mm width: Kuraray SCSF-78, BCF-12 single-clad, and
Kuraray SCSF-3HF.
Figure 3.12 – Detection eﬃciency of diﬀerent models of plastic scintillating ﬁbres as a
function of the accumulated dose. Image from: [45].
3.12 Outlook for Improvement
Plastic scintillating ﬁbres still have potential for improvement. Claddings with a lower
refractive index would increase the trapping eﬃciency, although they present the chal-
lenge of guaranteeing a good mechanical contact between the materials. There is also
active research on new ﬂuorescent dopants that could improve the conversion eﬃciency
of ionisation energy to scintillation light, which at present is very low, about a 4%.
Nanostructured Organosilicon Luminosphores (NOLs) are very promising, as they show
a higher quantum eﬃciency and would produce ﬁbres with a larger attenuation length
[46] [47].
3.13 Fibres for the Beam Monitor
There are two major manufacturers of plastic scintillating ﬁbres: Kuraray in Japan and
Saint-Gobain in USA (previously known as Bicron before its purchase by the latter in
the nineties). Their product catalogues are very similar ([43], [36]), both producing ﬁbres
with round and square cross sections, thicknesses from 0.25mm to 2mm and lengths
that range from straight canes of a few metres to spools of several kilometres. Depending
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on the dye formulation, which is kept secret by both companies, they oﬀer several models
suited for diverse applications, such as blue emitting ﬁbres, ﬁbres optimised for long
lengths, and radiation hardened ﬁbres.
Two diﬀerent models of blue emitting square ﬁbres are considered for the development
of the beam proﬁle monitor: the SCSF-78 produced by Kuraray and the BCF-12 from
Saint-Gobain. Some of the characteristics of the ﬁbres are presented in Table 3.2.
Both ﬁbres have a similar scintillation yield (about 8,000 photons per MeV deposited
by a MIP), although their trapping eﬃciencies and attenuation lengths are diﬀerent.
Kuraray has made a great eﬀort producing ﬁbres with a large attenuation length, while
Saint-Gobain has developed a technique to produce multi-clad square ﬁbres, which
represents a great advantage in terms of trapping eﬃciency. There is a study reporting a
better geometric ﬁnishing of Kuraray ﬁbres over Saint-Gobain [48].
The square shape is preferred because it oﬀers a more homogeneous coverage of the beam
in a detector equipped with a single ﬁbre plane. In such case, it is also important to
consider the size of the cladding, since it does not scintillate and represents a dead zone
of the detector.

















SCSF-78 1 450 2.8 4.0 4.2 4
BCF-12 SC 1 435 3.2 2.7 4.4 8
BCF-12 MC 2 435 3.2 2.7 7.3 12
1 Single-clad.
2 Multi-clad.
3.14 Estimation of Light Signal
A simple estimation of the signal created by a scintillating ﬁbre can be done with a
few calculations. Assuming a square ﬁbre of 1mm thickness and a MIP impinging
perpendicularly to it, the stopping-power curve of Polystyrene (ﬁg. A.3) predicts a mean
energy deposition of 120 keV. For a scintillation eﬃciency of ∼ 8, 000 photons/MeV,
about ∼ 1, 000 scintillation photons are created. Thereupon, considering a trapping
eﬃciency of 5%, the number of travelling photons inside the ﬁbre in one direction is
∼ 50. The next loss is due to the attenuation of light in the ﬁbre; for an attenuation
length of 2.5m and a ﬁbre length of 50 cm (realistic for a ﬁbre monitor), about 20%
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of the light is lost, which means a total of ∼ 40 photons arriving to the photodetector.
Depending on the photo detection eﬃciency of the photodetector and the quality of its
coupling with the ﬁbre, another 50% to 70% of the photons are lost; thus, about 15-20
photoelectrons are detected and form a signal. If a mirror is coupled to one side of the
ﬁbre, this quantity can be increased by ∼ 70% by reﬂecting part of the photons that
otherwise would escape the ﬁbre.






This chapter presents a review of the most common photode-
tectors for scintillating fibres. From all of these detectors,
the Silicon Photomultiplier is favoured and the reason of this
choice is justified. Some of the different available ASIC for
Silicon Photomultiplier read-out are also reviewed.
4.1 Photodetectors for Scintillating Fibres
A photodetector for scintillating ﬁbre read-out must be sensitive to ultra-low levels of
light (around 10 photons or less, as shown in section 3.14). Several detectors have been
employed in the past, such as Charge-Couple Devices (CCD), Photomultiplier Tubes
(PMT), Hybrid Photodiodes (HPD), Avalanche Photodiodes (APD) or Position Sensitive
Photomultipliers. Nowadays, Multi-Anode Photomultiplier Tubes (MA-PMT) and Silicon
Photomultipliers (SiPM) are the most common options, since these detectors oﬀer a
good performance and integrate a high density of channels in a compact size and for an
aﬀordable price.
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4.1.1 Multi-Anode Photomultipliers
The operating principle of a MA-PMT is similar to a common PMT, with the main
diﬀerence that the dynodes are formed by a stack of perforated metal sheets conﬁguring
vertical independent channels (ﬁg. 4.1). The anode of every channel is independent,
which allows for a segmented readout integrated in a small volume of typically some
centimetres. The photocathode, however, is common and shared by all the anodes.
Figure 4.1 – Layout of a MA-PMT showing the dynode channels structure and the
avalanche multiplication of a photoelectron. Image from: [49].
MA-PMT share many advantages with PMT:
- High gain: typically 106.
- High quantum eﬃciency: between 25% to 35% for blue light at 420 nm, determined
by the composition of the photocathode. There is normally a trade-oﬀ between
cost and eﬃciency.
- Low dark current: the count of events in a dark state is very low, typically some
Hz.
- Fast signals: rise times and decay times of a few ns.
Nevertheless, this type of device has also some drawbacks:
- Gain uniformity between channels: as large as a factor 4 between channels of a
same detector.
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- Channel crosstalk: due to leaks in the dynode structure, some current is measured
in the adjacent anodes of a channel. Its value is typically a few percent.
- High voltage: these devices require high-voltage, usually ∼ 1 kV.
- They are sensitive to magnetic ﬁelds.
For example, the model H7546 from Hamamatsu features 8× 8 channels of 2mm× 2mm
each, integrated in a compact volume of 45mm× 30mm× 30mm (ﬁg. 4.2).
Figure 4.2 – Multi-Anode Photomultiplier H7546 from Hamamatsu.
4.1.2 Silicon Photomultipliers
Silicon Photomultipliers are a new type of semiconductor photodetectors developed
in the early 1990s as an upgrade of Geiger-Mode Avalanche Photodiodes (G-APD, or
SPAD). They are also known under the name of Solid-State Photomultipliers (SSPM) or
Multi-Pixel Photon Counter (MPPC).
The operating principle of a G-APD is a photodiode biased with a reverse voltage above
the breakdown of the diode (ﬁg. 4.3). Therefore, when a quantum of light creates an
electron-hole pair in the p-n junction, it immediately provokes an avalanche process that
multiplies the number of carriers by a factor of 105 to 106. The avalanche is stopped by
means of a quenching resistor in order to make the device useful again for detection.
G-APD are very sensitive devices with a single-photon detection capability, good timing
performance, and large internal gain. A characteristic feature of G-APD is that its output
signal is not proportional to the number of incident photons, behaving therefore as a
"binary" device that measures the mere presence of light.
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Figure 4.3 – Layout of a Geiger-Mode Avalanche Photodiode.
A SiPM is a matrix of hundreds of G-APD connected in parallel and sharing the same
silicon substrate (ﬁg. 4.4 and ﬁg. 4.5). Each G-APD cell, also called a pixel, generates
an independent and equal signal. If several photons reach the SiPM simultaneously, the
signals from the diﬀerent activated pixels are added, generating an output signal that is
proportional to the number of incident photons (ﬁg. 4.6). Hence, SiPM overcome the
binary limitation of G-APD, allowing to count individual photons over a wide dynamic
range.
Figure 4.4 – Layout of a SiPM, showing its pixelated G-APD structure.
The following list summarises some advantages and drawbacks of SiPM.
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Figure 4.5 – Schematic circuit of a SiPM.
Figure 4.6 – Persistence image of a LeCroy WaveRunner 1GHz oscilloscope showing dark
signals of a SiPM. The two-photon signal is generated by pixel crosstalk.
Advantages:
- High gain: 105 − 106.
- High photo detection eﬃciency: 40% - 50% at 420 nm.
- Fast rise and decay times: <1 ns rise time and 10 ns to 100 ns decay time.
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- Low operation voltage: < 100V.
- Dimensions: millimetric device.
- Insensitive to magnetic ﬁelds up to 15T.
- New technology still in development: further improvements and price reduction
are expected in the coming years.
- Cost: potentially non-expensive.
Drawbacks:
- High dark count rate: depending on the model, from 10 kHz/mm2 to 1MHz/mm2
at room temperature.
- Correlated noise: pixel crosstalk and afterpulsing.
- Temperature dependence on breakdown voltage and dark count rate.
4.1.3 Choice of Photodetector
Both MA-PMT and SiPM are good candidates for the ﬁbre monitor. However, SiPM
were favoured for a ﬁrst prototype due to their potential for future improvements and low
cost. Additionally, the main inconvenient of SiPM, its noise, can be greatly diminished by
feeding an external trigger signal to the beam monitor (this subject is further elaborated
in section 5.5.4).
Nevertheless, the plans for a future monitor include a prototype equipped with MA-PMT,
in order to compare both technologies.
4.2 Review of SiPM
4.2.1 Gain
SiPM are characterised by a high gain, which is deﬁned as the charge created by a





Cpixel × (Vbias − Vbreakdown)
e
, (4.1)
where e is the elementary charge, Cpixel is the capacitance of the pixel, Vbias is the applied
bias voltage, and Vbreakdown is the breakdown voltage of the detector.
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The gain is directly proportional to the magnitude (Vbias − Vbreakdown), frequently called
overvoltage (OV):
Vov = (Vbias − Vbreakdown) . (4.2)
Many performance characteristics of SiPM, such as gain, photo detection eﬃciency, and
noise depend on Vov. The manufacturers typically provide a value that optimises the
functioning of the device.
4.2.2 Photo Detection Efficiency
The Photo Detection Eﬃciency (PDE) of the SiPM is determined by three factors: the
quantum eﬃciency (ǫQ), the avalanche probability (Ptrig), and the geometrical ﬁll factor
(FF ) (eq. (4.3)).
PDE = ǫQ · Ptrig · FF. (4.3)
The quantum eﬃciency gives the probability that a photon generates an electron-hole
pair. It depends on the wavelength of the incoming photon and, by varying the layout of
the p-n junction, the SiPM can be optimised for a certain detection spectrum.
The avalanche probability depends on the strength of the electric ﬁeld in the p-n junction
and, therefore, on the bias voltage.
The geometrical ﬁll factor refers to the fraction of sensitive area of the SiPM, which
due to the quenching resistor and other necessary connections, it is not the 100% of its
surface.
The quantum eﬃciency and the ﬁll factor are ﬁxed characteristics of a SiPM. However,
the avalanche probability increases with the overvoltage, making it an eﬀective way of
increasing the PDE of the detector during operation.
The spectral PDE of a Hamamatsu S13360-1350 is shown in ﬁg. 4.7. It conveniently peaks
around 450 nm, closely matching the emission spectrum of the SCSF-78 and BCF-12
ﬁbres.
4.2.3 Dark Count Rate
One of the biggest disadvantages of SiPM is their high Dark Count Rate (DCR), from
10 kHz/mm2 to 1MHz/mm2, depending on the model and the operation conditions. These
events, produced in the absence of light, are caused by random thermally-generated
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Figure 4.7 – Spectral PDE of a Hamamatsu MPPC S13360-1350 at the recommended
overvoltage. Image obtained from the product catalogue: [50].
carriers that can trigger an avalanche in the same way as real photon-generated carriers.
The DCR increases with the overvoltage and the temperature. It can be greatly decreased
by cooling down the device.
4.2.4 Correlated Noise
SiPM also suﬀer from two sources of correlated noised: crosstalk between pixels and
afterpulses. The crosstalk between pixels occurs when secondary photons generated in
an avalanche escape the pixel and are detected by another cell of the device. As a result,
two or more pixels can be ﬁred simultaneously and the output signal is artiﬁcially higher
(ﬁg. 4.6).
Afterpulses are delayed pulses that appear tens of nanoseconds after a real signal (ﬁg. 4.6).
They are caused by trapped carriers in the silicon that are freed after the avalanche has
ﬁnished, triggering again a new avalanche process.
Both crosstalk and afterpulsing increase with the gain, due to the larger number of
carriers, increasing therefore with the overvoltage.
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4.2.5 Performance of SiPM
The most recent SiPM have greatly decreased the noise (DCR, crosstalk, and afterpulsing)
and further progresses are expected. Afterpulsing probability has been reduced from
∼ 40% of the ﬁrst devices to less than 1%. This improvement is mainly due to a
reﬁnement in the production methods, plus the use of high purity silicon substrates. In
the same manner, crosstalk probability has decreased from 10% - 30%, to ∼ 1% in the
newest devices. This advance is thanks to the development of the trench technology,
which consists in the optical isolation of the pixels by means of opaque trenches.
The typical performance ﬁgures of a recent Hamamatsu MPPC S13360-1350 are shown
in ﬁg. 4.8.
Figure 4.8 – Gain, PDE, and crosstalk of a Hamamatsu MPPC S13360-1350 as a function
of the overvoltage. Image obtained from the product catalogue: [50].
4.2.6 Temperature Dependence of SiPM
SiPM have a strong dependency on temperature that primarily aﬀects their breakdown
voltage and DCR. Other characteristics, such as PDE, crosstalk, afterpulsing, and gain
show negligible dependence on temperature [51].
The change in breakdown voltage with temperature can produce a signiﬁcant variation in
the performance of the SiPM. As previously mentioned, the PDE, crosstalk, afterpulsing,
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and gain depend on a great extent on the overvoltage. If the bias voltage is not
compensated for a change in breakdown, the overvoltage, Vov = Vbias − Vbreakdown, may
change with temperature and vary all the aforementioned parameters. The diagram
in ﬁg. 4.9, summarises the interdependence of the performance ﬁgures of a SiPM with
temperature and overvoltage.
Figure 4.9 – Diagram showing the interdependence of several performance ﬁgures of
a SiPM with temperature and overvoltage. Note: for clarity, other dependencies less
important are not shown.
The dependency of the breakdown voltage on temperature is characterised by the
manufacturer, who usually provides a temperature correction coeﬃcient. Such correction
is applied to the bias voltage in order to maintain a constant performance of the device.
This subject will be further discussed in section 5.7.
4.2.7 Pixel Size
The pixel size plays an important role in the performance of a SiPM. Devices with
pixels from 10 µm to 100 µm and densities of 100 to 10,000 pixels/mm2 are commercially
available. However, small pixel devices show several advantages over large pixel SiPM:
- Larger dynamic range due to the higher number of cells.
- Lower DCR, crosstalk, and afterpulsing due to lower pixel capacitance.
- Less dependence of the gain with temperature.
- Shorter recovery time after an avalanche.
- Better time resolution.
- Stronger resistance to radiation damage, due to the lower noise.
The drawbacks of small pixels are:
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- Lower gain due to lower pixel capacitance.
- Lower PDE due to a worse ﬁll factor.
The lower gain is not really a drawback, since a high internal gain can be compensated
by the electronics readout. The PDE, which is substantially lower compared to high
pixel devices, is the major drawback of small pixels.
The research on smaller pixels is very active, especially in micrometric pixels with high
ﬁll factor, since they would show a superior performance.
4.2.8 Radiation Damage
As other semiconductor detection devices, SiPM are prone to damage from radiation,
which is primarily caused by the displacement of atoms in the lattice. It is manifested as
an increase in the DCR and breakdown voltage, and a reduction in the gain; for large
accumulated doses, the photo detection eﬃciency can also be diminished. Most of SiPM
can still be employed for detection after neutron equivalent ﬂuencies of 1012 n/cm2.
It is reported that these devices can recover partially from radiation damage via annealing
mechanisms at high temperatures [52] [53].
A frequent solution to counteract radiation damage in SiPM is cooling. It drastically
reduces the dark count, allowing the operation at higher operational voltages and thus
compensating the losses in gain and PDE. However, it adds a large complexity to the
design of a particle detector and signiﬁcantly raises its cost. Its use is justiﬁed in
applications where the SiPM are expected to receive a considerable amount of radiation.
4.3 Choice of SiPM
Three models of SiPM have been studied for the beam monitor: Hamamatsu S13360-1350,
Ketek PM1150NS, and SensL MicroFC-10050. All the manufacturers provide values of
the common performance ﬁgures, however, with a simple laboratory setup it is relatively
easy to measure some of them. Such characterisation has been done for the DCR and
the crosstalk, since they are of special interest for the beam monitor: they are the main
source of noise and greatly determine the signal-to-noise ratio of the detector (this subject
is further clariﬁed in section 5.5). The PDE is also very important but, unfortunately, it
is diﬃcult to measure and requires a rather complex setup.
The SiPM pulses were acquired with an oscilloscope LeCroy WaveRunner with 1GHz
sampling rate. The DCR was measured by setting a discrimination threshold at 0.5
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photoelectrons and subsequently counting the number of signals detected. In a similar
way, the crosstalk was measured by counting pulses with levels higher than 1.5 and 2.5
photoelectrons. All the SiPM were in complete darkness and at a similar temperature;
they were operated at the Vov recommended by the manufacturer. The results are
presented in Table 4.1.
Table 4.1 – DCR and crosstalk measured for diﬀerent SiPM models.
SiPM model DCR (kHz) Crosstalk (%) Vov (V)
Hamamatsu S13360-1350 26.3± 4.21 0.8± 0.4 3
Ketek PM1150TS 142.0± 6.62 3.9± 1.3 2.5
SensL MicroFC-10050 48.5± 7.73 6.6± 2.0 2.5
1 Active area: 1.3 mm × 1.3 mm.
2 Active area: 1.2 mm × 1.2 mm.
3 Active area: 1 mm × 1 mm.
The three detectors have a similar PDE and gain. However, the Hamamatsu S13360-1350
suits better the requirements of the SciFi beam monitor due to its lower DCR and
crosstalk; for this reason, it has been the chosen model. It also has a slightly larger active
area, which beneﬁts the coupling with a ﬁbre (’1.3mm×1.3mm’ versus ’1.2mm×1.2mm’
of the Ketek and ’1mm× 1mm’ of the SensL).
4.4 Readout Electronics
In the recent years, several ASIC have been developed in the high-energy physics
community for the simple and cost eﬀective read-out of multiple SiPM. These chips
typically perform several functions:
- Fine adjustment of every SiPM bias voltage to account for the non-uniformity of
breakdown voltage between multiple devices.
- Ampliﬁcation and shaping of the SiPM signal.
- Charge measurement: done via integration of the pulse or detection its height.
- Discrimination: creation of a fast digital signal when the pulse exceeds a certain
amplitude threshold.




- The STiC [54] is a 64-channel ASIC developed for Time-Of-Flight systems targeted
to Positron Emission Tomography with SiPM (PET scanners). It features a high-
performance TDC that can time stamp events with a resolution of 20 ps. The charge
of the pulses is measured via a Time-over-Threshold method. Besides medical
imaging, it is also used by the Mu3e experiment [21], for example.
- The CITIROC [55] is a 32-channel ASIC for general purpose readout of SiPM. The
design of the chip is structured in two "lines" (ﬁg. 4.10): an energy line for the
measurement of the charge via pulse height, and a timing line that has several
discriminators to produce fast trigger pulses. This chip is used, among other
experiments, in the readout of the ASTRI camera for the Cherenkov Telescope
Array [56].
Figure 4.10 – Block diagram of the CITIROC ASIC. Image from: [55].
The CITIROC is a general purpose acquisition ASIC, while the STiC is a highly-specialised
chip for timing applications. Due to its higher timing performance, a development with
the STiC is substantially more complex. In consequence, the CITIROC has been chosen
for a ﬁrst prototype of the beam monitor, since it provides the required performance, it





A first prototype of a scintillating fibre detector read-out
with silicon photomultipliers has been built and tested in the
North Area at CERN. Its mechanic and electronic designs are
described hereafter, making emphasis on the issues that have
been identified during its construction, along with proposed
solutions and improvements. The choice of the threshold
of the discriminators, which is a critical parameter of its
performance, is also studied in detail. Finally, an estimation
of the detection efficiency of the monitor is given based on
all the knowledge about it.
5.1 Overview
The active part of the monitor consists in a single plane of scintillating ﬁbres, closely
packed together, which is positioned perpendicularly to the particle ﬂux. The ﬁbres have
square cross section, 1mm of thickness, and there are 64 of them in total forming an
active area of 64mm× 250mm (as can be appreciated in ﬁg. 5.2). The employed ﬁbres
are Saint-Gobain BCF-12 multi-clad, due to their higher light yield compared to other
models (study presented in section 3.13).
In order to simultaneously reconstruct the horizontal and vertical proﬁle of the beam, at
least two perpendicular planes of ﬁbres are necessary. However, for reasons of simplicity
the prototype has been produced with a single plane of ﬁbres and, therefore, only the
horizontal or the vertical proﬁle of the beam can be reconstructed.
A special gluing technique makes the monitor vacuum compatible: the ﬁbres stay inside
the vacuum and the photodetectors in air. This represents a great advantage in terms of
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material budget, since no additional vacuum windows in the beam line are necessary (as
opposed to gaseous chambers).
The monitor features a pixelated ﬁbre read-out in which every scintillating ﬁbre is coupled
on one end to an individual SiPM (ﬁg. 5.4). On the opposite end of the ﬁbre a mirror
is glued, which increases by ∼ 70% the light detected by the SiPM (according to the
measurements described in appendix C.3). The chosen model of SiPM is the Hamamatsu
MPPC S13360-1350PE, due to its good performance and its advantages over other models:
lower noise and a larger active area (comparison presented in section 4.3).
The signals from the SiPM are processed by a CITIROC evaluation board (the CITIROC
ASIC introduced in section 4.4), which allows for an easy acquisition and operation of
32 SiPM simultaneously. Since this board is limited to 32 SiPM, for simplicity it was
decided to read-out only every other ﬁbre of the monitor. In consequence, the beam
proﬁle can be reconstructed with a spatial resolution of 2mm.
The CITIROC chip has 32 analogue input channels for the SiPM and 32 corresponding
digital output channels; whenever the amplitude of a SiPM pulse exceeds a certain
threshold, indicating the presence of a particle signal, the CITIROC generates a fast
digital signal. After some digital conversion, these digital signals are processed by a
multi-channel Scaler Counter that accumulates the number of hits per channel. The
beam proﬁle is reconstructed with the information stored in the Scaler Counter, based
on the correspondence of every ’ﬁbre-SiPM’ pair with a channel. This acquisition layout
allows for a simple and eﬀective reconstruction of the beam proﬁle.
A desktop computer (PC) controls and monitors the operation of the detector and also
executes the data acquisition software. A schematic diagram of the prototype is shown
in ﬁg. 5.1.
Figure 5.1 – Schematic of the prototype showing its main components.
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5.2 Mechanical Description of the Detector






Figure 5.2 – CAD model of the detector showing the active area of the monitor (blue),
the supporting frame for the ﬁbres and the vacuum ﬂange (grey), the mirror (yellow),
and the ﬁbre connector (green).
5.2.1 Active Area
Within the active area, the ﬁbres lay straight and perpendicular to the beam, forming a
sort of curtain that is held by a supporting frame. This frame is made of two metallic
rods that are ﬁxed to a vacuum ﬂange on one extreme (ﬁg. 5.3) and to a metallic plate
on the other. This metallic plate also holds the mirror that is glued on the end of the
ﬁbres (ﬁg. 5.7). A small quantity of glue applied on both ends of the frame ensures that
the ﬁbres rest in their position with the necessary tension.
5.2.2 Mirror
The mirror consists in a high-reﬂectivity aluminium foil coupled to the ﬁbres with the
silicon adhesive Dow Corning 3145RTV [57], which oﬀers a good transparency and an
suitable refractive index. It should be noted that there exist alternatives for the reﬂector
and the glue that oﬀer a better performance. As described in [58], the combination of
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Figure 5.3 – Picture taken during the assembly of the detector. The ﬂange is resting over
the vacuum tank (black), but in the opposite sense to normal operation, showing the
active area of the ﬁbres. During the operation of the monitor, the ﬁbres are inserted into
the tank.
the EPOTEK H301-2FL epoxy glue with the specialised reﬂector ﬁlm ESR, produced by
3M, would increase the mirror reﬂectivity up to 90%. This will be considered for future
development if needed.
5.2.3 Vacuum Flange
An advantage of scintillating ﬁbres is that they can be operated inside the primary
vacuum of the CERN experimental areas (∼ 10−3 mbar). The prototype is designed in
such a way that the scintillating ﬁbres and the SiPM are integrated into a modiﬁed
vacuum flange of a FISC monitor (introduced in section 1.3). This greatly facilitates the
integration with the beam line, as the SciFi prototype can be installed in the vacuum
tank of an existing FISC (ﬁg. 5.3).
The passage of the ﬁbres from vacuum to ambient pressure is done through a thin slot
machined in the ﬂange, which acts as a vacuum feedthrough. Once the ﬁbres are placed
in their ﬁnal position during the assembly, this slot is sealed with a two-phase epoxy
resin with commercial name Araldite Standard [59]. This epoxy has a good adherence to
plastics and metals and ensures the necessary tightness. Besides, it is widely employed
at CERN for its radiation hardness [60].
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Note about the epoxy
A common problem of two phase epoxies is the presence of air bubbles trapped in the
mix, as can be seen for example in ﬁg. 5.10. This issue can particularly aﬀect applications
involving vacuum because air bubbles may escape and debilitate the integrity of the resin.
In order to avoid this problem, there are several treatments that can be done to the
glue before application [61]. The most common are: centrifugation of the glue, vacuum
degassing, and heating.
5.2.4 Fibre Connector
The read-out end of the ﬁbres is arranged in a sort of fibre connector onto which a PCB1
exclusively containing the SiPM is plugged (hereinafter called the SiPM-board). The
connector positions the ﬁbres in a pattern that matches the individual SiPM (ﬁg. 5.4),
and the alignment of both the ﬁbre connector and the SiPM-board is ensured by a system
of precision dowel pins. The ensemble is covered in order to be light-tight and avoid
parasitic signals in the SiPM.
The ﬁbre connector and the rest of plastic structures of the monitor are made in
Polyoxymethylene (POM), which is a plastic employed in precision parts due to its
stiﬀness and excellent dimensional stability [62]. The use of a plastic is also safer, as the
contact with stiﬀer materials could cause damage to the delicate cladding of the ﬁbres.
Another advantage of POM is that it can be produced in black colour, being convenient
for applications where light-tightness is required.
Figure 5.4 – Left: ﬁbre connector in which the 64 ﬁbres are arranged in a pattern that
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The ﬁbres in the connector are positioned inside circular holes, due to the mechanical
diﬃculty of machining small square shapes. Thus, a small quantity of epoxy glue is
deposited inside the gap between the circular holes and the square ﬁbres, in order to
guarantee a good mechanical stability (ﬁg. 5.5).
Figure 5.5 – Fibres being glued on the ﬁbre connector.
5.3 Fibre-SiPM Coupling
The coupling between the ﬁbres and the SiPM is critical, as it determines the amount of
light arriving to the photodetectors. Its quality is aﬀected by the changes in the medium
of propagation of light and other phenomena described hereafter:
- Polishing.
- Fresnel reﬂections.
- Numerical aperture of the ﬁbre.
5.3.1 Polishing
Light losses can occur at the end of the ﬁbres due to the non-uniformity and non-planarity
of the surfaces, as illustrated in ﬁg. 5.6. Therefore, it is vital to provide a good smoothness
to these surfaces by means of a polishing treatment.
The most common polishing methods for plastic scintillators are sanding, hand polishing,
and machine polishing [63]. However, the best quality is obtained with diamond milling
cutters, which create a surface with an optimum ﬁnishing that needs no further treatment.
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Figure 5.6 – Optical diﬀerence between a smooth and a rough surface.
The ﬁbre connector was polished using such diamond cutter, but on the side of the ﬁbres
where the mirror is placed this technique could not be employed. The reason is that the
structure that holds the ﬁbres on that side is made of aluminium, which is too stiﬀ for
the diamond tool. Therefore, that side of the ﬁbres was polished with progressively ﬁner
sandpaper (ﬁg. 5.7) and ﬁnished with a special polishing paste for acrylic materials [64].
Figure 5.7 – Fibres on the mirror holder during polishing with sandpaper. Note: there are
metallic accessories on the sides of the holder in order to guarantee mechanical stability
during the polishing. The orange tape helps avoiding the creation of metallic dust that
could harm the fibres.
5.3.2 Fresnel Reflections
Fresnel reflections occur when light travels between two media with diﬀerent refractive
indexes. The equations for the reﬂectivity, R, and transmittance, T , were deduced by
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Augustin-Jean Fresnel, which for the case of normal incidence have the form:
R =
∣∣∣∣n1 − n2n1 + n2
∣∣∣∣2 , (5.1)
T = 1−R, (5.2)
where n1 and n2 are the refractive indexes of the two media.
If the mechanical coupling between the ﬁbre and the SiPM is not perfect and there is a
small gap of air in between, there will be two possible boundaries where the light will
reﬂect: ﬁbre-air and air-SiPM.
Assuming:
nfibre = 1.6 (light exiting mostly trough the core), (5.3)
nSiPM = 1.55 (SiPM epoxy window [65]), (5.4)
nair = 1, (5.5)
the total reﬂectivity is:
Rtotal = Rfibre−air +Rair−SiPM = 5.3% + 4.6% ≈ 10%. (5.6)
The losses due to this inhomogeneity can be improved by using an optical coupler in the
junction of the ﬁbre and the SiPM. These substances have a refractive index between
those of the materials to be coupled, thus favouring a continuous transition. The eﬀect
of an optical grease like the Dow Corning Q2-3067 453G, with n = 1.47 (at λ = 589 nm),
could decrease the reﬂectivity to:
Rgrease ≈ 0.2%. (5.7)
Unfortunately, the prototype does not count with such an optical grease.
A deeper study of Fresnel reﬂections in scintillators can be found in [66].
5.3.3 Numerical Aperture of the Fibre
Scintillation light is emitted from the ﬁbre within a certain cone described by the
Numerical Aperture (NA) of the ﬁbre, as illustrated in ﬁg. 5.8. The angle of this cone of
light, θ, is given by:
NA = n sin θ =
√
n2core − n2clad, (5.8)
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being n the refractive index of the material coupled to the ﬁbre, ncore the refractive index
of the core, and nclad the refractive index of the cladding.
Figure 5.8 – Numerical aperture of a scintillating ﬁbre
In order to collect the maximum of scintillation light, the entire cone should illuminate
the active area of the photodetector. However, depending on the refractive index of the
SiPM window and its geometry, it may not be the case. The BCF-12 multi-clad ﬁbres
have a numerical aperture of 0.74 [36], and the SiPM have a protective epoxy window
with nSiPM = 1.55 [65]. Hence, the maximum angle for the light exiting the ﬁbre and
entering the SiPM is:
θ = 28.5°. (5.9)
From the speciﬁcations of the manufacturer, the epoxy layer of the S13360-1350PE is
0.3mm thick. Therefore, when the scintillation light reaches its active area, it covers a
surface of:
Alight cone = 1.3mm× 1.3mm. (5.10)
(assuming that the light cone inherits an approximate square shape from the ﬁbre cross
section.)
Because the active area of the S13360-1350PE is also 1.3mm× 1.3mm, in the case of a
perfect alignment of the ﬁbre and the SiPM, the totality of the light is collected, as can
be appreciated in ﬁg. 5.9.
Nonetheless, there is an unavoidable uncertainty in the relative position of the ﬁbres and
the SiPM. It can have four origins:
1. The precision in the positioning of the alignment pins and other objects in the
POM during the machining process. The guaranteed tolerance by the mechanics
workshop is 0.1mm.
2. The uncertainty in the position of the ﬁbres inside the holes of the ﬁbre connector.
The round holes have a diameter of 1.5mm, but the ﬁbres are squares of 1mm×
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Figure 5.9 – Diagram of a BCF-12 coupled to a MPPC S13360-1350PE, showing the
cone of scintillation light reaching the active area of the SiPM.
1mm, which creates an uncertainty of approximately 0.1mm in the position within
the hole (clearly appreciated in ﬁg. 5.10).
3. The accuracy in the placement of the SiPM during the soldering process on the
PCB, which is guaranteed to 0.1mm by the electronics assembly workshop.
4. The tolerance in the dimensions of the MPPC, which according to the manufacturer
[65] is ±0.1mm.
The addition of these uncertainties yield an upper limit to the misalignment between the
SiPM and the ﬁbres of:
misalignment ≤ 0.4mm. (5.11)
Figure 5.11 illustrates the maximum misalignment scenario, in which the centre of the
ﬁbre and the centre of the SiPM are shifted by 0.4mm in any transverse direction. In
such case, the illuminated surface of the SiPM is:
Ailluminated = 0.9mm× 0.9mm, (5.12)





1.3mm× 1.3mm ≈ 48%. (5.13)
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Figure 5.10 – Left: illustration of a 1mm thickness ﬁbre circumscribed within a 1.5mm
diameter hole. Right: microscope image of a ﬁbre end in the ﬁbre connector. Note: it
can be noticed that the corners of square fibres are not sharp, but instead have a certain
curvature. Additionally, as discussed in section 5.2.3, air bubbles can be seen in the epoxy
resin.
Therefore, this value establishes an upper limit to the loss of light due to a possible
misalignment between the ﬁbres and the SiPM. It should be noted that the misalignment
could be diﬀerent from ﬁbre to ﬁbre, resulting in an inhomogeneity of the light collection
between diﬀerent channels.
The collection of light could be greatly enhanced using a SiPM with a larger active area
and a thinner window, such as the new version of the S13360, the S13360-2050VE [50].
It has an active area of 2mm× 2mm and a window of 100 µm, thanks to the adoption
of trough-silicon via, eliminating wiring on the photosensitive area side.
5.4 Readout Electronics
The readout electronics are composed of:
- The CITIROC evaluation board (ﬁg. 5.12): receives the SiPM-board, which is
plugged into it; provides the bias voltage to the 32 SiPM, acquires their signals, and
generates TTL digital signals whenever the SiPM pulses exceed a preset threshold
(indicating the detection of a particle).
- CAEN N89 NIM-TTL-NIM converters [67]: used to convert the TTL signals coming
from the CITIROC to the NIM standard.
- VME Scalers CAEN V560 [68]: accumulate the number of hits per channel. They
work with the NIM standard.
Additionally, a PC is employed to monitor and control the main parts of the detector
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Figure 5.11 – Diagram of the maximal misalignment between the 1mm BCF-12 and the
MPPC S13360-1350PE.
and executes the data acquisition software. All these devices had the advantage of being
immediately available in the laboratory and being relatively simple to implement.
5.4.1 SiPM Pulse Acquisition and Processing
In a ﬁrst stage, the CITIROC preampliﬁers and shapes the analogue pulses of the SiPM
in order to increase the signal to noise ratio. After this pre-processing phase, the pulses
follow the "trigger" line of the ASIC and travel to the discriminators. These generate
TTL logic signals whenever the amplitude of the pulses is higher than a preset threshold
value.
This threshold value serves to ﬁlter the low noise events, such as the dark counts of
the SiPM. However, due to the stochastic nature of the particle detection, some real
events can have a low amplitude and be rejected by the discriminators. For this reason,
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Figure 5.12 – The CITIROC board with the SiPM PCB plugged onto it.
the threshold level of the discriminators has a large impact on the performance of the
monitor. This subject is further investigated in detail in section 5.5.
After leaving the CITIROC board, the logic signals travel through coaxial cables to
the TTL-NIM converters, where they are transformed into NIM logic signals. This
conversion is needed because the next step of the acquisition chain are the VME Scalers
that exclusively process NIM signals. The Scalers count and store the number of signals
acquired per channel, and ﬁnally the PC recovers the data and reconstructs the beam
proﬁle.
The Scalers are synchronised with the SPS beam extraction signals, in such a way that
their memory buﬀers are emptied right before the beam extraction begins and read-out
immediately after the beam extraction has ﬁnished. Therefore, only the events occurring
during the 4.8 seconds of the beam extraction are used for the beam proﬁle reconstruction.
In order to keep low the complexity of the prototype readout, only the information of
the ﬁbre that has been hit is registered, which is suﬃcient for the reconstruction of
the transverse proﬁle of the beam. The time at which the interaction happened and
the energy deposited are not recorded. If the time information were recovered with
nanosecond precision, it would be also possible to reconstruct the longitudinal proﬁle of
the beam.
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5.4.2 SiPM Powering
The SiPM bias voltage is supplied by an external device, an ’iSeg EHS 82 05x high
precision power supply’ [69]. This module can supply voltages and intensities up to 500V
and 10mA, with resolutions of 1mV and 30 nA, respectively. The ripple and noise is
kept below 5mV and it has a stability of < 0.01% of the nominal voltage, guaranteeing
the necessary stability for maintaining a uniform operational voltage of the SiPM. The
iSeg module is installed in a MPOD crate [70] that allows remote control from a PC.
The CITIROC has an internal Digital-to-Analogue Converter (DAC) that allows a ﬁne
tuning of every individual SiPM voltage by subtracting a certain amount of voltage
from its bias voltage (ﬁg. 5.13). This feature is useful to compensate the diﬀerences in
breakdown voltage that naturally exist between SiPM of the same production lot.
Figure 5.13 – Window of the "Slow Control" of the CITIROC showing the DAC conﬁgu-
ration for a reﬁned adjustment of the 32 SiPM bias voltage.
The schematic diagram of one of the 32 input channels of the CITIROC board is shown in
ﬁg. 5.14, where x denotes the channel number. The cathodes of the SiPM are connected
to the negative high voltage (’HV<x>’ in the ﬁgure), while the anodes are directly
connected to the input channels of the ASIC (’in<x>’).
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Figure 5.14 – Schematic diagram of the input channels of the CITIROC evaluation board.
SiPM Power Consumption
It is possible to estimate the current consumption of the SiPM-board in the case of
maximum absorption. Calling e the elementary charge, < N > the average number of
photons detected per event, G the gain of the SiPM, and R the maximum expected
particle rate:
Imax = e < N > G R. (5.14)
The leakage current of the SiPM is so low compared to the avalanche current that it can
be neglected in this calculation.
If the SiPM are operated at the recommended overvoltage (G = 1.7× 106), assuming
an average of 30 detected photons per event, and a maximum event rate of 10MHz, the
maximum consumption of the board is:
Imax ≈ 100 µA, (5.15)
meaning that the iSeg module can supply enough current to power the SiPM-board, even
at higher rates.
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5.4.3 Data Acquisition and Control
The data acquisition and the conﬁguration of the prototype is managed by the PC. It
mainly performs the following functions:
- Control and reading of the VME scalers.
- Powering of the CITIROC board and Slow Control of the ASIC.
- Control and monitoring of the iSeg HV power supply for the SiPM.
- Execution of the data acquisition software.
The data acquisition software is a custom made program written in LabVIEW [71]. It
reads-out the scalers, displays the last measured proﬁle, and stores the data in a safe ﬁle
system for subsequent analysis (ﬁg. 5.15).
Figure 5.15 – Screen capture of the LabVIEW DAQ software.
All the electronic elements, included the PC, are installed close to the beam line and cannot
be accessed during beam line operation (ﬁg. 5.16). However, the PC can be accessed




Figure 5.16 – The SciFi prototype installed in the beam line: the FISC vacuum tank in
the centre of the picture contains the detector; the CITIROC board is placed very close
to the SiPM and is held by a metallic plate (left of the tank); the iSeg power supply, the
NIM-TTL converters, the VME Scalers, and the PC stand on the nearby table (left part
of the picture).
5.5 Threshold Configuration
As aforementioned in section 5.4, the threshold of the discriminators has a large inﬂuence
in the detection eﬃciency of the monitor and, for this reason, its conﬁguration requires
careful investigation. The physical processes occurring since a particle hits the scintillating
ﬁbre and the light is detected by the SiPM are statistical in nature. This means that for
every interacting particle the quantity of light detected, and thus the signal amplitude,
ﬂuctuates around a certain value.
If the discriminator threshold is set excessively high, there is a risk of not detecting
events that produce few photons. Alternatively, if the threshold is set too low, there is
the risk of acquiring non-desirable events, like ﬂuctuations of the electrical noise baseline
and dark counts of the SiPM, whose occurrence is also stochastic.
Therefore, setting correctly the threshold requires a characterisation of the number
of photons detected, and its ﬂuctuation, during the operation of the monitor with a
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particle beam. The light detected typically follows a statistical distribution and once it
is characterised, it can be employed to calculate the probability of losing events because
the threshold is set to a certain level. In a similar manner, the characterisation of the
noise of a SiPM (height of the noise pulses and their frequency of occurrence), provides
the probability of acquiring false events because they pass the threshold cut.
5.5.1 Cumulative Distribution Function
The light detected from a scintillating ﬁbre-SiPM ensemble follows a Landau distribu-
tion smeared by a resolution function assumed to be Gaussian (more information in
appendix C.3). Once that distribution is characterised, making use of statistical tools it
is possible to obtain the sought probability of losing events due to setting the threshold
to a certain value. The function that gives this probability is called the Cumulative
Distribution Function (CDF).
The CDF of a random variable X (ﬁg. 5.17), gives the probability that X will take a
value less than or equal to x:




Figure 5.17 – Plot of a statistical distribution f(X) where the shaded area under the
curve corresponds to its Cumulative Distribution Function, CDF(x).
Therefore, if the CDF of the detected light distribution is known, it would be possible to
estimate the probability of losing events for a given threshold:
CDF (threshold) = loss probability. (5.17)
Calculating the CDF of a Landau-Gauss convolution is rather complicated. However,
considering the dominating Gaussian character of the distribution would allow using the
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well-known standard normal distribution. According to this simpliﬁcation, the probability





Unfortunately, due to a tight schedule on the beam availability, it was not possible to
do a dedicated measurement of the collected light distribution in the prototype. Hence,
a Geant4 simulation of a scintillating ﬁbre behaviour is employed to estimate such
distribution (the simulation is fully described in appendix B.2).
Simulating a beam of MIP (protons of 180GeV/c), the collected light distribution has
the form shown in ﬁg. 5.18. Its best ﬁt yields:
MPV = 25.5 photons, (5.19)
σ = 10.5 photons.
Figure 5.18 – Distribution of detected light of the prototype for a beam of 180GeV/c
protons. Simulation done with Geant4 for 1,000 particles.
Therefore, using eq. (5.19) in the Z-score equation, eq. (5.18), the probability of losing
events as a function of the threshold is calculated and presented in Table 5.1.
It should be noted that, as discussed in section 5.3, the light collection between diﬀerent
channels of the prototype is subject to an uncertainly, due to the alignment and coupling
of the SiPM. To correct possible inhomogeneities in the eﬃciency, the light detection of
future versions of the monitor should be properly characterised for every channel.
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Table 5.1 – Probability of losing events depending on the threshold level.










The other factor that needs to be taken into account when setting the threshold level is
the noise of the SiPM, which is characterised by counting the number of dark counts for
diﬀerent threshold levels. An example of such characterisation is presented in ﬁg. 5.19,
done with the STiC ASIC (introduced in section 4.4), where it is also possible to see the
drop in dark rate for 1, 2, and 3 dark photoelectrons.
Figure 5.19 – Dark count rate scan of the MPPC S13360-1350 showing the drop in dark
rate for a threshold level of 1, 2, and 3 photoelectrons.
The measurement of the noise of a S13360-1350, operated at the recommended operating
voltage Vop = 3V and a temperature of approximately 25 ◦C, is presented in Table 5.2.
The existence of dark events with a level higher than 1 photoelectron is related to the
pixel crosstalk of the SiPM (more on the crosstalk in section 4.2.4). The 0.8% crosstalk
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Table 5.2 – Dark count rate of the MPPC S13360-1350 as a function of the threshold.






value of the S13360-1350 (Table 4.1) implies that there is a ∼ 1% probability that a pixel
activated by a dark count will trigger a neighbouring pixel, thus adding a count to the
recorded signal. For this reason the DCR of the S13360-1350 registers less events when
the level of the discrimination threshold is increased (a drop of approximately two orders
of magnitude in the DCR whenever the threshold is increased by one photoelectron).
5.5.3 Threshold Choice
The combination of the information from Table 5.1 and Table 5.2, allows to choose an
optimal value for the threshold. It was decided to operate the detector at a threshold
level of 3.5 photons. This value gives a high probability of detecting approximately 98%
of the beam particles, while keeping the acquisition of false-events below 1 event per
second. The operation of the system in the beam line supported this choice.
5.5.4 Note About an Auxiliary Trigger Detector
External Sources of Noise
There are other sources of false-events besides the noise of the SiPM. These are principally
real particles travelling in the environment, such as cosmic rays, environmental radiation,
and stray radiation emanating from the beam lines. They may generate identical signals
to the particles in the beam, being eﬀectively detected as true-events.
The prototype is not equipped to diﬀerentiate these particles and they are acquired along
the rest of events. However, cosmic rays are not expected to have a larger inﬂuence than
one event per second, due to the size and orientation of the monitor. Stray radiation and
radioactive decays are more diﬃcult to predict or measure and they could have a larger
inﬂuence.
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Triggered Acquisition
There is an eﬀective way to suppress the noise, no matter its origin, and greatly improve
the signal-to-noise ratio of the monitor. If an auxiliary particle detector is placed
upstream in the beam line, it could anticipate the arrival of a particle, and generate
a signal that triggers the acquisition of that particle by the SciFi monitor. Thus, the
detection threshold could be safely set to the minimum (0.5 photons), without suﬀering
an increase in noise events.
Such auxiliary detector could consist in a thin scintillator tile read-out by a PMT (such
as the scintillator paddles described in section 1.3), or even the plane of another ﬁbre
proﬁle monitor (for example, the two ﬁbre planes of the horizontal and vertical proﬁles
put in coincidence).
5.6 Efficiency of the Prototype
The SciFi prototype was conceived as a demonstrator to show that the scintillating ﬁbres
read-out by SiPM, can successfully reconstruct the beam proﬁle for the energies and
intensities of the North Area beams. For this reason, a large detection eﬃciency was not
sought.
5.6.1 Predicted Efficiency
The detection eﬃciency of the prototype has been estimated from its geometrical ac-
ceptance, the threshold level, and the electronics dead time. This calculation yields a
value:
ǫprototype = ǫgeometric ǫthreshold ǫelectronics
= 0.44 · 0.98 · 1 = 0.43 ≡ 43%. (5.20)
The determination of the three components is given in section 5.6.2, section 5.6.3, and
section 5.6.4.
The real eﬃciency of the prototype was measured from data taken in the beams of the
North Area. Its comparison with the estimation is presented in section 6.2.2.
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5.6.2 Geometrical Acceptance
If only every other ﬁbre is read-out, the acceptance is already limited to half of the
total area covered by the ﬁbres. In addition, because the cladding of the ﬁbres does not
scintillate, it represents an inherent loss of geometrical eﬃciency. The cladding of the
BCF-12 multi-clad ﬁbres is the 12% of the ﬁbre width, thus limiting its acceptance to
88%, as can be seen in ﬁg. 5.20. The two eﬀects together yield a geometric eﬃciency:
ǫgeometric = 0.5 × 0.88 = 0.44 ≡ 44%. (5.21)
Figure 5.20 – Illustration of the size of the cladding in a BCF-12 multi-clad ﬁbre (image
not to scale).
The ineﬃciency due to the cladding could be avoided if two or more layers of ﬁbres
are staggered and shifted by half to each other, hence covering the inactive spaces, as
represented in ﬁg. 5.21. Unfortunately, staggering layers of ﬁbres with precision represents
a diﬃcult mechanical challenge and, for simplicity, it was decided to remain with one
layer.
5.6.3 Threshold Level
Regarding the threshold, the relationship between the discriminators level and the
detection eﬃciency was studied in section 5.5. For the chosen threshold of 3.5 photons,
approximately 98% of the incoming particles are detected:
ǫthreshold = 0.98. (5.22)
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Figure 5.21 – Eﬀect in beam coverage of staggered layers of ﬁbres (cladding exaggerated
for an illustrative purpose).
5.6.4 Electronics Dead Time
The dead time of the readout electronics also has an inﬂuence in the detection eﬃciency.
The analogue pulses from the SiPM travel to the CITIROC, thereupon go to the logic
converters, and ﬁnish their journey in the scaler counters, as explained in section 5.4.
All the intermediate elements can potentially limit the maximum processing rate, above
which a loss of signals cannot be avoided.
The SiPM pixels have a recovery time during which they cannot process new pulses. This
recovery time is related to the pixel size, being approximately 100 ns for the S13360-1350,
with a pixel size of 50 µm. The CITIROC resolving time is given by the fast shaper,
which has a peaking time of 15 ns. The CAEN N89 logic converters and the CAEN V560
scalers have resolving times of 25 ns and 10 ns, respectively. From these four devices, the
SiPM is clearly the limiting one, having the largest dead time of 100 ns.
Using Poisson statistics, it is possible to estimate the probability of losing events because
multiple events occur within the dead time of one channel. The probability of observing
k events during the dead time is:




where λ is the average number of events occurring within the dead time.
Such average is determined by the rate of events in the channel. For a channel rate R,
and assuming that the events are uniformly distributed in time, λ is:
λ = 100 ns×R, (5.24)
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due to the 100 ns dead time.
The eﬃciency of the electronics according to this calculation is presented in Table 5.3 for
diﬀerent channel rates. It worsens noticeably for values above 106 Hz.
Table 5.3 – Eﬃciency of the electronics as a function of the channel rate.






The channel rate is proportional to the intensity of the beam. However, it is diﬃcult
to make a precise estimation of the eﬃciency as a function of the intensity, since the
beam spot can have diverse sizes and spread over several ﬁbres. A channel rate of 106 Hz
has been assumed as a safe value for the total eﬃciency of the prototype calculated in
eq. (5.20).
There are several strategies that could be employed with high intensity beams to guarantee
the correct functioning of the monitor:
- Use SiPM with smaller pixel size and a shorter recovery time.
- Use thinner ﬁbres in order to share the beam spot between a larger number of
channels.
- Develop a dedicated electronics readout with components that can work at high
rates.
5.7 Temperature Effects
Temperature can have an inﬂuence in the performance of scintillating ﬁbres and SiPM.
The scintillating ﬁbre BCF-12 shows a linear decrease of light output of 0.13% per ◦C
[72]. Thus, the eﬀect can be considered negligible for a beam monitor, as no temperature
variations larger enough to be noticeable are expected.
By contrast, SiPM, have a strong dependency on temperature that, for practical purposes,
aﬀect their overvoltage and DCR, as explained in detail in section 4.2.6. If the overvoltage
is not corrected for the change in temperature, it can vary many performances of the
SiPM, such as PDE, crosstalk, gain, and DCR.
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5.7.1 Estimation of the Variation in SiPM Performance
The prototype does not have a temperature correction system and, therefore, it was
operated at a ﬁxed bias voltage, no matter the changes in ambient temperature. That
bias voltage corresponded to the breakdown voltage at 25 ◦C, provided by Hamamatsu
for every individual SiPM, plus the recommended 3V overvoltage.
To investigate the impact of ambient temperature variations on the performance of the
monitor, a historical of the temperature in the North Area hall was recovered after the
data taking from the temperature sensors of the CEDAR detectors (ﬁg. 5.22). The
data shows a relatively stable temperature in the hall of around 20 ◦C on average, with
oscillations of ± 1 ◦C.
Figure 5.22 – Historical of the temperature in the North Area hall recovered from the
temperature sensors of two CEDAR (introduced in section 1.3) installed in the H2 and
H6 beam lines.
Because the monitor was operated at approximately 20 ◦C, instead of 25 ◦C, the extent
of this temperature change is investigated by using analytical models of the SiPM
performance. The chosen model for this study is described in [73], which speciﬁcally
describes the MPPC S13360. According to it, the PDE and the crosstalk can be written
as a function of Vov:




















The overvoltage at 20 ◦C can be calculated with the temperature correction coeﬃcient
provided by Hamamatsu, which for the MPPC S13360 is 54mV/◦C:
Vov (20
◦C) = Vov (25
◦C) + 54mV/◦C · (20− 25) = 3.27V, (5.27)
For simplicity, the small oscillations of 2 ◦C around the average will be neglected.
Therefore, the sought relative changes in PDE and crosstalk are,
PDE [Vov (20 ◦C)]
PDE [Vov (25 ◦C)]
= 1.04,
Cross [Vov (20 ◦C)]
Cross [Vov (25 ◦C)]
= 1.13. (5.28)
Concerning the gain, its relative change can be calculated with eq. (4.1):
G [Vov (20 ◦C)]





The case of the dark count rate is more complex, as it has two dependencies, on
temperature and overvoltage:









where a, b, c, d, and α are ﬁt parameters depending on the SiPM model.
Inserting the right values in eq. (5.30), the sought variation of DCR is:
DCR [Vov (20 ◦C)]
DCR [Vov (25 ◦C)]
= 0.57. (5.31)
It can be noticed that, even if a higher overvoltage would tend to increase the DCR, the
fact of operating the SiPM at a lower temperature has a larger net eﬀect (a diﬀerence of
5 ◦C approximately doubles the DCR of the S13360).
5.7.2 Efficiency Variation with Temperature
The calculated changes in PDE, crosstalk, gain, and DCR, caused by operating the
monitor at 20 ◦C with an overvoltage of Vov = 3.27V, can be used to estimate the
variation of the eﬃciency in eq. (5.20).
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A change in PDE and gain will aﬀect the light detection and therefore the threshold
settings. The distribution of detected light vary in the following way:
- The larger PDE implies more detected photons, shifting the distribution to higher
MPV.
- The increase in gain enhances the charge collection, entailing an enlargement of
the distribution along the x-axis, as shown in ﬁg. 5.23. Because the threshold is set
to a ﬁxed charge value of 3.5 photons at Vov = 3V, the same value at Vov = 3.27V
will allow a fraction of 3-photon events to pass the threshold cut.
Figure 5.23 – Simulation of the SiPM charge distribution for Vov = 3V (25 ◦C) on the
left and for Vov = 3.27V (20 ◦C) on the right. It can be appreciated how the photo peaks
shift to higher ADC values due to the temperature variation, and the threshold (dotted
vertical line) is not longer set to 3.5 photons.
These changes in PDE and gain, in fact, enhance the threshold eﬃciency:
ǫthreshold (20
◦C) = 0.99%, (5.32)
instead of 0.98% (eq. (5.22)).
Thus, the total eﬃciency eq. (5.20) at 20 ◦C becomes:
ǫprototype (20
◦C) = 44%. (5.33)
Regarding the variations in crosstalk and DCR at 20 ◦C, the dark rate measured in
Table 5.2 is reduced by half, reﬂecting the strong dependence of the noise on temperature.
Even if the eﬀects of temperature described have a negligible consequence in practice,
a temperature feedback system must be foreseen to guarantee the stability of future
monitors. Additionally, a passive cooling system, such as a heat sink, could be employed




Radiation damage is another phenomenon that inﬂuences the performance of the monitor
and also its life expectancy. It aﬀects principally scintillating ﬁbres and SiPM in a
dose-dependent manner (more information on the radiation damage of scintillating ﬁbres
in section 3.11, and for SiPM in section 4.2.8).
The ﬁbres are exposed to the beam and therefore accumulate the largest dose of radiation.
However, it is diﬃcult to give an estimation of the loss of eﬃciency due to radiation
damage during a short run. For larger accumulated doses, it is possible to make an
estimation based on the literature, as done in section 6.5.
In the case of SiPM, the main source of radiation are stray particles from the beam. To
investigate the eﬀect of stray radiation in SiPM and its front-end electronics, several
radiation monitor [74] were installed by the CERN group EN-STI in diﬀerent strategic
places of the North Area for two months. These devices did not reported accumulated
doses higher to their sensitivity, 1Gy, meaning that neither the SiPM, nor the electronics,
would receive a large amount of radiation. However, as the eﬀects of radiation are




Beam Tests of the SciFi
Prototype
The first prototype of the scintillating fibre monitor was
successfully tested in the H8 beam line of the SPS North
Experimental Area at CERN. It reconstructed with accuracy
the profiles of secondary beams over a wide range of energies
and intensities. However, the operation with lead-ion beams
showed some issues, most probably related to optical crosstalk
between the fibres. This issue is carefully investigated. An
analysis of the absorbed dose of radiation by the monitor is
also done, together with an estimation of its life expectancy.
6.1 Introduction
The SciFi prototype described in section 5.1 was installed in the experimental point P138
of H8, where it replaced one of the two planes of a FISC detector (more information
on the Experimental Areas and their monitors in section 1.2 and section 1.3). In this
conﬁguration, the SciFi monitor was able to measure the vertical proﬁle and the intensity
of the beam.
6.1.1 Reference Monitors
Two of the proﬁle monitors currently employed were standing in the vicinity: a FISC
and a DWC. They also reconstructed the vertical proﬁle, making possible a direct
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comparison between them and the SciFi prototype. A scintillator paddle, was also close
to the SciFi monitor and served as reference for intensity measurements. These intensity
measurements are used to estimate the eﬃciency of the SciFi detector.
The data from all the monitors was presented and recorded in real-time in the acquisition
PC (as described in section 5.4.3). Figure 6.1 is a screen capture of the data acquisition
software, showing the information from the diﬀerent monitors.
Figure 6.1 – Screen capture of the data acquisition PC showing the information from the
diﬀerent beam monitors.
6.1.2 Methodology of the Beam Profile Analysis
The ensemble of particles in the beam is typically Gaussian distributed [75]. For this
reason, the data from the proﬁle detectors were ﬁtted with Gaussian curves in order to
extract their characteristic parameters and establish a comparison between them.
Only the x-axis is of interest for the analysis, since it contains the information about
the position of the beam (the mean of the distribution) and its spread (the standard
deviation). The y-axis, which represents the number of events per spatial resolution bin,
is not useful because these monitors have diﬀerent spatial resolutions.
The ﬁt of the data was done with two diﬀerent analysis softwares: ROOT [76] and
Mathematica [77]. The analysis of the proﬁle shown in ﬁg. 6.2 is illustrated for example
purposes in ﬁg. 6.3, where the best ﬁts of the proﬁle are superimposed. The results
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are presented in Table 6.1, which shows that ROOT and Mathematica produce similar
results: less than 2% diﬀerence in the standard deviation and 5% in the peak centre.
Figure 6.2 – Example of a proﬁle from a Delay Wire Chamber
ROOT
Mathematica
Figure 6.3 – Proﬁle of ﬁg. 6.2 analysed with ROOT (on the left) and Mathematica (right).
Table 6.1 – Comparison of the analysis of ﬁg. 6.2, performed with Mathematica and
ROOT.




From the 26th of October to the 13th of November of 2015, the prototype took data
with secondary beams. During this run, several users conﬁgured H8 to obtain beams of
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diverse composition, intensity, and momentum.
From all the monitored beams, a selection of the most representative ones has been kept
for analysis. This selection is summarised in Table 6.2, and the images of the proﬁles with
their corresponding data ﬁt are also shown in Table 6.3, Table 6.4, Table 6.5, Table 6.6,
Table 6.7 and Table 6.8.
Table 6.2 – General information of the selected proﬁles
Proﬁle date Beam composition Charge P (GeV/c) I(part/spill)
26/10 - 18:00 hadrons/leptons - 60 5.0 × 104
30/10 - 15:05 pure hadrons + 180 1.41× 105
05/11 - 12:36 pure e+ + 20 3.57× 103
12/11 - 14:53 hadrons/leptons + 180 3.14× 106
13/11 - 09:53 hadrons/leptons + 180 1.64× 105
13/11 - 11:21 hadrons/leptons + 180 3.94× 105
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Table 6.3 – Proﬁles on the 26th of October at 18:00.
Beam of hadrons/leptons at 60GeV/c and I = 5.0× 104 particles/spill.
SciFi DWC
σ = 2.1mm σ = 2.6mm
centre = −1.1mm centre = −0.4mm
Table 6.4 – Proﬁles on the 30th of October at 15:05.
Beam of pure hadrons at 180GeV/c and I = 1.41× 105 particles/spill.
SciFi DWC
σ = 0.8mm σ = 1.5mm
centre = 1.8mm centre = 1.9mm
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Table 6.5 – Proﬁles on the 5th of November at 12:36.
Beam of pure e+ at 20GeV/c and I = 3.57× 103 particles/spill.
SciFi DWC FISC
σ = 8.1mm σ = 5.0mm σ = 13.4mm
centre = −11.8mm centre = −12.6mm centre = −10.1mm
Table 6.6 – Proﬁles on the 12th of November at 14:53.
Beam of hadrons/leptons at 180GeV/c and I = 3.14× 106 particles/spill.
SciFi DWC FISC
σ = 0.9mm σ = 4.0mm σ = 1.1mm
centre = 1.2mm centre = 0.8mm centre = 1.8mm
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Table 6.7 – Proﬁles on the 13th of November at 09:53.
Beam of hadrons/leptons at 180GeV/c and I = 1.64× 105 particles/spill.
SciFi DWC FISC
σ = 5.6mm σ = 5.8mm σ = 6.6mm
centre = 6.8mm centre = 11.0mm centre = 8.7mm
Table 6.8 – Proﬁles on the 13th of November at 11:21.
Beam of hadrons/leptons at 180GeV/c and I = 3.94× 105 particles/spill.
SciFi DWC FISC
σ = 5.4mm σ = 11.2mm σ = 6.2mm
centre = −1.0mm centre = 2.0mm centre = 0.8mm
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6.2.1 Analysis of the Beam Profiles
The SciFi monitor worked satisfactorily in all situations, whilst the DWC had troubles
with high intensities, showing distorted proﬁles or artiﬁcial tails. This is a know problem
of this type of detector, caused mainly by the large dead time imposed by the delay line.
The FISC, on the other hand, had diﬃculties resolving low intensity beams, explained
by its lower detection eﬃciency.
Table 6.9 – Standard deviation of the analysed proﬁles.
Proﬁle date SciFi (mm) DWC (mm) FISC (mm)a
26/10 - 18:00 2.1 2.6
30/10 - 15:05 0.8 1.5
05/11 - 12:36 8.1 5.0 13.4
12/11 - 14:53 0.9 4.0 1.1
13/11 - 09:53 5.6 5.8 6.6
13/11 - 11:21 5.4 11.2 6.2
a The FISC was not active during some measurements.
Table 6.10 – Peak centre of the analysed proﬁles.
Proﬁle date SciFi (mm) DWC (mm) FISC (mm)a
26/10 - 18:00 −1.1 −0.4
30/10 - 15:05 1.8 1.9
05/11 - 12:36 −11.8 −12.6 −10.1
12/11 - 14:53 1.2 0.8 1.8
13/11 - 09:53 6.8 11.0 8.7
13/11 - 11:21 −1.0 2.0 0.8
a The FISC was not active during some measurements.
From the standard deviation values in Table 6.9, it can be inferred that the SciFi monitor
generally produced more accurate proﬁles than the DWC and the FISC. Regarding the
position of the beams, Table 6.10, the three detectors show compatible results.
It should be noted that only every other ﬁbre was read-out in the SciFi prototype, which
decreases the intrinsic resolution of the device.
6.2.2 Analysis of the Beam Intensity




Table 6.11 – Comparison of the intensities registered by
the scintillator paddle and the SciFi monitor.
Proﬁle date Scintillatora SciFia SciFi/Scint.
26/10 - 18:00 5.0 × 104 2.53× 104 0.51
30/10 - 15:05 1.41× 105 9.97× 104 0.71
05/11 - 12:36 3.57× 103 1.91× 103 0.53
12/11 - 14:53 3.14× 106 9.72× 105 0.31
13/11 - 09:53 1.64× 105 8.24× 104 0.50
13/11 - 11:21 3.94× 105 1.97× 105 0.50
a The intensity is given in particles/spill.
The last column on Table 6.11 gives the ratio between the intensity measured by the
SciFi monitor and the intensity scintillator. Assuming that the scintillator paddle has a
100% eﬃciency, that ratio corresponds therefore to the real eﬃciency of the prototype.
However, as will be discussed in section 6.5.3, this paddle could have suﬀered radiation
damage from previous runs and its data could not be completely reliable.
The majority of values for the eﬃciency in Table 6.11 lie around 0.5, with the exception
of the proﬁles 30/11-15:05 and 12/11-14:53. These two proﬁles, in fact, show a noticeable
diﬀerent with the rest: they are very narrow and only activate one or two channels of the
SciFi. In that case, it may happen that a big fraction of the particles are concentrated
in one of the read-out ﬁbres, as can be the case of 30/10-15:05, or on the contrary, be
concentrated on a non read-out ﬁbre, like the proﬁle of 12/11-14:53 suggests.
If these two exceptional cases are discarded, the eﬃciency can be averaged:
ǫprototype = 51± 1% (measured) , (6.1)
close to the predicted value of 44% (eq. (5.33))
It is diﬃcult to determine the origin of the small discrepancy between the two values,
although the most plausible explanation is optical crosstalk between the ﬁbres, since
no particular treatment has been applied to avoid it (further information on the ﬁbre
crosstalk in section 3.5). Crosstalk could create multiple hits in several ﬁbres for a single
particle crossing the monitor, thus artiﬁcially increasing the eﬃciency value. This issue
is discussed in detail in section 6.4.
Nevertheless, as aforementioned, the assumption of a 100% eﬃciency for the scintillator
paddle could also be wrong, being lower in reality. No extra eﬀort has been devoted to
this issue, as it has no impact on the purpose of the device.
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6.3 Lead Ion Run
In the middle of November of 2015, the SPS cycle changed to 208Pb+82, providing beams
of these heavy particles to the North Area. During this run, the users could also conﬁgure
the beam line to obtain diﬀerent momenta and intensities, and even introduce secondary
targets to produce diverse fragments of Pb-ions.
A saturation of light in the SiPM was observed during operation, which required lowering
the bias voltage in order to reduce the PDE and be in a non-saturation regime. This
large light production for Pb-ions is further explained, along with other phenomena, in
section 6.4.2.
A selection of the most representative beams is presented in Table 6.12 and the proﬁles,
together with the best ﬁts are shown in Table 6.13, Table 6.14, Table 6.15, Table 6.16,
and Table 6.17.
Note: the FISC detector was not operational during the lead ion run due to some technical
issues related with saturation of the PMTs, which could not be solved.
Table 6.12 – General information of the selected proﬁles
Proﬁle date Beam composition P (GeV/c/Z) I(part/spill)
18/11 - 09:26 Pb 76.1 3.39× 106
19/11 - 15:36 Pb 76.1 4.81× 106
23/11 - 10:33 Pb / fragments 76.1 / 60 1.19× 105
27/11 - 16:34 Pb / fragments 76.1 / 69 2.92× 103
30/11 - 13:30 Pb 76.1 1.82× 103
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Table 6.13 – Proﬁles on the 18th of November at 09:26.
Beam of 208Pb+82 at 76.1GeV/c and I = 3.39× 106 particles/spill.
SciFi DWC
σ = 11.8mm σ = 6.0mm
centre = −0.1mm centre = −0.2mm
Table 6.14 – Proﬁles on the 19th of November at 15:36.
Beam of 208Pb+82 at 76.1GeV/c and I = 4.81× 106 particles/spill.
SciFi DWC
σ = 9.6mm σ = 5.1mm
centre = −0.4mm centre = 0.3mm
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Table 6.15 – Proﬁles on the 23rd of November at 10:33.
Beam of 208Pb+82/fragments at 76.1/60GeV/c and I = 1.19× 105 particles/spill.
SciFi DWC
σ = 7.7mm σ = 7.0mm
centre = −0.3mm centre = −1.1mm
Table 6.16 – Proﬁles on the 27th of November at 16:34.
Beam of 208Pb+82/fragments at 76.1/69GeV/c and I = 2.92× 103 particles/spill.
SciFi DWC
σ = 6.7mm σ = 5.1mm
centre = 0.9mm centre = 0.0mm
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Table 6.17 – Proﬁles on the 30th of November at 13:30.
Beam of 208Pb+82 at 76.1GeV/c and I = 1.82× 103 particles/spill.
SciFi DWC
σ = 5.5mm σ = 4.2mm
centre = −0.5mm centre = 0.4mm
6.3.1 Analysis of the Beam Profiles
For all the measured beams, the proﬁles of the SciFi prototype are wider than those of
the DWC (Table 6.18). The peak centre of the SciFi proﬁles, Table 6.19, are somehow
blurred by the large sigma, although seem to be compatible with the data from the
DWC.
Table 6.18 – Standard deviation of the anal-
ysed proﬁles.
Proﬁle date SciFi (mm) DWC (mm)
18/11 - 09:26 11.8 6.0
19/11 - 15:36 9.6 5.1
23/11 - 10:33 7.7 7.0
27/11 - 16:34 6.7 5.1
30/11 - 13:30 5.5 4.2
A plausible explanation of this eﬀect could be, as for the intensity discrepancies in
section 6.2.2, optical crosstalk between the ﬁbres. Since Pb-ions interact strongly with
matter and deposit a much larger amount of energy than secondary beams, the scintillation
light, and therefore the crosstalk, are expected to increase accordingly. This phenomenon
could explain how the wider proﬁles are created by the multiplicity of ﬁbres activated. It
is further investigated in section 6.4.
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Table 6.19 – Peak centre of the analysed pro-
ﬁles.
Proﬁle date SciFi (mm) DWC (mm)
18/11 - 09:26 −0.1 −0.2
19/11 - 15:36 −0.4 0.3
23/11 - 10:33 −0.3 −1.1
27/11 - 16:34 0.9 0.0
30/11 - 13:30 −0.5 0.4
6.3.2 Analysis of the Beam Intensity
The intensities registered by the SciFi monitor (Table 6.20) are also larger compared to
the scintillator paddle, indicating that there is some phenomenon creating multiple-ﬁbre
events. This observation is compatible with the hypothesis of ﬁbre crosstalk.
Table 6.20 – Comparison of the intensities registered by
the intensity monitor (scintillator) and the SciFi.
Proﬁle date Scintillatora SciFia SciFi/Scint.
18/11 - 09:26 3.39× 106 1.18× 107 3.48
19/11 - 15:36 4.81× 106 1.52× 107 3.16
23/11 - 10:33 1.19× 105 1.2 × 105 1.0
27/11 - 16:34 2.92× 103 9.81× 103 3.36
30/11 - 13:30 1.82× 103 7.21× 103 3.96
a The intensity is given in particles/spill.
The proﬁles of 23/11 registered a lower intensity in the ﬁbres. This could be due to the
presence of diﬀerent ion species in the beam that caused lower crosstalk. Unfortunately,
it is not possible to assure this hypothesis, due to the lack of information on the beam
composition.
6.4 Investigations on the Fibre Crosstalk
Fibre crosstalk is produced by UV primary photons that escape the ﬁbre and excite
the secondary wavelength shifter in a neighbouring ﬁbre (this phenomenon is further
described in section 3.5). It is complicated to estimate its eﬀect, which depends on the
geometry of the ﬁbre and the detector. However, its intensity is certainly proportional to
the amount of scintillation light, and thus to the energy deposited by the particles.
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6.4.1 Energy Deposited by the Secondary Beams
Despite the variety of particles forming the secondary beams and their wide range of
momenta, their behaviour in terms of energy deposition in the monitor is very similar.
This is due to their ultra-relativistic velocities, which correspond with the minimum of
the energy loss curve (more on the energy loss of particles in appendix A.3).
According to a Geant4 simulation of a scintillating ﬁbre of the prototype (further described
in appendix B.2), the distribution of energy deposited is Landau distributed, as shown
in ﬁg. 6.4, and its most probable value is:
Edep = 140 keV. (6.2)
This energy deposition yields a most probable value of detected photons by the SiPM:
Detected photons = 25± 10 photons. (6.3)
Energy deposited Photons detected
Figure 6.4 – Geant4 simulation of a scintillating ﬁbre of the prototype that interacts
with a beam of 1,000 protons of 180GeV/c. The energy deposited by the ﬁbre is shown
on the left ﬁgure and the photons detected by the SiPM on the right one.
6.4.2 Energy Deposited by Pb-ions
The interaction of 208Pb+82 ions with the ﬁbres is signiﬁcantly more intense than that of
secondary beams. The Geant4 simulation of a ﬁbre of the prototype (ﬁg. 6.5) shows that
the energy deposition is approximately 10,000 times larger in this case:
Edep = 1.2GeV. (6.4)
However, heavy particles tend to produce quenching eﬀects in the materials which may
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drain part of the ionisation energy produced. Hence, the light yield of organic scintillators
does not increase linearly with the energy deposited, reaching a plateau for high values
[35]. The Geant4 simulation shows, in fact, that the average number of photons detected
by the SiPM is:
Detected photons = 4474± 368 photons, (6.5)
which means that the light production is about 200 times larger than for secondary
beams.
Energy deposited Photons detected
Figure 6.5 – Geant4 simulation of a scintillating ﬁbre of the prototype that interacts
with a beam of 1,000 208Pb+82 ions of 76GeV/c/Z. The energy deposited by the ﬁbre is
shown on the left ﬁgure and the photons detected by the SiPM on the right one.
6.4.3 Estimation of Crosstalk
It is possible to estimate the fraction of crosstalk events from the measurements of the
intensity in Table 6.11 and Table 6.20. Separating the detected events between crosstalk
and no-crosstalk, the intensity registered by the SciFi monitor is:
Iscifi = Ino−xtalk + Ixtalk. (6.6)
And the measured ratio between the SciFi intensity and the scintillator paddle intensity













where the fraction Ino−xtalk/Iscint corresponds to the theoretical eﬃciency of the monitor,
ǫ = 44% (estimated in section 5.6), and Ixtalk/Iscint to the fraction of crosstalk events.
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= 3.49 (±0.29)− 0.44 ≡ 305± 29%. (6.9)
6.4.4 Discussion
The crosstalk for lead-ions seems to be about 50 times larger than in the case of secondary
beams. This calculation, even if qualitatively correct, does not ﬁt with the increase of
∼ 200 times in scintillation light found in section 6.4.2. The discrepancy could be due to
the Geant4 simulation, whose accuracy for Pb-ions has not been veriﬁed. Additionally,
the data from the scintillator paddle may not be reliable, as discussed in section 6.5.3.
Nevertheless, ﬁbre crosstalk appears to have an eﬀect in the spatial resolution and future
versions of the monitor should implement a ﬁbre treatment to avoid it.
6.5 Radiation Damage
Following the discussion of section 5.8, the lifespan of scintillating ﬁbres is calculated
based on an estimation of their accumulated dose of radiation.
6.5.1 Accumulated Dose and Lifespan for Secondary Beams
As previously seen in section 6.4.1, the most probable value of energy deposited by the
secondary beams in a 1mm thickness ﬁbre is:
Edeposited|MIP ≈ 140 keV. (6.10)
A simple calculation taking into account the weight density of the ﬁbres shows that the
dose absorbed by the monitor, for N particles spread over an area A, can be written as:
D (N,A) =





The absorbed dose for diﬀerent beam sizes and intensities are presented in Table 6.21
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and Table 6.22.





















2 106 4.3× 10−1
2 105 4.3× 10−2
2 104 4.3× 10−3
2 103 4.3× 10−4
Note: the area of a Gaussian beam has been approximated by a circular spot of radius 2σ,
which contains 95% of its particles.
Estimation of the Lifespan
The Saint-Gobain BCF-12 and Kuraray SCSF-78 ﬁbres do not show symptoms of damage
until doses of 1 kGy have been accumulated, and preserve more than 50% of their detection
eﬃciency after accumulated doses of 10 kGy (deeper description of the radiation damage
in ﬁbres in section 3.11). Therefore, taking for example beams of σ = 2mm and 106
particles/spill, the dose of 10 kGy is reached after ∼ 2× 107 extractions. Assuming that
the beams are extracted uninterruptedly ∼ 2, 000 times per day (1 every 48 seconds),
that number of extractions is reached after approximately 10,000 days. This means that
scintillating ﬁbres can be probably employed for many years with secondary beams before
showing symptoms of radiation damage.
It should be noted that this calculation has not considered any type of annealing recovery
processes of the ﬁbres.
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6.5.2 Accumulated Dose and Lifespan for Pb-ion Beams
Recalling the most probable value of energy deposited by Pb-ions in a ﬁbre, eq. (6.4):
Edeposited|Pb82 ≈ 1.2GeV, (6.12)
Similarly to eq. (6.11), the absorbed dose for diﬀerent beam sizes and intensities are
presented in Table 6.23 and Table 6.24.






















2 105 3.7× 10−1
2 104 3.7× 10−2
2 103 3.7× 10−3
Estimation of the Lifespan
Assuming again beams of σ = 2mm and 106 particles/spill, the 10 kGy dose is reached
after only ∼ 2, 700 extractions, due to the large energy deposition. Therefore, after a few
days of data taking the ﬁbres would show a large decrease in their performance.
Nevertheless, because the eﬀects of radiation (a lower light yield and a worse transmission
of light in the ﬁbre) are compensated by the larger scintillation that occurs with Pb-ions.
In fact, the SciFi prototype was operated during several weeks with Pb-ions.
An interesting eﬀect that supports this hypothesis comes from an analysis of the Pb-ion
proﬁles as a function of the date (Table 6.18), which shows a tendency towards narrower
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proﬁles as the days pass. This fact would agree with a decrease of scintillation light and
crosstalk, caused by a lower eﬃciency of the ﬁbres.
The limit of functioning for the ﬁbres with Pb-ions could be, thus, set to a larger
accumulated dose of 1MGy, where they retain 10% to 20% of their detection eﬃciency
(ﬁg. 3.12). With this new limit, the estimation of the life expectancy in the case of Pb
ions would be rather ∼ 2.7× 105 extractions.
It should be remarked that the ﬁbres already exposed to Pb-ions must not be used
with secondary beams. The high loss of eﬃciency due to the damage would made them
unusable with secondary beams. Therefore, two versions of the monitor could exist:
one for the secondary beams and another one for the lead ion beams. They should be
replaced according to the run and never be mixed, otherwise they could not be employed
anymore with secondary beams.
A modular design of the monitor, where the ﬁbres are easily replaceable would facilitate
such maintenance work.
6.5.3 Radiation Damage of Scintillator Paddles
Following the discussion of the previous section (6.5.2), the ratio of intensity between
the scintillator paddle and the SciFi does not seem to show a reduction with the date
(Table 6.20). Such decrease would be expected, since the scintillating ﬁbres are losing
eﬃciency due to radiation damage.
The scintillator paddles are made of a plastic scintillator, very similar to scintillating
ﬁbres, which suﬀers from radiation damage in a comparable way. These monitors have
been used permanently for many years and with diﬀerent types of beams, including
Pb-ions. However, since it is not possible to evaluate their damage accumulated from
past runs, their data should probably not be employed as reference. In fact, the eﬃciency
of one of these monitors has been measured in the East Area (eq. (7.7)), showing an
eﬃciency around 60%, far from the ∼ 100% expected.
6.6 Effect of the Monitor on the Beam
The monitor can disrupt the beam in the following ways:
- Scattering of the particles.
- Variation of the energy of the particles.
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- Creation of secondary particles.
An investigation of these three phenomena has been performed using a Geant4 simulation
of the SciFi prototype (described in appendix B.3). It shows that for the particles
and momenta of the North Area, the SciFi monitor has an eﬀect almost negligible on
scattering and energy variation of the particles. The exception are electrons and positrons,
since they loss a large amount of energy in the form of Bremsstrahlung radiation (more
on this phenomenon in appendix A.4), with the possibility of losing the entire energy of
the particle. These light particles also suﬀer a noticeable scattering for momenta below
10GeV.
Regarding the production of secondary particles, it is signiﬁcant for high energy hadrons
(momenta higher than 100GeV) and particularly remarkable for Pb-ions.




Beam Instrumentation for the
Neutrino Platform
Two new beam lines are being built in the extension of the
North Area Hall to provide very low energy beams to the pro-
toDUNE experiments. Due to the particular requirements of
these beams, special beam profile monitors based on scintillat-
ing fibres are being developed for them. These new monitors
follow the design of the SciFi prototype, although incorporat-
ing many improvements, and also extending its functionality
beyond the profile measurement.
7.1 Characteristics of the Beams
The two new beam lines (introduced in section 1.2.4) will deliver hadrons (p±, π± and
K±) and leptons (e±, µ±) with very low momenta (from 0.5GeV/c to 12GeV/c). The
maximum beam intensity expected is 500 particles/second, although the protoDUNE
data acquisition system is limited to a maximum rate of 100Hz. For that reason, the
beam line will count with a collimator that would allow to reduce the particle ﬂux arriving
to the liquid argon detectors. The total beam spot size and its halo are expected to be
large, ﬁtting in an area of 200mm × 200mm. More information about the beam line
characteristics can be found in [78], [79] and [80].
Both beam lines will also have a magnetic spectrometer for momentum measurement. It
will be formed by a system of bending magnets and beam monitors that measure the
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trajectory of the particles before and after their deﬂection by the magnetic ﬁeld. The
beam momentum will be reconstructed from the degree of deﬂection.
Due to the characteristics of these beams, the instrumentation has to satisfy three basic
requirements: detect individual particle tracks, be in vacuum in order to minimise the
material budget, and have a large area of at least 200mm× 200mm.
An additional constraint for the new instrumentation is the low space available, forcing
the detectors to be compacted in 80mm in the longitudinal direction of the beam line.
7.2 Proposed Monitors
Scintillating ﬁbres can fulﬁl all the requirements and, for this reason, it was decided to
beneﬁt from the development of the ﬁbre monitors for the CERN experimental areas and
equip the new beam lines with these instruments. In fact, the design of the new monitors
has been done together with physicists from the Neutrino Platform. As a result of this
collaboration, the initial functions of the monitor, proﬁle measurement and spectrometry,
have been extended to cover new functionalities. These consist in providing a trigger
signal for the protoDUNE detectors and a Time-of-Flight (ToF) system for particle
identiﬁcation at low momenta.
Considering the various functionalities of the monitor, and the spatial constraints, the
vacuum tank shown in ﬁg. 7.1 has been proposed to host the detectors. Two independent
planes of ﬁbres can be placed inside it.
According to their function, there are two types of ﬁbre modules that can be installed in
a tank:
- XBPF: every ﬁbre is coupled to an individual SiPM (ﬁg. 7.2). This plane pro-
vides the spatial information of which ﬁbre is hit. It will be used for the proﬁle
reconstruction and the spectrometry.
- XSCINT: all the ﬁbres are read-out by one PMT (ﬁg. 7.2). With such arrangement,
only the information of the passage of the particle is obtained. This plane forms part
of the trigger system, where three of these XSCINT planes are set in coincidence
to generate an unambiguous signal of the passage of a beam particle. It is being
investigated whether this module could be employed for ToF by using specialised
readout electronics.




Figure 7.1 – Vacuum tank for the SciFi monitors of the Neutrino Platform. Due to its a
modular design, it can equip two independent ﬁbre detectors.
- A tank equipped with two XBPF modules can reconstruct the vertical and horizontal
proﬁle of the beam.
- The spectrometer only needs three individual XBPF planes tilted in the same
direction as the magnetic ﬁeld and distanced 1m from each other. Hence, the tanks
forming part of the spectrometer could equip only a XBPF in order to reduce the
material budget of the beam line.
- The ﬁrst and last tanks of the beam line will host two XSCINT planes, one used
for triggering, and the other one for the ToF.
Image 7.3 shows the layout of H2, where the function of each module is indicated as
vertical coloured lines perpendicular to the beam trajectory.
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Figure 7.2 – CAD models of the XBPF (left) and the XSCINT (right), the new beam
proﬁle monitors for the Neutrino Platform.
Figure 7.3 – Layout of the H2 extension, showing its main elements: Q, quadrupole
magnets (orange); B, bending magnets (blue); S, the XSCINT monitors (green); BPROF,
the XBPF monitors (purple); TOF, the ToF detectors (grey); Cher, Cherenkov detectors
(red). Image from: [78].
7.2.1 Design Principle
The design principle of the ﬁbre modules follows closely the pixelated readout principle
of the SciFi prototype described in section 5.1:
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- Square ﬁbres of 1mm width, tightly packed together forming a plane. The ﬁbre
model that will be used, Saint-Gobain BCF-12 MC or Kuraray SCSF-78, is still
under investigation.
- A high-reﬂectivity aluminised Mylar mirror is glued on one end of the ﬁbres.
- The photodetectors are placed outside vacuum and, therefore, the read-out end of
the ﬁbres must be vacuum-tight.
The production techniques are also very similar to the SciFi prototype, although two
new features improve the mechanical robustness of the detector:
- An ultra-thin 25 µm Kapton foil is glued over the ﬁbres. It guarantees a precise
positioning of the ﬁbres within the active area, without representing a signiﬁcant
increase of the material budget.
- A new gluing technique for the ﬁbres in the vacuum-air interface ensures a better
vacuum-tightness.
7.2.2 XBPF
Figures 7.4 7.5 and 7.6 show the ﬁrst prototype of the XBPF.
Figure 7.4 – First prototype module of the XBPF.
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Figure 7.5 – Fibre connector where the scintillating ﬁbres are coupled to the SiPM.
Figure 7.6 – End of the ﬁbres where the mirror is glued.
7.2.3 XSCINT
The original design of the XSCINT has only one PMT to read-out the 192 ﬁbres. However,
as can be appreciated in ﬁg. 7.7, the bending of the ﬁbres creates a large transversal
stress that tends to separate them from each other. Thus, there is a risk that, at a certain
moment, the ﬁbres would detach from the Kapton foil and separate within the active
area. This problem has been avoided by sharing the ﬁbres between two PMT: ﬁg. 7.8
and ﬁg. 7.9.
7.2.4 Photodetectors
The ﬁrst prototype of the XBPF is equipped with the same model of SiPM as the SciFi
prototype tested in H8: the Hamamatsu S13360-1350. However, a second revision will
employ the new Hamamatsu MPPC matrix S13360-2050NS-08 [50], composed of 8× 8
SiPM. This device shows two major advantages: a larger active area 2mm× 2mm, which
improves the eﬃciency of the monitor, and a lower price per channel.
For the XSCINT module, the read-out of the ﬁbres is done with the Hamamatsu PMT
H11934-200 [81], which has a bi-alkali photocathode that yields a 43% quantum eﬃciency.
Since the time response of this detector is very good, with a transit time spread of
114
7.2. Proposed Monitors
Figure 7.7 – Original design of the XSCINT with one PMT. In this design the ﬁbres
suﬀer from a large mechanical stress.
Figure 7.8 – Second version of the XSCINT with two PMT.
∼ 300 ps, it has motivated the investigation of a sub-nanosecond ToF system based on
the XSCINT module.
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Figure 7.9 – Second version of the XSCINT with two PMT.
7.3 Readout Electronics
The architecture of the readout electronics is presented in ﬁg. 7.10. It is divided in a
front-end board containing the SiPM, which is plugged to the monitor, and a back-end
board installed in a barrack 30m away.
Figure 7.10 – Electronics architecture of the beam instrumentation readout.
7.3.1 Trigger Generation
The analogue signals from three XSCINT distributed along the beam line are sent to the
barracks, where a programmable delay module puts them in coincidence. As a result
of the three-fold coincidence, a trigger signal is generated and sent to the protoDUNE
experiments and to the back-end electronics of the XBPF readout.
116
7.3. Readout Electronics
7.3.2 Front End Board
The front-end board of the XBPF (ﬁg. 7.11 and ﬁg. 7.12) has the following main
components:
- 192 SiPM to detect the light generated at the ﬁbres.
- Hamamatsu C11204 power supply for SiPM [82] with temperature compensation
system.
- 6 CITIROC ASIC that process all 192 SiPM channels and produces 192 parallel
digital outputs from the discrimination of the SiPM signals.
- Xilinx FPGA Artix 7 [83]: reads CITIROC output, packages data, and sends it
out on Gigabit link up to 10MHz data stream.
- SFP module with Gbit transceiver to transfer the data via optical ﬁbre to the
back-end.
Figure 7.11 – CAD model of the Front End board (top side).
7.3.3 Back End Board
The back-end module is the VFC board, a VME general purpose digital acquisition card
developed by the CERN Beam Instrumentation group [84]. This board has been chosen
due to its highly conﬁgurability and the fact that is fully compatible with White Rabbit
(WR).
White Rabbit is an Ethernet-based network for data transfer and high-performance time
transfer [85]. This technology will be utilised by the future DUNE experiments to establish
a timing distribution network among the various neutrino detectors located thousands
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Figure 7.12 – CAD model of the Front End board (bottom side). The 192 SiPM are on
this side of the board.
of kilometres away from each other. For that reason, protoDUNE will also incorporate
it. The electronics of the beam instrumentation is required to time-stamp all the beam
particle events with a common clock distributed over WR to both instrumentation and
experiments.
The main functions of the VFC board are:
- Decode Gbit stream from front-end.
- Create event structure.
- Send control data to front-end.
The ﬂux of data from the front-end to the VFC includes not only the real particle events,
but also the noise events of SiPM. To suppress those noise events, the VFC also receives
the trigger signal and only an event coinciding with that signal is recorded.
7.4 Expected Performance
7.4.1 XBPF
The beam reconstruction resolution of the XBPF would be limited by the ﬁbre width:
1mm. This value satisﬁes the required precision for the proﬁle measurement.
For the track reconstruction performed by the three XBPF planes in the magnetic
spectrometer, the spatial resolution is calculated as for a ﬂat probability distribution
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According to the calculations of the protoDUNE physicists, this value would yield a
momentum resolution for the spectrometer of δp/p = 1.5% [78], [79].
The detection eﬃciency of the XBPF would be mainly limited by the size of the cladding
of the ﬁbres. The Kuraray SCSF-78 only have a 4% of total cladding, while the Saint-
Gobain BCF-12 MC have 12%. This would translate into a geometric eﬃciency of ∼ 96%
or ∼ 88%, respectively.
However, the SCSF-78 are single-clad and the BCF-12 double-clad, which represents
approximately a 60% higher light yield for the BCF-12 (measurement presented in
appendix C.3). Since the level of light also determines the detection eﬃciency, as
explained in section 5.5.1, this subject is being investigated to clarify if the double
cladding could really represent an improvement for this application.
Because the acquisition will be triggered by the three-fold coincidence of the XSCINT,
the inﬂuence of noise events is expected to be negligible. This would allow lowering the
threshold of the discriminators to a value as low as 1.5 or 2.5 photons, which would
beneﬁt the detection eﬃciency.
7.4.2 XSCINT
As for the case of the XBPF, the cladding of the ﬁbres is the main factor limiting the
eﬃciency of the detector. Therefore the maximum theoretical eﬃciency would be 96% or
88% depending if the ﬁbres used are the Saint-Gobain or the Kuraray.
Since the trigger signal is formed by the three-fold coincidence of XSCINT planes, the
total trigger eﬃciency would be:
ǫtrigger = ǫxscint × ǫxscint × ǫxscint. (7.2)
Because the trigger eﬃciency must be as high as possible, the SCSF-78 ﬁbres with 4%
cladding will be used for this module. Hence, the maximum theoretical eﬃciency of the
trigger system would be:
ǫtrigger = (96%)
3 = 88%. (7.3)
If only two XSCINT were employed to form the trigger, instead of three, the maximum
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trigger eﬃciency would be:
ǫtrigger = (96%)
2 = 92%. (7.4)
Two options are being investigated to further increase the eﬃciency of the trigger, while
keeping the material budget at the same level:
- Stagger two layers of 0.5mm ﬁbres in order to cover the dead area of the cladding.
- Employ a 200mm×200mm×1mm tile of plastic scintillator. However, this design
is challenging regarding how to transport light outside vacuum up to the PMT.
7.5 Time-of-Flight Module
It is important for the protoDUNE experiments to identify the particles entering the
liquid argon chambers. A system of Cherenkov Counters (CET) (CET introduced in
section 1.3) is foreseen for particle identiﬁcation, but it only works for momenta above
5GeV/c. For low momentum beams, a Time-of-Flight (ToF) system with 1 nanosecond
time resolution could complement the identiﬁcation from the lowest momentum up to
4GeV/c.
In theory, the time resolution of the XSCINT modules could be lower than 1 ns depending
on the readout electronics employed. In a XSCINT ToF system, the time resolution
would be an addition of the time spread of the following processes:
- Light creation in the scintillation process.
- Time jitter of the light travelling inside the ﬁbre.
- Transit time spread of electrons in the PMT.
- Time jitter of the discriminator of the PMT signals.
- Resolution of the Time-to-Digital Converter (TDC).
Scintillating ﬁbres are fast scintillators with short rise and decay times, which favours
the time resolution. However, the number of photons trapped and their transit time
jitter along the ﬁbre can be a limiting factor to achieve a good time resolution.
As aforementioned, the 300 ps time transit spread of the H11934-200 PMT makes it good
for timing measurements.
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High-performance readout electronics are critical in a ToF system. For that reason,
Constant Fraction Discriminators are particularly suited for timing measurements, as
they do not suﬀer from walk jitter as other type of discriminators [86].
In the case of protoDUNE, there is the additional requirement of integrating White
Rabbit for time-stamping the events in a common time reference. Fortunately, a TDC
device with 700 ps time resolution and compatible with WR exist, and it is fully supported
by CERN: the SVEC FMC-TDC [87]. It consists in a VME carrier board (the SVEC),
which incorporates a FMC mezzanine board with the TDC.
Therefore it is being investigated if the XSCINT module, read-out by the proper elec-
tronics, could achieve a sub-ns time resolution.
7.6 Preliminary Results From Beam Tests in the East Area
From the 20th of November to the 4th of December of 2017 (the two weeks before the
defence of this manuscript), there was the possibility of testing the ﬁrst prototypes of the
XBPF and the XSCINT in the T10 beam line of the East Area (section 1.2). This line
provides low energy beams with a maximum momentum of 6GeV/c, and a maximum
intensity of 105 particles/spill. The collimators of the beam line can be closed to reduce
the beam intensity, approaching the conditions to the Neutrino Platform.
7.6.1 Description of the Setup
Two XBPF and two XSCINT modules were ready for the tests, along with their respective
readout electronics and vacuum tanks. The tanks hosting the detectors were placed 14m
far away from each other, making use of the maximum available space in the beam line.
A long distance is particularly important for the Time-of-Flight, since it facilitates the
diﬀerentiation the particle species present in the beam.
The upstream tank contained a XBPF plane, which reconstructed the horizontal proﬁle
of the beam, and a XSCINT module. The downstream tank was equipped with a XBPF
plane to measure the vertical proﬁle and the other XSCINT module. These four detectors
replicated a similar setup to the Neutrino Platform, but in a smaller scale: the coincidence
of the two XSCINT modules created a signal that triggered the acquisition event-by-event
of the XBPF modules. A schematic of the beam setup can be seen in ﬁg. 7.13.
The ﬁbres used in both XBPF and XSCINT were the Kuraray SCSF-78, square cross
section, single-clad, and 1mm thickness. The cladding represents a total of 4% in this
ﬁbre model. In the XBPF modules, half of the ﬁbres (the ﬁrst 96 ﬁbres) were coated
with an ultra-thin evaporation of 100 nm of aluminium, in order to avoid ﬁbre crosstalk.
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Figure 7.14 shows two pictures of the installation of a XSCINT module and the front-end
board of the XBPF in the downstream tank. Figure 7.15 shows the upstream monitor
ready for data taking. A DWC and a Scintillator Paddle were placed close to the upstream
tank in order to make a comparison with the new equipment.
The data from all the equipments (XBPF, XSCINT, DWC, and Scintillator Paddle) has
been stored in a long-term storage database at CERN [88] with open access to CERN
users.
Figure 7.13 – Schematic diagram of the setup in the East Area showing the relative
position of the XBPF, the XSCINT, the DWC, and the Scintillator Paddle.
Figure 7.14 – Left: the author installing a XSCINT in the downstream tank. Right:
XBPF front-end board plugged to the ﬁbre connector during the installation.
The vacuum tanks containing the XBPF and the XSCINT were successfully tested for
vacuum prior to the beam tests in the East Area. However, they were not put into
vacuum for the East Area tests.
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Figure 7.15 – Upstream vacuum tank, installed close to a DWC and a Scintillator Paddle.
7.6.2 Architecture of the Readout Electronics
Trigger Generation
The signals from the upstream and downstream XSCINT planes travelled to a Constant
Fraction Discriminator (CFD) CAEN N842 [89], which was mounted in a NIM crate
installed in the beam area, approximately in the middle of the two detectors. This kind
of discriminator is particularly suited for timing measurements, as it minimises the jitter
due to diﬀerences in signal amplitude [86]. The digital pulses pulses from the CFD had
200 ns width and travelled to a coincidence module connected to the same NIM crate.
This latter module produced the trigger signal from the coincidence of two simultaneous
XSCINT signals. After a conversion to TTL logic level, the trigger signal was sent to the
VFC board.
XBPF Data
The XBPF data could be recovered in parallel by two mechanisms: connecting locally
from a PC to the front-end board via USB, and remotely by reading the VFC board with
a Java application developed within the CERN FESA framework [90]. In order to get
the data locally, a computer was installed close to every XBPF and connected via USB
to the front-end board. Those PC run a LabView acquisition software that displayed in
real time the proﬁle of the beam. The data transferred via USB contained exclusively
the proﬁle of the beam integrated for every spill.
The VFC board was installed in a VME crate placed in the control room of T10 and
connected to the front-end board via an optical link. The data from the VFC contained
event-by-event information, with the status of the 192 ﬁbres in every event (hit, no-hit)
and a time stamp in the White Rabbit format. The WR time reference was provided by
a WR switch installed in the same rack as the VME crate and connected to the VFC
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through an optical link. Figure 7.16 shows the VME crate with the VFC board (second
board from the left) and the TDC for the Time-of-Flight (fourth board). The rest of the
modules are a MEN A20 VME controller (ﬁrst board) and an accelerator-timing board
(third one). The WR switch can be seen in the same ﬁgure standing on top of the VME
crate.
Figure 7.16 – VME crate in the control room hosting the VFC board for the XBPF
event acquisition (second module from the left) and the TDC for the Time-of-Flight
measurements (fourth module from the left). The White Rabbit switch that provides a
common reference clock is standing on top of the crate.
Due to the speciﬁcation of beam intensity for the Neutrino Platform (maximum of 500
particles per spill), the VFC ﬁrmware uses a buﬀer that can only accumulate a maximum
of 3276 events per extraction. Therefore, in spills with a higher number of events, the
buﬀer is ﬁlled in with the ﬁrst 3276 events and the rest of events in the spill are lost.
This limitation does not prevent the reconstruction of the proﬁle with the VFC, neither
the measurement of the the performance of the XBPF.
7.6.3 Measured Performance of the XSCINT
The setup of the East Area allowed to measure the detection eﬃciency of the XSCINT.
This magnitude is deﬁned as follows: for a certain number of particles crossing the





For the upstream XSCINT, it is certainly true that a particle has crossed the monitor,
detected or not, when there is a coincidence between the Scintillator Paddle and the
downstream XSCINT. In the case where the particle is detected, the coincidence of
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the three monitors (Scintillator Paddle, downstream XSCINT, and upstream XSCINT)
should be true. Therefore, counting during a spill the number of simultaneous events
between the Scintillator Paddle and the downstream XSCINT gives Nt, and the number
of simultaneous events in the three monitors provides Nx. Such logical operations were
done with a coincidence logic module in the NIM crate and stored along the rest of the
data for subsequent analysis. Figure 7.17 shows a diagram of the coincidence logic and
ﬁg. 7.18 shows a real time measurement.
It should be noted that in order to measure the eﬃciency, it is not necessary to know the
absolute number of particles crossing the monitor, but just to be certain of the fraction
of particles detected.
Figure 7.17 – Diagram of the logic used to measure the eﬃciency of the upstream XSCINT.
Note: all other combinations of hits are ignored.
Figure 7.18 – Real time measurement of the scintillators logic. The red circle highlights
the beam intensity measured by the Scintillator Paddle. Similarly, the blue circle shows
the coincidence of the downstream XSCINT and the Scintillator Paddle, and the green
the coincidence of the three detectors. Note: due to divergence of the beam, the number
of particles arriving to the downstream monitor is typically much lower.
The eﬃciency of the XSCINT strongly depends on the voltage of the PMT and the
threshold level of the CFD discriminator. After tuning these two parameters, a maximum
eﬃciency of 94% was obtained for the maximum recommended voltage of the PMT,
−1000V, and a threshold value of −20mV:
ǫxscint = 94.0± 0.1%. (7.6)
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The same coincidence technique can be used to analyse the detection eﬃciency of the
Scintillator Paddle. In that case, Nt is given by the coincidence of the two XSCINT.
Such analysis yields a lower limit in the eﬃciency of this monitor of:
ǫscint = 59± 1%. (7.7)
However, the real eﬃciency of the Paddle is probably higher, since the area of the
XSCINT is four times larger and some particles could actually cross the two XSCINT,
but not the Paddle.
It should be noted that the eﬃciency of the downstream XSCINT cannot be measured
using this coincidence technique, due to the fact that it is placed 14m away and part of
the beam is diverging. In such case, the coincidence of the upstream XSCINT and the
Scintillator Paddle would not guarantee that the particle is also crossing the downstream
XSCINT.
7.6.4 Measured Performance of the XBPF
A visual comparison between the proﬁles of the XBPF (obtained locally via USB) and the
DWC shows that the new monitor produces more accurate proﬁles than the old gaseous
chamber. This is clearly seen, for example, in the proﬁle of a −6GeV/c pion beam of
I = 1.5 × 105 particles. An image from the acquisition software of the DWC and the
XBPF is shown in ﬁg. 7.19, which shows the horizontal proﬁle of both monitors. Since the
horizontal XBPF is around 1m away from the DWC, their proﬁles can be qualitatively
compared. The corresponding vertical proﬁles are shown in ﬁg. 7.20. However, the vertical
XBPF is placed 14m away from the DWC and, therefore, they are not equiparable due
to the divergence of the beam.
The measurement of a 1GeV/c pion beam of I = 9.4×104 particles also shows a smoother
proﬁle in the XBPF compared to the DWC (ﬁg. 7.21). The vertical proﬁles are also
shown in ﬁg. 7.22.
For every event, the data from the VFC contains the hit information of the 192 ﬁbres.
This information allows to calculate the detection eﬃciency and the hit multiplicity of the
monitor. The preliminary analysis of a focused beam of −6GeV/c pions of I = 1.5× 105
particles is shown in histograms ﬁg. 7.23 and ﬁg. 7.24, which show the number of ﬁbres
hit per event. The proﬁle of this beam, as reconstructed by the VFC, is shown in ﬁg. 7.25
and ﬁg. 7.26.
The detection ineﬃciency is easily calculated from these histograms (ﬁg. 7.23 and ﬁg. 7.24),
since it is equal to the number of events with no ﬁbres hit, divided by the total number
of events. Similarly, the multiplicity of the monitor is given by the ratio between the
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Figure 7.19 – Horizontal proﬁle of a −6GeV/c pion beam of I = 1.5 × 105 particles
measured by the DWC (above) and the XBPF (below). Note: channel 135 of the
horizontal XBPF was not working, probably due to a faulty SiPM.
number of events with more than one ﬁbre hit and the total number of events. The
multiplicity can be used to quantify the optical crosstalk between the ﬁbres.
These prototypes of the XBPF have half of the ﬁbres covered with a ∼ 100 nm aluminium
coating to avoid optical crosstalk: ﬁbres 1 to 96 are coated, while ﬁbres 97 to 192 have
no treatment. The motivation for this layout is to investigate the impact of crosstalk
in the monitor and the eﬀectiveness of the aluminium coating. For this reason, the
ﬁbre-hit histograms in ﬁg. 7.23 and ﬁg. 7.24 are analysed for the totality of ﬁbres (Total
Multiplicity) and the two halves (Multiplicity A and Multiplicity C). However, this
analysis by halves is still under development and no data has been yet extracted from it.
Another interesting ﬁgure that can be extracted from the ﬁbre-hit information is the
distance between hit ﬁbres in an event with multiplicity higher than 1. It could be
useful to identify optical crosstalk events, which can only happen between adjacent ﬁbres,
and multiple particles acquired during the sampling time of the electronics, which is
100 ns. Figure 7.27 shows such ﬁbre-span analysis for the same beam of −6GeV/c pions
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Figure 7.20 – Vertical proﬁle of a −6GeV/c pion beam of I = 1.5×105 particles measured
by the DWC (above) and the XBPF (below). Note: the vertical XBPF is 14m away
from the DWC, therefore their profiles are not equiparable.
of I = 1.5× 105 particles.
The preliminary analysis of a focused beam of −6GeV/c pions with I = 1.5×105 particles
yields an eﬃciency of 96.1% for the upstream XBPF and 89.6% for the downstream one.
ǫupstream xbpf = 96.1%, (7.8)
ǫdownstream xbpf = 89.6%. (7.9)
The origin of that discrepancy is still under investigation and whether it is dependent on
the beam conditions.
It should be noted that the eﬃciency is strongly dependent on the bias voltage of the
SiPM and the threshold of the CITIROC discriminators. The measurements above
described were done with a bias voltage of 55.7V (3V of overvoltage, as compensated
for a temperature of ∼ 33 ◦C). The threshold of the CITIROC discriminators was set to
290 DAC value. An analysis of the dark count rate of the SiPM versus the CITIROC
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Figure 7.21 – Horizontal proﬁle of a 1GeV/c pion beam of I = 9.4×104 particles measured
by the DWC (above) and the XBPF (below). Note 1: the profile of the horizontal XBPF
is inverted with regard to the DWC. Note 2: in this particular chart, the horizontal scale
of the XBPF has been zoomed to 100mm to make it equal to the DWC.
threshold reveals that such value (290 DAC) approximately corresponds to a level of 4.5
photons, as can be seen in ﬁg. 7.28.
Lowering the CITIROC discriminators to a lower value, such as 1.5 or 2.5 photons would
certainly increase the detection eﬃciency. The rise in noise that would involve a lower
threshold should not be a problem, since the acquisition of the events is triggered by the
XSCINT, which makes the probability of acquiring noise almost negligible. Unfortunately,
there was not time to do a rigorous analysis of the light production of the monitor in
the laboratory prior to the beam test. Such procedure would have allowed to know the
eﬃciency as a function of the discriminators value.
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Figure 7.22 – Vertical proﬁle of a 1GeV/c pion beam of I = 9.4× 104 particles measured
by the DWC (above) and the XBPF (below). Note: the vertical XBPF is 14m away
from the DWC, therefore their profiles are not equiparable.
7.6.5 Measured Performance of the ToF
It was also possible to do a measurement of the time of ﬂight of the beam particles
by reading-out the XSCINT signals with the SVEC FMC-TDC. This TDC used the
reference clock provided by the WR switch to put a time stamp of picosecond precision
to the XSCINT events. The preliminary analysis shows a time resolution of the ToF
system of:
σt ≈ 900 ps. (7.10)
This value allows to diﬀerentiate, in a distance of 14m, pions and protons with 4σ, from
the lowest momenta up to 2.5GeV. A plot with the ToF analysis of this beam is shown
in ﬁg. 7.29.
With this time resolution, it would be possible to diﬀerentiate protons from pions up
to 4GeV in the 39m available in the Neutrino Platform. Similarly, kaons and protons
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Figure 7.23 – Fibre hit analysis of a focused beam of −6GeV/c pions of I = 1.5× 105
particles, for the upstream XBPF.
Figure 7.24 – Fibre hit analysis of a focused beam of −6GeV/c pions of I = 1.5× 105
particles, for the downstream XBPF.
could be identiﬁed up to 3.5GeV.
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Figure 7.25 – Proﬁle of the upstream monitor (horizontal) of the beam analysed in
ﬁg. 7.23, as reconstructed by the VFC.
Figure 7.26 – Proﬁle of the downstream monitor (vertical) of the beam analysed in
ﬁg. 7.24, as reconstructed by the VFC.
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Figure 7.27 – Distance between hit ﬁbres in events with multiplicity higher than 1, for
the upstream XBPF and the beam of −6GeV/c pions of I = 1.5× 105 particles.
Figure 7.28 – Characterisation of the dark count rate of the SiPM versus the CITIROC
threshold, performed in the East Area during the absence of beam. The levels of 1, 2, 3,
and 4 photoelectrons are estimated from the shape of the curve and the drop in DCR.
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Figure 7.29 – Time of ﬂight measured with the XSCINT and the SVEC FMC-TDC for a





Two prototypes of the SciFi monitor have proven that scin-
tillating fibres can replace the existing profile monitors and
extend their functionalities. They have produced more accu-
rate profiles over a wider range of intensities, while repre-
senting a similar material budget. In addition to that, they
have been completely built in workshops of the CERN Beam
Instrumentation group and for a low price. During their con-
struction and operation, several issues that could affect the
performance were found. These are presented hereafter, along
with solutions to improve future versions of the monitor.
8.1 Conclusions
The ﬁrst SciFi monitor prototype worked satisfactorily with all secondary beams, whilst
the DWC had troubles with high intensities, showing distorted proﬁles or artiﬁcial tails;
the FISC on the other hand was unable to resolve proﬁles properly at intensities lower
than 103 particles/s (full discussion in section 6.2.1).
Additionally, the intensity measured by the SciFi agreed within a few percent with the
intensity from the scintillator paddles. The origin of this discrepancy is believed to be
optical crosstalk between the ﬁbres (section 6.4) or unreliable data from the scintillator
paddles (section 6.5.3).
For lead ions, however, the proﬁles from the SciFi were seen to be wider than those from
the DWC (complete study in section 6.3.1). The origin of these wider proﬁles is also
believed to be crosstalk between the ﬁbres, which could be avoided by applying one of
the treatments discussed in section section 3.5.
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The preliminary data from the beam tests of the second prototype, the XBPF (sec-
tion 7.6), shows an excellent performance in the proﬁle reconstruction and the intensity
measurement. Furthermore, just with the addition of a suitable TDC, this device mea-
sured the time of ﬂight of the beam particles with a time resolution of 900 ps, which
allowed to identify the diﬀerent particle species at low momenta. Therefore, this device
has proven that it can perform, with good precision, all the functions required by the
new beam lines of the Neutrino Platform: proﬁle measurement, intensity measurement,
trigger generation, and time-of-ﬂight measurement.
The radiation damage of the ﬁbres with secondary beams is believed to be very low,
which would allow its use for many years (section 6.5). By contrast, the damage from
Pb-ions would be orders of magnitude higher. Despite of this damage, the ﬁbres could
also work for years, provided that they are only used with Pb-ions.
Therefore, two versions of the monitor, one for secondary beams and another one for
Pb-ions, could have a lifespan of many years. For this purpose, a modular design of the
monitor, in which the ﬁbres are easily exchanged, would facilitate having a set of ﬁbres
for every type of run. Nevertheless, even if radiation damage occurs, since the cost of
scintillating ﬁbres is relatively low, the replacement of the ﬁbres would be a simple and
eﬀective solution.
Most of the monitors in the EA have a motorisation that allows moving them out from the
beam line when they are not being used. This simple strategy avoids unnecessary beam
perturbation and ageing of the detectors. Therefore, this feature should be incorporated
to future versions of the monitor for the North and East Area.
8.2 Future Improvements
The following list summarises all the ideas gathered to improve future versions of the
monitor:
- Mirror: use a better combination of reﬂective foil and glue.
- Polishing: create a design that allows diamond milling on both ﬁbre ends.
- Fresnel reﬂections: employ a suitable optical grease to improve light transmission
at the boundary ﬁbre-SiPM.
- Light collection by SiPM: use a photodetector with a larger active area and a thinner
window to optimise light collection (section 5.3.3). Hamamatsu has released a new
version of the MPPC of the prototype, the S13360-2050VE [50], with an active
area of 2mm× 2mm and a thinner window of 100 µm.
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- Threshold conﬁguration: make a full characterisation of the light collection by the
SiPM, as described in appendix C.2. It could be done in a beam line test with MIP
or in the laboratory with a 90Sr electron monochromator [91].
- Readout electronics: develop dedicated electronics that record the information of
which ﬁbre is hit, time-stamp the events, and measure the charge of the SiPM
pulses. With a time-stamp it would be possible to extend the applications of the
monitor, while the integrated charge is necessary to study the light collection by
the SiPM. Developing custom electronics is also a more eﬃcient solution in terms
of cost for a series production of the detector.
- Eﬃciency at high rates: smaller pixel SiPM and dedicated readout electronics
would decrease the dead time per channel (section 5.6.4). The use of thinner ﬁbres
would spread the beam spot amongst a larger number of ﬁbres, reducing also the
intensity per channel.
- Acceptance: staggering layers of ﬁbres could be investigated in applications where
a higher detection eﬃciency and better spatial resolution are required.
- Temperature eﬀects: install a temperature sensor close to the SiPM, along with a
bias voltage control system. Hamamatsu has developed a MPPC power supply, the
C11204-02 [82], that features an autonomous temperature compensation function.
A passive cooling system, such as a heat sink, would help maintaining a stable
temperature in the SiPM.
- Noise suppression: an auxiliary detector installed in the beam line could anticipate
the arrival of a particle and generate a signal that triggers the acquisition of the
ﬁbre monitor. Such technique would practically suppress the noise, allowing also
to improve the detection eﬃciency. Besides an auxiliary detector, two planes of
ﬁbres whose signals are put in coincidence would produce a similar eﬀect.
- Eﬃciency measurement: perform a measurement of the eﬃciency of the monitor
with the help of well calibrated scintillator paddles.
- Radiation damage and general maintenance: a modular design of the monitor where
the ﬁbres, the SiPM, and the electronics are easily exchanged would allow an easy
maintenance and a cost eﬀective solution for eventual radiation damage.
- Motorisation: investigate a motorisation of the monitor in order to set it apart
from the beam line when it is not being used.
8.3 Final Note
A scintillating ﬁbre-SiPM detector based on the designed described in this work can
be used to track charged particles up to intensities of 108 particles per second over a
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wide range of energies. Its design follows a simple and cost eﬀective production principle
that allows a spatial resolution equal to the ﬁbre thickness and a detection eﬃciency
above 90%. In addition, SiPM show the advantage of having a compact size, a low power
consumption, and being simple to operate, with no high voltage required. Therefore, the
ﬁbre monitor here presented could perhaps extend its application ﬁeld beyond particle
physics, and be adapted to industrial applications, such as medicine, homeland security,
or radio-protection, for example.
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Passage of Particles Through
Matter
This annex presents a reminder of the fundamental physics
of the interaction of radiation with matter, which is the basis
of particle detection. Even though the reader most probably
knows these principles, some of the concepts exposed will be
often employed during the manuscript. The exposition begins
with basic notions, such as the cross section and the types of
interactions, to subsequently introduce essential magnitudes
for the design of particle detectors, like the stopping power or
multiple scattering. For simplicity, the discussion is restricted
to charged particles and photons.
A.1 Basic Concepts
The microscopic processes involved in the interaction of particles with matter are governed
by probabilistic laws. For this reason, the concepts of cross section probability and mean
free path are necessary in this description:
- The cross section measures the probability for a certain reaction between two
particles to occur (or a particle and a medium).
- The mean free path represents the average path that a particle can travel freely
inside a medium before suﬀering an interaction.
The cross section is commonly used in its diﬀerential form, the differential cross section,
which is deﬁned in the classical formalism as the scattering distribution of a beam of
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particles by a ﬁxed target (ﬁg. A.1). Calling Φ the ﬂux of incident particles with energy E,










When the physics of the interaction are understood, it is possible to deduce an analytical
formula of the cross section.
The equation (A.1) can also be interpreted in the formalism of quantum mechanics. In
that context, N represents the scattered probability current and Φ the total incident
probability.
Figure A.1 – Deﬁnition of cross section as the scattering distribution of a beam of particles
by a ﬁxed target.
The diﬀerential cross section eq. (A.1) can be integrated over all solid angles to eliminate






Particles travelling in a medium typically undergo diﬀerent reactions, each one described
by its own cross section probability. The addition of all of them yields the total cross
section, which gives a full description of be interaction of the particle with the medium.
Intuitively, the cross section and the mean free path (λ) must be related. For thin
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where A is the atomic weight of the material, ρ its density, and NA is Avogadro’s number.
For an interaction with mean free path λ, the probability for the particle to penetrate
into the medium a depth x without suﬀering any interaction is:
P (x) = e−
x
λ . (A.4)
And the probability of having suﬀered n interactions after travelling a distance x is
Poisson distributed with a mean x/λ:










A.2 Interaction of Charged Particles with Matter
Charged particles travelling through a medium interact with the electrons and nuclei
from atoms. Some of the physical processes that can occur in those interactions are:
- Elastic collisions
- Inelastic collisions
- Emission of Bremsstrahlung radiation
- Emission of Cherenkov radiation
- Emission of transition radiation
- Annihilation
- Direct pair creation
- Nuclear reactions
For the beams of the EA, given the type of particles and range of energies, the most
frequent and signiﬁcant reactions are the emission of Bremsstrahlung and the collisions
with atomic electrons and nuclei.
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A.2.1 Inelastic Collisions
Charged particles travelling through a medium will experience, above all, inelastic
collisions with atomic electrons. During these collisions, part of the energy of the particle
is transferred to the atom, causing its ionisation, excitation, or even producing collective
atomic excitations. Although the fraction of energy transferred per collision is low, when
the number of collisions per unit path length is large, as frequently occurs, the overall
energy lost by the particle can be considerable. In addition to the energy loss, the particle
suﬀers a change in momentum that produces a deviation from its initial trajectory.
A.2.2 Elastic Collisions
Elastic scattering of particles by nuclei, caused by Coulomb forces, is also very frequent.
The energy transfer in this case is negligible, due to the diﬀerence in masses of particles
and nuclei, but the deﬂection of the particle can be considerable. The cross section of









with z, m and v, the charge, mass and velocity of the incident particle, respectively,
Z the atomic number of the target material, and θ the deﬂection angle of the particle.
This cross section describes a symmetric scattering distribution, very populated at low
deﬂection angles and with progressively decreasing tails for larger angles.
A.2.3 Bremsstrahlung
Bremsstrahlung radiation is emitted by a particle when it is decelerated or deﬂected by
the electromagnetic ﬁeld of a nucleus. Since the energy of the emitted photons varies
inversely with the square of the mass of the particle (1/m2), this reaction is important
for particles with small masses, notably the electron and the positron. The cross section











E and E′ are the initial and ﬁnal energy of the particle after the emission of the
Bremsstrahlung photon.
hν = E − E′ is the energy of the emitted photon.
z is the charge of the projectile particle.
Z is the atomic number of the target material.
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f (E,E′) is a function accounting for screening eﬀects produced by atomic electrons.
This formula shows that the emission of very high energetic photons carrying all the
energy of the particle, although being possible, is highly suppressed; it also shows the
strong dependency of the emission probability on the particle charge and the medium.
A.2.4 Other reactions
Cherenkov radiation is emitted when a charged particle travels through a dielectric
medium with a velocity larger than the speed of light in that medium. The photons are
distributed over a cone with angle θ = cos−1 (1/βn), being n the refractive index of the
material and β = v/c the speed of the particle.
Transition radiation is produced when a charged particle crosses the boundary between
two dielectric media with diﬀerent indices of refraction. It is emitted in a narrow cone
in the direction of the trajectory of the particle and its intensity is proportional to the
mass and the velocity of the particle: I ∝ m√1− β2.
The cross section and intensity of Cherenkov and transition radiations are low, making
them rare reactions. Nevertheless, due to the fact that both depend on the velocity of
the particle, they are often employed in applications for particle identiﬁcation.
The annihilation of a particle by its antiparticle has a large cross section at low energies,
but small at high energies. Therefore, it is a major reaction for low energy beams of
antiparticles such as antiprotons or positrons.
Both direct pair creation and nuclear reactions are particle-nucleus interactions. In direct
pair creation, a new particle-antiparticle pair is created from the energy of the incident
particle; this process is important for very energetic particles. In nuclear reactions, the
collision of a particle with a nucleus can break the latter into smaller nuclide.
A.3 Energy Loss of Heavy Charged Particles
As aforementioned, the main mechanism of energy loss for charged particles are inelastic
collisions with electrons, which can lead to ionisation or excitation of the atoms of the
medium. For light particles, like the electron and the positron, Bremsstrahlung can
become a larger source of loss than collisions. For this reason, the energy loss of light
particles is studied separately.
The amount of energy transferred during inelastic collisions ﬂuctuates from event to event,
due to the statistical nature of the process. Nevertheless, when the number of collisions
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per unit path length is large, it is meaningful to employ the average of the energy lost by
a particle in a material. This quantity is called the stopping power, or 〈dE/dx〉, which
can be experimentally measured. An analytical formula was also calculated, ﬁrst by
H.Bethe, based on quantum mechanics and special relativity, and subsequently corrected

























NA is Avogadro’s number.
re is the classical radius of the electron
me is the rest mass of the electron.
ρ is the density of the material.
z is the charge of the projectile particle.
Z is the atomic number of the target material.
A is the atomic weight of the material.
γ is the Lorentz factor of the particle.
Tmax is the maximum possible energy transferred in a collision.
I is the mean excitation energy of the material.
δ is the density effect correction.
C is the shell correction.
The mean excitation energy of the material reﬂects the dependency of the stopping power
on the binding energy of the atomic electrons. The density eﬀect and shell corrections
terms are necessary to increase the accuracy of the formula at high and low energies
respectively. Further corrections can be applied to reﬁne the precision; these take into
account radiative eﬀects, ultra-relativistic velocities, spin eﬀects, electron capture, or
higher-order quantum electrodynamics processes, among others.
Figure A.2 illustrates a graph of the Bethe formula for muons on copper; ﬁg. A.3 shows a
graph of the stopping power of protons in polystyrene, indicating the contribution from
electronic collisions to the total energy loss.
An important feature of the Bethe formula is that, for a given material, it is only
dependent on the velocity of the particle within the region 0.1 < βγ < 1, 000. The
formula has a minimum at β = 0.96 and for this reason all particles travelling at this
velocity are also called minimum ionising particles (MIP). Practically all the particles in
the EA are MIP.
Another important characteristic of the stopping power is that when it is divided by the
density, it is almost independent of the material. This is clearly seen when the Bethe
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Figure A.2 – Graph of the Bethe formula calculated for muons on copper.
Figure A.3 – Stopping power of polystyrene for protons of diﬀerent kinetic energy. The
speciﬁc contribution of collisions with atomic electrons is shown with a red-dotted curve.
Chart calculated with the PSTAR computer program, courtesy of NIST [92].










f (β, I) . (A.9)
For most of mid-Z materials, the fraction Z/A and the function f (β, I) vary very little.
Regarding the incident particle, the Bethe formula is accurate within a few percent for
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projectiles with masses larger than the electron but lower than alfa particles. For heavier
particles, like ions, the addition of further correction terms is needed.
A.4 Energy Loss of Electrons and Positrons
In the case of electrons and positrons, due to their lower mass, Bremsstrahlung radiation
(described in appendix A.2.3) becomes also an important source of energy loss. The




















The collision stopping power is slightly diﬀerent than for heavy particles. This is mainly
due to the fact that two electrons are indistinguishable particles during a collision.
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where Tkin is the kinetic energy of the electron or positron, and f (Tkin) is a function
that has a diﬀerent form for electrons and positrons.
The radiative term in eq. (A.10) can be calculated by integration of the Bremsstrahlung















dν ∝ EZ2. (A.12)
Thus, the radiative term is proportional to the energy of the particle and the square of
the atomic number of the material.
Figure A.4 shows the stopping power of polystyrene for electrons, calculated over a wide
range of energies, and indicating the contributions from Bremsstrahlung and collisions.
The energy at which the losses by radiation and collisions are equal is commonly called
the critical energy of the material.
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Figure A.4 – Stopping power of polystyrene for electrons of diﬀerent kinetic energy.
The speciﬁc contributions from electronic collisions and Bremsstrahlung are shown with
red-dotted and green-dotted curves, respectively. Chart calculated with the ESTAR
computer program, courtesy of NIST [92].
A.5 The Energy Loss Distribution
The stopping power gives the average energy lost per unit path length of material crossed.
Nevertheless, it should be noted that this average is weighted with single rare events in
which the particle can loss a large amount of energy, such as head-on collisions or highly
energetic Bremsstrahlung photons.
For thick materials the number of interactions is large and it can be shown that the
energy loss is Gaussian distributed. However, the case of thin materials is rather diﬀerent,
since the number of interactions is smaller and has a larger ﬂuctuation. Thus, due
to the possibility of large energy losses in single events, the energy-loss distribution
for thin materials is rather skewed and asymmetric, showing a long tail to inﬁnity.
Such distribution is commonly known as the Landau distribution (ﬁg. A.5), which is
characterised by its Most Probable Value (MPV). The MPV is, by deﬁnition, smaller
than the mean energy loss.
A.6 Multiple Scattering
During the passage of a particle through a medium, it experiences multiple deﬂections as
a result of their mutual interaction. Most of these deﬂections can be described by the
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Figure A.5 – The Landau distribution describes the energy loss in thin absorbers. It is a
skewed and asymmetric distribution, having a long tail to inﬁnity.
Rutherford diﬀerential cross section, eq. (A.6), by which small deﬂection angles are more
probable than large angles. Thus, the trajectory of a particle inside a medium is rather a
zigzag than a straight line (ﬁg. A.6).
Figure A.6 – Eﬀect of multiple scattering on a particle trajectory.
Multiple scattering is a complex phenomenon, very diﬃcult to analyse. The theory of
Molière gives an approximation for small angles, in which the scattering distribution is















being βc, p and z, the velocity of the particle, momentum and charge, respectively; x the
thickness of the material and X0 is a magnitude called the radiation length. Sometimes,
the quantity x/X0, is also known by the name radiation thickness.
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The radiation length is formally deﬁned as the distance at which the energy of an
electron has been reduced by 1/e, due only to radiation losses. The appearance of X0
in the multiple scattering formula is just a writing simpliﬁcation that does not limit its
application to electrons.
Scattering angles larger than a few θ0 are usually due to single scattering events and
they are, therefore, well described by the Rutherford formula.








where wi and Xi are the fraction by weight and the radiation length of the ith element
of the compound.
In the slang of particle detectors, is common to talk about the material budget of the
detector, to refer to the X0 of the ensemble.
A.7 Interaction of Photons with Matter
Photons are massless and chargeless particles that interact with matter in a very diﬀerent
way than charged particles. The most common reactions occurring during the interaction
of photons with matter are:
- Photoelectric eﬀect
- Compton scattering
- Thomson and Rayleigh scattering
- Pair production
A.7.1 Photoelectric Effect
In the photoelectric effect, the incident photon is absorbed by an atomic electron, providing
the latter with the necessary energy to escape the atom. The maximum kinetic energy of
the ejected electron is:
Tmax = hν − φ, (A.15)
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where h is the Planck constant, ν the frequency of the photon and φ is the work function
of the material, which is related to the binding energy of the electrons. The cross section
of this process is strongly related to the atomic orbital structure, being its probability
larger for photon energies close to the binding energy of the electrons. The cross section
also shows a dependency on the atomic number of the material, being σ ∝ Z4 for low
energy photons and σ ∝ Z5 for high energy photons.
A.7.2 Compton Scattering
Compton scattering describes the scattering process of photons by electrons. During this
process, part of the energy of the photon is transferred to the atomic electron, which can
escape the atom and further interact with the medium. The maximum energy transferred
allowed is:
Tmax = hν − hν
1 + 2 hν
mec2
, (A.16)
which is commonly called the Compton edge. The cross section of Compton scattering is
proportional to the Z of the material, σ ∝ Z.
A.7.3 Thomson and Rayleigh Scattering
Thomson scattering refers to the elastic scattering of a photon by an electron. It can
be seen as the classical, low energy limit, of Compton scattering, where no energy is
transferred to the electron and the only eﬀect is the deﬂection of the photon.
Rayleigh scattering, also called coherent scattering, describes the elastic scattering of
a photon by an atom, which occurs when the wavelength of the photon is larger than
the size of the atom. Its cross section shows a dependency with the inverse square of
the wavelength σ ∝ 1/λ2. This scattering phenomenon has an important eﬀect on the
propagation of light in optical ﬁbres.
A.7.4 Pair Production
When a photon has the required energy, it may create a particle-antiparticle pair in the
presence of the electromagnetic ﬁeld of the nucleus, or of the atomic electrons. The most
common type of pair produced is an electron-positron, and the average energy transferred
to each particle is:
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The cross section of this process is large for high energy photons, rapidly decreasing
at low energies. It also has a dependency on the square of the atomic number of the
material, σ ∝ Z2.
A.7.5 Total Cross Section and Attenuation Length
The total cross section of photons in matter is calculated by adding the cross section of
all the aforementioned reactions. Figure A.7 shows the measured total cross section of
silicon and polystyrene for a wide range of photon energies, indicating the contribution
from every reaction.
Figure A.7 – Total cross section of photons in silicon and polystyrene (left and right
respectively), showing the contribution from each photon process. Compton scattering is
called incoherent scattering, in contrast to Thomson scattering, also known as coherent
scattering. Charts from the XCOM database, courtesy of NIST [93].
Beams of photons and beams of charged particles behave very diﬀerently with matter.
The overall cross section of photons is signiﬁcantly lower than the cross section of
charged particles, meaning that photons undergo far less interactions per unit path
length. Another diﬀerence is that a beam of photons is always attenuated in intensity,
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but not in energy, as opposed to charged particles. The reason is that photons disappear
from the beam after an interaction, either by absorption or scattering. Therefore, a beam
of photons of initial intensity I0, after a distance x will have an intensity:




where Λ is called the attenuation length of the medium, which is an equivalent of the
mean free path, eq. (A.3).
A.8 References
The following bibliography has been the main reference for the elaboration of this chapter:




A Geant4 simulation of a scintillating fibre is presented. It
covers all the physical phenomena, from the energy deposition
of the particle, to the scintillation and light propagation inside
the fibre. A second simulation of a full SciFi monitor that
investigates the impact of the monitor on the beam is also
described. The results of both simulations are not presented
in this annex, but employed when it is necessary in other
sections of this manuscript.
B.1 Geant4
Geant4 is a software toolkit for the simulation of the interaction of particles with matter
based on Monte Carlo methods [101] [102]. It is the reference simulation software in high-
energy physics, although its areas of application also include medicine, space radiation
physics, microelectronics design, solid-state physics, accelerator physics, and nuclear
physics, among others. It is developed and maintained by a large worldwide collaboration
of physicists and software engineers; the numerous physics models contained in Geant4
are updated and veriﬁed with experimental measurements by many contributing sources.
Thus, Geant4 acts also as a repository of the present knowledge about the interaction of
radiation with matter. The source code is written in C++, it is object-oriented, and is
freely available under the Geant4 copyright.
A simulation typically requires from the user:
- Deﬁnition of the geometry and the main components.
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- Description of the employed materials.
- Selection of the physical processes and particles involved.
- Selection of the physical quantities to be measured and recorded.
- Generation of the primary events that begin the simulation.
Almost every aspect and variable of the simulation process are accessible, from the track
of every individual particle, to the generation of secondary particles, or the response of
sensitive detector components. Therefore, the possibilities of customisation are very high,
although at the expense of a very steep learning curve.
B.1.1 Scintillating Fibre Simulations
Two simulations have been done for the ﬁbre monitor:
- A single scintillating ﬁbre coupled to a SiPM on one end and a mirror on the other
end (ﬁg. B.1). This simulation covers the energy deposition, the scintillation, and
all the optical phenomena that transport light up to the SiPM.
- An array of ﬁbres that interacts with a particle beam of Gaussian shape (ﬁg. B.2).
This simulation studies the beam scattering processes and the production of sec-
ondary particles. Optical processes are not taken into account to save computation
time.
B.2 Individual Fibre
The simulated ﬁbre is the modelling of a ﬁbre from the prototype: it has a core, cladding
(or claddings), a mirror coupled on one end, and a SiPM on the other. Its geometric
properties, length, thickness, and shape (round or square), can be easily varied.
The following physical properties of the ﬁbre are speciﬁed:
- Material composition of core and claddings, from which Geant4 obtains the density
and other physical properties.
- Refractive index of core and cladding as a function of the light wavelength.
- Attenuation length spectra of core and cladding.
- Scintillation light spectra.
154
B.2. Individual Fibre
Figure B.1 – Simulation of a scintillating ﬁbre BCF-12 MC, identical to those of the SciFi
prototype, interacting with an 80 keV electron (in red); the mirror is coloured in grey
(left end) and the SiPM in magenta (right end). The photons (in yellow) are generated at
the interaction point and travel by total internal reﬂection inside the ﬁbre. The photons
escaping the ﬁbre are not shown for clarity.
Figure B.2 – Simulation of a SciFi monitor (white tile in the middle), interacting with
a Gaussian beam of 0.5MeV electrons (red). The beam blown-up and the creation of
secondary particles (tracks of diﬀerent colours) can be appreciated.
- Scintillation yield and its resolution.
- Scintillation decay times, fast and slow, and its relative strength.
- Birk’s constant.
- Rayleigh scattering interaction length (described in appendix A.7.3).
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- Polishing degree of the surfaces.
- Quality of the adherence of core and cladding (and internal cladding-outer cladding
for multi-clad ﬁbres).
For the mirror, its material material composition and reﬂectivity are also deﬁned. Re-
garding the SiPM, the window geometry of a Hamamatsu S13361 is recreated with the
proper refractive index and reﬂectivity. Its photo detection eﬃciency as a function of the
wavelength is also speciﬁed in the simulation.
Due to its versatility, the simulation can describe both Kuraray SCSF-78 and Saint-
Gobain BCF-12 ﬁbres. Most of their properties are obtained from the manufacturers
and the scientiﬁc literature, but others had to be adjusted with the feedback from
the laboratory measurements described in appendix C.3. Some of the latter are: the
ﬂuctuations of the scintillation yield (resolution), the Rayleigh scattering, the reﬂectivity
of the mirror, the degree of polishing, the degree of imperfection in the contact between
surfaces, and the PDE of the SiPM.
The physics models used in the simulation are based on a Geant4 modular list that
includes all the common electromagnetic processes, interactions of hadrons (FTFP BERT
model), and optical physics. More information can be found in [103].
Every aspect of the simulation can be potentially measured. However, this simulation
only registers the "hit information" (time, position and energy) of the interactions at
the ﬁbre, cladding, and SiPM. The data is recorded in ROOT NTuples [76], from which
several interesting plots can be generated:
- Number of photons detected by the SiPM.
- Time of arrival of photons to the SiPM.
- Wavelength spectra of photons detected by the SiPM.
- 2D map of the hits in the SiPM (ﬁg. B.3).
- Energy deposited in the ﬁbre by the incident particle.
- Distance travelled inside the ﬁbre by the incident particle.
- Number of photons escaping the ﬁbre.
- Energy deposited in the cladding by the incident particle.
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Figure B.3 – Hit distribution on a SiPM of photons generated in a round ﬁbre of 0.5mm
diameter.
B.3 Fibre Array
This second simulation recreates a beam monitor with hundred ﬁbres, although instead
of modelling them one by one, it uses a scintillator tile of 100mm× 100mm× 1mm for
simplicity. Such simpliﬁcation does not aﬀect its precision, since the objective of this
simulation is to measure the eﬀect of the monitor on a particle beam.
The physics list is the same as for the individual ﬁbre, with the exception that the optical
photons have been deactivated to save computing time.
In order to study the scattering and the creation of secondaries, the tracks of the particles
are measured at four points: 0.5m before the monitor, at the monitor, and 0.5m and
1m after it. The beams shot to the monitor have Gaussian shape, are monoenergetic,





Several small setups of fibres coupled to SiPM were built as
an exercise to learn the procedure of building a scintillating
fibre detector and detecting particles with it. A measurement
of the light yield of different type of fibres was carried with
these small setups, which helped to choose a model of fibre for
the first prototype and also to tune the Geant4 simulations.
The process of analysing the distribution of light collected by
a fibre-SiPM setup is described in detail.
C.1 Small Fibre Setups
Each unit consists in a plastic mechanical structure that holds a ﬁbre and precisely aligns
a SiPM for its read-out (ﬁg. C.1 and ﬁg. C.2). The plastic structures have a hole pierced
on them, in which the ﬁbres are inserted, glued, and polished to guarantee a good optical
coupling with the SiPM. Two types of square section ﬁbres were employed: Saint-Gobain
BCF-12, multi-clad, 1mm thickness; and Kuraray SCSF-78, single-clad, 0.5mm thickness.
Regarding the SiPM, three models from diﬀerent brands could be coupled to the ﬁbres:
Hamamatsu S13360-1350, Ketek PM1150NS and SensL MicroFC-SMTPA-10050.
C.2 Light Yield Measurements
The small experimental setups served to measure the light yield of the ﬁbres. For that
purpose, the ﬁbres were excited approximately at their centre with 1MeV electrons
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Figure C.1 – Small experimental setups built to study scintillating ﬁbres.
Figure C.2 – Persistence image of a LeCroy WaveRunner 1GHz oscilloscope showing
cosmic rays detected with a small ﬁbre setup (large signals). The small signals correspond
to one-photoelectron dark counts of the SiPM.
generated by a 90Sr electron monochromator [91]. These particles are convenient for a
light yield characterisation, since their energy deposition is identical to that of the MIPs
of the secondary beams.
Two diﬀerent setups of ﬁbres were employed: a BCF-12 ﬁbre of 1mm thickness and
24 cm long, and a SCSF-78 of 0.5mm and 13 cm long. A mirror was glued on one end of
the ﬁbres to increase the total light collection at the SiPM side; that mirror could be
easily removed to allow the measurement of light yield with and without mirror.
The light from the ﬁbres was detected with a Hamamatsu S13360-1350, operated at the
recommended operating voltage and corrected for temperature eﬀects. The charge from
the SiPM was integrated by a VATA64 ASIC.
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The histograms with the collected charge from the SiPM (which is proportional to the
number of photons), are shown in ﬁg. C.3 and ﬁg. C.4.
Figure C.3 – Charge histograms for the SCSF-78, square, 0.5mm, 13 cm length, with
mirror on one end (left) and without mirror (right).
Figure C.4 – Charge histograms for the BCF-12, square, multi-clad, 1mm, 24 cm length,
with mirror on one end (left) and without mirror (right).
C.3 Detected Light Distribution
The charge histograms in ﬁg. C.3 and ﬁg. C.4 contain all the information about the
number of photons detected. In fact, due to the discrete nature of SiPM, the individual
photopeaks can be distinguished as sharp lines in the histograms. The eﬀect is more
evident in the lowest part of the histogram, since for larger signals the energy resolution
is degraded, due to gain ﬂuctuations, and the photopeaks are no longer distinguishable
[104] (hence, from a certain number of photons, the distribution looks continuous rather
than discrete). The possibility of distinguishing individual photons serves to calibrate
the x-axis (ADC counts) with the number of detected photons.
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The amount of primary scintillation photons created is proportional to the energy
deposited by the particle in the ﬁbre, which is well described by a Landau distribution
(more on the energy deposition of particles in appendix A.5). Therefore, the light
detected by the SiPM could be expected to be Landau distributed as well. However,
light undergoes several phenomena in a ﬁbre before being detected:
- Absorption and conversion of the primary photons.
- Absorption or scattering within the ﬁbre.
- Reﬂections or refractions in the boundary ﬁbre-SiPM.
- Creation of a signal in the SiPM.
All the aforementioned processes are stochastic and their ﬂuctuations are Gaussian
distributed [105]. Therefore, it can be shown that the distribution that ﬁts better the
charge histograms (ﬁg. C.3 and ﬁg. C.4) is, in fact, a Landau convoluted with a Gaussian,




L (τ)G (t− τ) dτ. (C.1)
Such convolution is characterised by the Most Probable Value (MPV ) of the Landau,
which gives the most probable number of detected photons, and the sigma (σ) of the
convoluted Gaussian, which gives the spread of the latter. The best ﬁt of ﬁg. C.3 and
ﬁg. C.4 is shown as a red line superposed to the histograms; the statistical information
of the ﬁtted variables is also shown in a legend. Table C.1 summarises the ﬁndings of
the light yield measurement.














SCSF-78 0.5 13 yes 10.5 4.4
SCSF-78 0.5 13 no 7.1 3.3
BCF-12 MC 1 24 yes 32.9 8.6
BCF-12 MC 1 24 no 19.3 6.5
The 1mm ﬁbres generate a signiﬁcantly larger amount of light, which cannot be only
explained by the larger energy deposition in a thicker ﬁbre. In fact, the double cladding
has an eﬀect of increasing the light collection by ∼ 60%, in comparison with a single
cladding. The impact of the mirror is an increase of 70% in the light collection for the
1mm ﬁbre and ∼ 48% for the 0.5mm one.
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Impact of the SciFi Prototype on
a Particle Beam
This annex studies the impact of a scintillating fibre monitor
on a particle beam. In the first part, the material budget of the
MWPC, the DWC, and the SciFi monitor are calculated and
compared between them. Then, in the second part, a Geant4
simulation of the SciFi monitor is employed to quantify the
beam scattering, the production of secondary particles, and
the energy loss of the beam.
D.1 Calculation of Material Budget
The radiation thickness has been calculated analytically using eq. (A.14). The material
budget of every detector is itemised in Table D.1, Table D.2, Table D.3, and Table D.4.
All the material properties have been obtained from The Review of Particle Physics [94].
The MWPC and the DWC are not directly connected to the beam pipe; they are placed
in open segments of the line, which requires the use of windows to keep the vacuum.
These windows, made of Mylar, and the section of open air are also added to the material
budget.
The results are summarised in Table D.6. Furthermore, the material budget of a SciFi
monitor of 0.5mm ﬁbres, placed in air, is also calculated in Table D.5. The increase due
to the vacuum windows and air is about 0.19%.
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Table D.1 – Material budget of a MWPC.
Material X0 (g/cm2) ρ (g/cm3) Thickness (mm) x/X0 (%)
Mylar 1 39.95 1.39 0.39 0.136
Air 36.66 1.29 · 10−3 200 0.070
Gas 2 25.79 1.88 · 10−3 40 0.029
Aluminium 3 24.01 2.7 0.08 0.090
Tungsten 4 6.76 19.25 0.036
TOTAL 0.36
1 Detector windows (25 µm) and beam pipe windows (170 µm).
2 CO2 + Ar (50%/50%).
3 Four Al cathode foils of 20 µm.
4 Two anode planes, each with 100 tungsten wires of 20 µm diameter.
Table D.2 – Material budget of a DWC.
Material X0 (g/cm2) ρ (g/cm3) Thickness (mm) x/X0 (%)
Mylar 1 39.95 1.39 0.34 0.118
Kapton 2 40.56 1.42 0.05 0.018
Air 36.66 1.29 · 10−3 200 0.070
Gas 3 25.79 1.88 · 10−3 40 0.029
Beryllium 4 65.19 1.85 0.020
Tungsten 5 6.76 19.25 0.020
TOTAL 0.28
1 Beam pipe windows (170 µm).
2 Detector windows (25 µm).
3 CO2 + Ar (50%/50%).
4 Four cathode planes, each with 55 beryllium wires of 100 µm diameter.
5 Two anode planes, each with 28 tungsten wires of 20 µm diameter.
Table D.3 – Material budget of a two-plane 0.5mm square ﬁbre detector
(for the horizontal and vertical reconstruction of the proﬁle), placed in
vacuum.
Material X0 (g/cm2) ρ (g/cm3) Thickness (mm) x/X0 (%)
Polystyrene 43.72 1.03 1 0.24
TOTAL 0.24
D.2 Geant4 Simulations
The Geant4 simulation described in appendix B.3 recreates the eﬀect of the ﬁbre monitor
on the beam scattering, the energy loss, and the production of secondary particles.
The simulated beams consist on 1,000 particles randomly distributed inside a Gaussian
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Table D.4 – Material budget of a two-plane 1mm square ﬁbre detector
(for the horizontal and vertical reconstruction of the proﬁle), placed in
vacuum.
Material X0 (g/cm2) ρ (g/cm3) Thickness (mm) x/X0 (%)
Polystyrene 43.72 1.03 2 0.48
TOTAL 0.48
Table D.5 – Material budget of a two-plane 0.5mm square ﬁbre detector
(for the horizontal and vertical reconstruction of the proﬁle), placed in
air.
Material X0 (g/cm2) ρ (g/cm3) Thickness (mm) x/X0 (%)
Polystyrene 43.72 1.03 1 0.24
Mylar 1 39.95 1.39 0.34 0.118
Air 36.66 1.29 · 10−3 200 0.070
TOTAL 0.43






SciFi 0.5mm air 0.43
envelope with σhorizontal = 1 cm and σvertical = 0.5 cm. The beam proﬁle is measured
before and 1m after the interaction by a set of transparent detectors that register the
passage of every individual particle.
The simulation has been run for three types of particles: electrons, protons, and +82Pb208
ions; and three momenta: 1GeV/c, 10GeV/c, and 100GeV/c. This selection is repre-
sentative of the EA beams: electrons, because due to their small mass produce more
Bremsstrahlung radiation and suﬀer more scattering, particularly at low energies; protons,
which behave like MIPs at those momenta (further information MIP in appendix A.3),
similarly to pions and kaons; lead ions, whose behaviour is signiﬁcantly diﬀerent, since
these heavy particles interact strongly with matter.
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D.2.1 Beam scattering
The calculated scattering for electrons (ﬁg. D.1, ﬁg. D.2, ﬁg. D.3 and ﬁg. D.4) is
presented in Table D.7, which shows some beam blow-up at very low momenta, although
it practically vanishes above 10GeV/c. The 0.5GeV/c momentum has been added, since
it is the lowest achieved by the new low energy beams of EHN1.
Table D.7 – Scattering of electron beams of diﬀerent momenta by a SciFi monitor of
1mm thickness.





Protons (ﬁg. D.5, ﬁg. D.6 and ﬁg. D.7) suﬀer less scattering than electrons at very low
energies, becoming statically negligible above 10GeV: Table D.8.
Table D.8 – Scattering of proton beams of diﬀerent momenta by a SciFi monitor of 1mm
thickness.




Heavy lead ions (ﬁg. D.8 and ﬁg. D.9) show no signiﬁcant scattering: Table D.9.
Table D.9 – Scattering of +82Pb208 beams of diﬀerent momenta by a SciFi monitor of
1mm thickness.




Charged and neutral particles can be produced from the interaction of the beam with
the material from the detector. In this discussion, Bremsstrahlung gamma photons are
also considered secondary particles.
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The ﬁndings about secondary production for electron beams (ﬁg. D.10, ﬁg. D.11, ﬁg. D.12
and ﬁg. D.13) is summarised in Table D.10. Bremsstrahlung gammas are the most
abundant, with an energy spectrum that peaks at some MeV and spreads up to the
energy of the electron beam (thus indicating that some gammas can carry almost the
totality of energy of the electron, although it is less probable).
Table D.10 – Production of secondary particles by a SciFi
monitor of 1mm thickness, for electron beams of diﬀerent
momenta.









a Number of secondary particles produced per incident electron.
The production of secondaries for protons is rare at low energies, increasing slowly at
momenta higher than 100GeV/c (ﬁg. D.14, ﬁg. D.15 and ﬁg. D.16). The results are
summarised in Table D.11.
Table D.11 – Production of secondary particles by a SciFi
monitor of 1mm thickness, for proton beams of diﬀerent
momenta.
P (GeV/c) Type of secondary Relative productiona
1 γ, e−, n 10−3




a Number of secondary particles produced per incident proton.
Heavy lead ions produce a large amount of secondaries (ﬁg. D.18 and ﬁg. D.19) of very
diverse energy. The most abundant are presented in Table D.12.
167
Appendix D. Impact of SciFi Prototype on a Beam
Table D.12 – Production of secondary particles by a SciFi
monitor of 1mm thickness, for Pb-ion beams of diﬀerent
momenta.
P (GeV/c) Type of secondaries Relative productiona
10 γ, e− 20
p, n, π± 1
e+ 0.05
100 γ, e− 30
p, n, π± 2
e+ 0.3
a Number of secondary particles produced per incident Pb-ion.
D.2.3 Beam Energy Loss
The simulation also provides the energy of the beam after its passage through the detector.
It can be seen that the energy loss for electron beams is high, particularly due to the
emission of high-energy Bremsstrahlung gammas, which in some cases can carry almost
the full energy of the electron (ﬁg. D.10, ﬁg. D.11, ﬁg. D.12 and ﬁg. D.13).
The energy loss for protons (ﬁg. D.14, ﬁg. D.15 and ﬁg. D.16) is only relevant at low
energies, although it just represents ∼ 0.1% of the energy of the particle.





Figure D.1 – Proﬁle of a beam composed of 1,000 electrons of 0.5GeV/c before interacting
with the ﬁbre plane (left) and 1m after the interaction (right).
Figure D.2 – Proﬁle of a beam composed of 1,000 electrons of 1GeV/c before interacting
with the ﬁbre plane (left) and 1m after the interaction (right).
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Figure D.3 – Proﬁle of a beam composed of 1,000 electrons of 10GeV/c before interacting
with the ﬁbre plane (left) and 1m after the interaction (right).
Figure D.4 – Proﬁle of a beam composed of 1,000 electrons of 100GeV/c before interacting
with the ﬁbre plane (left) and 1m after the interaction (right).
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Figure D.5 – Proﬁle of a beam composed of 1,000 protons of 1GeV/c before interacting
with the ﬁbre plane (left) and 1m after the interaction (right).
Figure D.6 – Proﬁle of a beam composed of 1,000 protons of 10GeV/c before interacting
with the ﬁbre plane (left) and 1m after the interaction (right).
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Figure D.7 – Proﬁle of a beam composed of 1,000 protons of 100GeV/c before interacting
with the ﬁbre plane (left) and 1m after the interaction (right).
Figure D.8 – Proﬁle of a beam composed of 1,000 Pb-ions of 10GeV/c/Z before interacting
with the ﬁbre plane (left) and 1m after the interaction (right).
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Figure D.9 – Proﬁle of a beam composed of 1,000 Pb-ions of 100GeV/c/Z before inter-
acting with the ﬁbre plane (left) and 1m after the interaction (right).
Figure D.10 – Energy distribution of a beam of 1,000 electrons of 0.5GeV/c after crossing
the monitor (left), and distribution of secondary particles created (right).
Figure D.11 – Energy distribution of a beam of 1,000 electrons of 1GeV/c after crossing
the monitor (left), and distribution of secondary particles created (right).
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Figure D.12 – Energy distribution of a beam of 1,000 electrons of 10GeV/c after crossing
the monitor (left), and distribution of secondary particles created (right).
Figure D.13 – Energy distribution of a beam of 1,000 electrons of 100GeV/c after crossing
the monitor (left), and distribution of secondary particles created (right).
Figure D.14 – Energy distribution of a beam of 1,000 protons of 1GeV/c after crossing
the monitor (left), and distribution of secondary particles created (right).
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Figure D.15 – Energy distribution of a beam of 1,000 protons of 10GeV/c after crossing
the monitor (left), and distribution of secondary particles created (right).
Figure D.16 – Energy distribution of a beam of 1,000 protons of 100GeV/c after crossing
the monitor (left), and distribution of secondary particles created (right).
Figure D.17 – Left: energy distribution of a beam of 1,000 Pb-ions of 10GeV/c/Z
after crossing the monitor. Right: energy distribution of a beam of 1,000 Pb-ions of
100GeV/c/Z after crossing the monitor.
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Figure D.18 – Distribution of secondary particles created by a beam of 1,000 Pb-ions of
10GeV/c/Z after interacting with the monitor.
Figure D.19 – Distribution of secondary particles created by a beam of 1,000 Pb-ions of
100GeV/c/Z after interacting with the monitor.
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